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System Requirements and Installation 7

1 System Requirements and Installation

Router-CIM Automation Suite 2014 Minimum System
Requirements

For 32-bit Systems

e Windows® 7, Windows® 8, Windows XP® Professional (SP3 or later) Operating System

Intel® Pentium® 4 or AMD Athlon™ dual-core processor, 3.0 GHz or higher with SSE2 technology
4GB of RAM

8GB Free disk space for Installation

1,280 x 1,024 true color video display adapter 128 MB or greater, Pixel Shader 3.0 or greater,
Microsoft® Direct3D®-capable workstation-class graphics card (1,600 x 1,050 with true color
recommended)

o Microsoft® Internet Explorer 8.0 or later web browser

e DVD Drive

For 64-bit Systems

e Windows® 7, Windows® 8, Windows XP® Professional (SP2 or later) Operating System

o AMD Athlon 64 with SSE2 technology, AMD Opteron® processor with SSE2 technology, Intel®
Xeon® processor with Intel EM64T support and SSE2 technology, or Intel Pentium 4 with Intel
EM64T support and SSE2 technology

e 4 GB of RAM (8GB or more Recommended)

e 1,280 x 1,024 true color video display adapter 128 MB or greater, Pixel Shader 3.0 or greater,
Microsoft® Direct3D®-capable workstation-class graphics card (1,600 x 1,050 with true color
recommended)

o Microsoft® Internet Explorer 8.0 or later web browser

e 128 MB or greater, OpenGL®-capable workstation class graphics card

e DVD Drive

Supported AutoCAD Versions

Router-CIM 2014 supports the following Autodesk products:
AutoCAD 2012

AutoCAD 2013

AutoCAD 2014

Additionally, we provide an Inventor Link to the following versions of Autodesk Inventor:
Autodesk Inventor 2012
Autodesk Inventor 2013
Autodesk Inventor 2014

You should check your hardware against the Autodesk Certified Hardware List to be sure of
compatibility with your version of Autocad.
Click here to check Autodesk Certified Hardware List

Hardware Locks

In addition to the hardware requirements listed above, it is important to note that Router-CIM and
AutoNEST require hardware locks (often called 'dongles’) in order to function. These can be either a
USB type or a Parallel Port (printer port) type. Since there are two hardware locks required if you are
using the nest software, you should have two USB ports available. For the parallel port type, only
one port is hecessary since these locks can plug into each other.

© 2013 CIM-Tech.com, Inc.
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Product Overview

Product Overview

The main purpose of Router-CIM Automation is to provide a CAD/CAM solution for both single part
machining and also to automate the programming task for quantities of parts. Router-CIM offers both
nested based manufacturing technology, used to automatically produce NC Code for parts that are
produced or imported into the AutoCAD environment, as well as any other single part that can be
parametrically defined, or produced as a drawing or DXF file.

Parametric macros that are defined using Router-CIM's Parametric Macro Builder can be
automatically sized and either nested or cut singly, and also from different materials.

With Router-CIM Automation, you can select macros, DXF files, and AutoCAD DWG files, associate
a material and specify a quantity of them and Router-CIM will do the rest, automatically.

In Automation, typically, a job file is created that contains all the machining data necessary to
perform the programming tasks. Each job contains the macro, drawing, or DXF file name, size,
guantity, material, and other variables relevant to your cutting needs. Each part is analyzed, and a
layer to knowledge association automatically creates the tooling paths. The part and tool paths are
serialized and stored in the database as necessary. Once all parts are cut or cut and/or nested, then
sorted NC Code is made. The parts or nests are printed, and external files, like a label file and also a
machine schedule file are made.

Each job is stored in an independent folder for easy storage and retrieval. The locations of these
folders can be specified either locally on your hard drive, a network drive, or even the machine tools
drive if it is able to exist on the same network.

For new users of Router-CIM, there are a few concepts which need to be understood in order to use

the product efficiently. These are:

¢ A basic understanding of the Microsoft Windows environment, and file handling with programs such
as My Computer, or Windows Explorer.

o A working knowledge of the AutoCAD environment. How to create and name layers, and assign
geometry to those layers.

e Some knowledge of the types of tools, cutting conditions, and materials you are likely to use on
your parts.

o Knowing the difference between the file types Router-CIM uses such as DWG, DXF, and SCN.

e Understanding the Layer to Knowledge association feature in Router-CIM.

If you will be using primarily macros for your part definitions, then a solid understanding of
Router-CIM's Parametric Macro Builder and how to create a macro is truly necessary. This takes
practice and is best done on paper first!

Also solid understanding of the variable types, Global, Dynamic, Tagged, and Local, and how to use
them on individual parts or assemblies of parts will be of primary importance in a truly parametric
macro. You should know how to incorporate the variables into formulas to define parts or part
features.

© 2013 CIM-Tech.com, Inc.
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1.2 Installation Quick Start
Installation Quick Start

These installation notes assume that AutoCAD 2012 or higher is installed
and functioning properly.

Make sure you are logged in with at least Local Administrator privileges on
your system.

The Router-CIM 2014 program is installed in the following manner.

¢ Unplug any USB hardware locks previously installed.

¢ Insert the Router-CIM Installation CD and it will start automatically.

o If the Installation doesn't start automatically, pick Start, Run, D:\SETUP. EXE (where D: is the
CD ROM drive letter).

e The Router-CIM installation serial number will determine the installation options of Router-CIM.
The serial number is included on the CD that Router-CIM is installed from. If Nesting was
purchased, the Router-CIM installation will automatically install the product.

e The Install will place the Router-CIM files in the default locations.

e The install procedure searches for AutoCAD on your hard disk, and uses this location to build
icons to run the Router-CIM program.

e Once the install is finished, reboot the computer, plug in the USB hardware locks and you will be
able to run the product.

¢ If any custom post processors are necessary, install them now. The procedure to install the post
processors is to simply run the .exe file that contains the post processor, and answer a few
default questions during the install.

1.3 Critical Issues

Critical Issues

|

C

After Router-CIM is properly installed and configured for use, all pertinent folders should be backed
up. A simple method is by copying them and placing them in a new folder. The proper way would be
to make a CD, or back up to tape or another easy to restore method.

CIM-Tech will store a backup of your system if you burn it to a CD and mail it to us. CIM-Tech will
archive that as an off-site backup in case you lose your own. This is NOT a substitute for your own
backup, as you will likely make changes and edits on a more regular basis than the backup that is
shipped to us.

CD Recorders, DVD Recorders, External Hard Drives, and Tape backups are all valid ways to back
these folders up. Floppy disks are not a good choice. It would take a large number of them to get
each folder in its entirety. Typically all of the folders can fit on one CD. After using the system for a
while, the backups that Router-CIM stores on your system could mean that more than one CD is
necessary.

A Note on CD Recorders: Each file that is backed up in this fashion may become read-only. This

© 2013 CIM-Tech.com, Inc.
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means you can only look at the documents without altering or editing them. It will be necessary to
change the properties of the files back from read-only after the folder is copied. The method of doing
this varies depending on your operating system.

The folders to back up are as follows:
1.C:\Router-CIM
2.C:\Rcim_work

3.C:\Anest

4 _C:\Automation_code

(C: is assumed here to be the installation drive.)
CIM-Tech is NOT Responsible for your loss of productivity or data! If you do not back up your

system completely and you lose data without a backup, your only option is to re-install the
software and start over.

© 2013 CIM-Tech.com, Inc.
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1.4 Installation

Installation Guide

The Router-CIM program is installed in the following manner:

Insert the Router-CIM Installation DVD and it will start automatically. If it does not start automatically,
pick Start > Run then pick or type D:\setup.exe (where D: is the DVD ROM drive letter).

The Router-CIM serial number will determine the installation options. If Nesting was purchased, it will
be installed automatically.

The install will search for Router-CIM files in the default location. If your version of Router-CIM was
installed to a drive other than C, you can re-direct the setup process to locate the folder in the proper
drive by clicking on Browse and then selecting the correct drive location.

The install procedure searches for AutoCAD on your hard drive, and uses this location to build icons
to run the Router-CIM program.

When the installation program starts, the following screen will appear:

) Router-CIM Setup ==
T

Welcome
Welcome to the installer for Router-CIM 2014.1.20.

It is stronghy recommended that you exit all Windows programs
before continuing with this installation.

if you have any other programs running, please click Cancel,
close the programs, and run this setup again.

Ctherwise, click Mext to continue.

CADACAM SOLUTIONS |

[ Net> || Cancdl

From here, all of the default selections have been made for you. We recommend that you leave the
defaults, as it will be simpler for you later if technical support is needed and you need to know the
locations of the Router-CIM files.

© 2013 CIM-Tech.com, Inc.
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Select 'Next' to continue.

[

l',i-', Router-CIM Setup

License Agreement

Please read the following license agreement carsfully.

CIM-TECH.COM, INC.
ELECTRONIC END USER LICENSE AGREEMENT FOR
EUNDLED PREVIEW AND RELEASED SOFTWARE

NOTICE TO USER:

ACCEPT ALL THE TERMS AND CONDITIONS OF THIS
AGREEMENMT.

@ i agree to the terms of this license agreement

) | do not agree to the tems of this license agreement

THIS 15 ACONTRACT. BY INSTALLING THIS SOFTWARE YOU

This CIM-TECH.COM, Inc. ("CIM-TECH") End User License Agreement shall
license to you unreleased Preview software and related explanatony
matenals ("Preview Software") and released versions of CIM-TECH

< Back ] l

Mext >

J |

Cancel

This is the license agreement for Router-CIM. Be sure you read the agreement. Selecting ‘I do not
agree to the terms of this license agreement’ will allow you to exit the program without installing it
to your computer. Selecting Back will return you to the previous window. Select ‘I agree to the terms

of this license agreement’ and 'Next' to continue.

© 2013 CIM-Tech.com, Inc.
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}'j; Router-CIM Setup

User Information
Erter your user information and click Mext to continue.

if you have amy hardware locks attached to this computer, please remove them now!

MName:

Your Mame Here

Company:
Your Company Here

Seral Number

Your Seral Number Hers|

if you have any hardware locks attached to this computer, please remove them now!

cBack | | Nee> || Caneel

Enter your name, your company name, and the serial number that is supplied to you with the
software. Select ‘Next' to continue.

}'j; Router-CIM Setup

Installation Folder
Where would you like RouterLZIM to be installed?

The saoftware will be installed in the folder listed below. To select a different location, ethertype in a
new path, or click Change to browse for an existing folder.

if you hawve any hardware locks attached to this computer, please remove them now!
Install Router-CIM to:

C\RouterCIM

Space required:; 265 GB
Space available on selected drive: 29.15 GE

cBack | | Nee> || Caneel

© 2013 CIM-Tech.com, Inc.
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Router-CIM will specify the location for installation. You may select ‘Next' to continue, or either
‘Back’ to go to the previous window or 'Cancel’ to exit from the installation.

You should remove any hardware locks that have been plugged into the

computer.

[

l',i-', Router-CIM Setup

Ready to Install
You are now ready to install Router-CIM 20141 20

The installer now has enough information to install Router-CIM on your computer.

The following settings will be used:
Install folder: C:\Router-CIM

Shortcut folder:  Router-CIM

if you have any hardware locks attached to your computer, please remove them now.

Please click Next to proceed with the installation.

cBack | | Net> ||

Cancel

This screen will recap where Router-CIM is going to be installed to.

© 2013 CIM-Tech.com, Inc.



System Requirements and Installation 15

Installing Router-CIM
Please wait...

Installing Files. ..
C:hRouterCIM*\Required Dependencies*CRRuntime_64bit_13 0_&.msi

I

L Gred |

The installer will start copying files to the necessary locations in this section of the install. As soon as
this is finished, you will see the following screen:

This portion of the Router-CIM
installation successful.

This portion of the Router-CIM 2014.1.20 has installed
successfully ..

Please click "Finish™ to close this section of the install and the
second section will launch automaticalhy.

]
2
c' .
3
3
3
W
:
E X
4
0

© 2013 CIM-Tech.com, Inc.
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Click on 'Finish' to start the next section of the installation.

s= Router-CIM Initial Setup = BTl 5

CIM-TECH{

AUFTOMATED CADSCAM SOLUITIONS

Initializing Setup......

This is the second section of the installation. The install will extract some more files and then check
your computer for versions of AutoCAD, SQL Server and Microsoft .NET Framework versions.

This section may take a while, please be patient and allow the installer to finish.

During this step, the Crystal Reports installer will run. You will see a screen like the following:

=

SAP Crystal Reports runtime engine for MET Framework (64-bit)

-El_ Please wait while Windows configures SAF Crystal Reports untime
|*a_-' engine for MET Frameworl (64-bit)

(Gathering required infarmation. ..

| Cancel

Once this is finished the SQL Server install will take place. The Router-CIM progress screen will look
like this:

© 2013 CIM-Tech.com, Inc.
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a5 Router-CIM Initial Setup o= =]

CIM-TECH{

AUFTOMATED CADSCAM SOLUITIONS

Initializing Setup......

(Gathering System Information

Installing Crystal Reports for 64 bit systems. Please do not cancel this install during this
process

Checking for previous SGL installation

Checking for AutoCAD 2014 install

Checking for AutoCAD 2012 install

Checking for AutoCAD 2013 install

Checking for previous 5QL installation

Installing SCOL Server for 64 bit systems. Please do not cancel this install during this
process

And then the SQL Server install will start.

% 5QL Server 2012 Setup = 52
Install Setup Files
SQL Server Setup will now be installed. If an update for SQL Server Setup is found and specified to be included, the
update will also be installed.
Install Setup Files
| —
SQL Server Setup files are being installed on the system.
Task Status
Scan for product updates |In Progress
Download Setup files Mot started
Extract Setup files | Not started
Install Setup files Mot started
< Back Install Cancel

During this process, if you are connected to the Internet, SQL Server will download and install

© 2013 CIM-Tech.com, Inc.
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updates if they are found. If your system installs and update, you will see a screen like this:

SQL Server 2012

Please wait while Microsoft SQL Server 2012 Service Pack 1 Setup processes the current operation.

And then the SQL Service Pack will install. During the install you will see the following screen:

7 SQL Server 2012 Setup

Installation Progress

Installation Progress

[E=H B

Install_sglncli_Cput4_Action

Mext >

Cancel

After SQL installs the service pack, the Management Studio will install. THIS PROCESS CAN
TAKE A VERY LONG TIME, Please wait until it is finished and do not cancel the install.

It is not uncommon for the status screen (shown next) to be active for 20-30 minutes while

SQL is configured.

© 2013 CIM-Tech.com, Inc.
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a5l Router-CIM Initial Setup =] =Es

CIM-TECH{

AUFTOMATED CAD/SCAM SOLUTIONS

Initializing Setup...... i
(Gathering System Information

Installing Crystal Reports for 64 bit systems. Please do not cancel this install during
this process

Checking for previous SGL installation

Checking for AutoCAD 2014 install

Checking for AutoCAD 2012 install

Checking for AutoCAD 2013 install

Checking for previous 5QL installation

Installing SCOL Server for 64 bit systems. Please do not cancel this install during this
process

Finished installing SGL Server 2012 Management Studio.

Imstalling SGL Server 2012 Managemenrt Studio. Please do not cancel this install -

m

The next step will appear when this is finished.

© 2013 CIM-Tech.com, Inc.
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InstallShield Wizarnd

Preparing to Install...

Sentinel Protection Installer 7.3.0 Setup iz preparing the
[nztallS higld \Wizard, which will guide vou through the
program setup procesz. Pleaze wait.

Checking Operating System Verzsion

(NANANARNANRRRANANE

Cancel

The Sentinel Protection Installer will run next to install the hardware lock drivers. This is usually
pretty quick and you may see some windows open with a black background while this is installing.

After the Sentinel Protection Server is finished installing, the next section of the install is the MCU

Verification Install.

© 2013 CIM-Tech.com, Inc.
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InstallShield Wizarnd

Setup Status

The MetaCut Utilities Setup iz performing the requested operations.

Cancel

Tool Path Verification Software Install / Re-Install.

If the Tool Path Verification software (MCU) was purchased, the above screen will appear during the
install.

Once MCU is done installing, the following screen will appear.
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InstallShield Wizarnd

SO InstallShield Wizard Complete

Finizh |

The InstallShield \wizard haz successfully installed The
ketalCut Utilities. Click Finish to exit the wizard.

Select 'Finish' to continue.

Router-CIM will next select a default database, and you will be prompted with the following window.

P

Router-CIM Automation Suite

create the default database?

Yes

There are no Automation databases configured for this system, Would you like to

Mo

£2

Select 'Yes' and a default database will be created. You may be prompted to select the current
database to be active for Router-CIM. If so the following screen will be shown:

F

Make active database?

Yes

Do you wish to make this database the currently active database for Router-CIM?

=3
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Select 'Yes' and the default database will be set active.

Once that is finished, the install of Router-CIM is completed and the following screen will appear:

a5 Router-CIM Initial Setup | = I|E_I|E_|

CIM-TECH{

AUFTOMATED CADSCAM SOLUITIONS

Installation Complete

m

Select 'Finish'.

You will see a message requesting you to reboot your computer. The installation is not finished until
you reboot your computer.

Reboot Required

Your system must be rebooted for the remaining components to install properly.
Would you like to reboot now

Ve || Mo

After the Reboot is finished, plug the hardware lock into the computer. There is either a parallel port
lock (25 pin device) or a USB lock for a USB port.
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2 Router-CIM Automation Suite
Router-CIM Automation Suite
The Router-CIM Automation Suite is a comprehensive suite of tools that allow Router-CIM to process
any number of parts without user intervention. The capabilities include (but are not limited to):
o Cutting any number of parts
¢ Nesting
e Sorting
o Automatic NC Code Creation
e Common Line Cutting
e Tool Stay Down Cutting
e Labeling
¢ Reporting
The basic premise for the entire Automation Suite is Layer to Knowledge processing using the DOIT
cycle. This provides for tool paths to be created in a standardized, regulated, and sortable manner
for any type of part.
The following sections are broken up into the different areas of the Automation Suite program and are
designed to give you as much information about the tools available as possible.
This section is meant to be a reference to the Automation Suite, and not a tutorial. Tutorials will be
provided in other areas as they are created.

2.1  The Automation Interface

The Automation Interface

The Automation Interface is the link between you and Router-CIM. All the settings within Router-CIM
are presented so that jobs can be made in either a completely repetitive manner, or a completely
custom manner from job to job.

The interface is broken down into several parts. Each of these parts has a chapter describing its
functionality. You can select on the items in the picture below for a link to each chapter.
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File Tools Import Wizards _ Hely

i@ @ @ = * i) ' x x ‘ E X 3 | £y » 2
New Folder Job Wizard NewJob AddPart Add Assembly Part Properties Edit Geometry Delete Folder/Job Delete Pat  CAD System Touch and Cut Materials | Results Folder Run Job
\Job Library\Samples\ Boat-and-R\_parts = 0] Parts | Job Setiings | Nesting | Advanced Nesting | Dynamic Variables | Printing and Labels | Part Name | Output Fies | Resuts|
Folder/Job Name Created Date. Modified Date Patt Pat ay Materal Full Pathto Part
: 7/28/2003 7/15/2008 _ﬁ 1 mm 4 [1/28rch Py Py :,.;r-'« — ru e
5820 #_cabin < 71772003 6/25/2008 B 2 EEL 1 |1/28ich By i [ e I e SR e
8 3d_S0LID_Parts 2/17/2003 6/25/2008 B 2 |Bomdcwe 2 [1/2Brch Py - lc: e e
40_fi_power_cruiser 7/17/2003 6/25/2008 B 4 |Bomdeng 2 [1/2Bich Py ~ | CARouterCIMVA s amples\DWGS\Boatd dwa
g&pﬁjlﬁaalj‘ans 71672013 71672013 B8 5 [Bostdng 3 [2BeohPy | C\Router CIM\ Automation! Samples\ DVIGS Bost5 dag
Hewlob 5/9/2013 5/9/2013 B 5 Boatsang 1 |1/ Melamine | C\oder M Ao Sapies VWG Boct g
| BB 7 |Boatdwg 3 [i/2Brch Py - | C\Routers i : d
B o Bettins 3 [12BichPy - AR A Samoles\ DWGS\Boat dwg
B 9 |Boatddng 3 [1/2Brch Py ~ | C\Router-CIMN Automation\Samples \DWGS Boat9 dwg.
S| B 10 [eoatindng 3 [12Echry - | CA\Router CINN Atomaton\Samples DWGS et 10.dwa
| BB (11 [Boatitdng 3 [12Bch Py -lc -CIM i dwg
B e 3 [i/28rch Py - i

Knowledge and Post info. | Preview

Primary Knowledge Secondary Knowledge:

demo dwg v [demodwg -]
Use Primary Knowledge for Secandary Operations

Frimary Machine Secondary Machine

ROUTER $PP - ROUTER SPP - ‘
[¥] Use Primary Machine for Secondary Operations

Material DOIT File

1/4 Melamine. - demo dat -
[den ] [ ] [hew | [ Ea

\! 6

1- Menu Area

2 - Toolbar

3 - Folder Tree
4 - Part Window

5 - Variables Window
6 - Knowledge Settings

2.1.1 Menu Area
Menu Area

The Menu Area of Router-CIM Automation Suite contains the following sections:

File

Database Maintenance
Settings

Print Options

Exit

Tools

Automatic G-Code Scan

Pack and Go

AutoNest System Preferences

Clear AutoNest Task and Part Folders
Restore Startup Drawing
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2111

o Create New Knowledge Drawing
e Save Current Settings as Job Defaults

Import Wizards

Cabnetware

CabinetVision

Excel and Comma Delimited (CSV) Import Wizard
Pack and Go

Pattern Systems

KCDw

Select and Go Import

Help
e Help
e About

File

File Menu

There are several options available in the File menu. These options include database management,
Automation Suite settings, and options for selecting your default printer for Automation.

Each of the items will be explained in detail in the following sections.

| Database Maintenance

Settings
= Print Options

Exit

2.1.1.1.1 Database Maintenance

Database Maintenance

Database Maintenance is a set of utilities for working with the SQL databases in Router-CIM. From
these menu choices you can back up, restore or even convert an old database to the new format.

The choices available are

Backup

Restore Over

Restore New

Set as Current

Delete

New Database

Database Migration Wizard
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¢ File Migration Wizard
o Verify Server
e Misc. Utilities

Selecting the Database Maintenance will show the Database Utilities window where all the options for
modifying and creating your databases are kept.

File  Help

Default Server I.\HEIMSQLDP«TP« Server exists

File Migration \Wizard Verify Server Misc. Utilities

| Database | Restd

Automation

You can also select the File menu and the database choices are there as well.
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File | Help
2}

o Backup currently selected database
i Restore over currently selected database

. -
Restore inte new Database a

Set as active database
File Migration \izard i Misc. Utilities

Delete currently selected Database

Mew Database

Reset Router-CIM 2008 password

10/4/2011 12:00:00 AM

Reinstall SQL With Strong Password

10/4/2011 12:00:00 AM

Last, Right Clicking on the databases in the list window will show choices available.

| Database

Backup selected database
Restore to selected databaze

104472011 12:00:00 AM

104442011 12:00:00 AM
Delete selected database from database server

Set current database as active
Mew Database
Restore to new database
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2.1.1.1.1.1 Backup

Backup Database

Backup

The Backup function will back up the selected database to a backup file format for later re-use with
the Restore command.

Once you select a database, and select the ‘Backup’ button (or Right Click on a database and select
Backup Selected Database) a window will open looking for a name to back up the database to.

a2 Save As @
—~—
U'\_/I | . v Computer » Local Disk (C:) » Router-CIM » Autemation » Database » Backups » - | ¢,| | Search Backups 2 |
Organize = Mew folder == - @I
B Desktop i MName . Date modified Type Size
& Downloads o i
. . 104201125758PM 10/4/2011 2:58 PM File folder
1= Recent Places ) - 3
|| Autemation.bak 7/29/2008 4:33 PM BAK File 4,755 KB
S || ConvertDB.bak 7/30/2008 10:12 AM  BAK File 3987 KB
= Libraries . - - o
= || dovetail_drawers.bak 10/3/2008 3:15 PM BAK File 3,987 KB
j Documents - .
|| NewDB.bak 7/30/2008 10:09 AM  BAK File 3987 KB
J“. Music
[ Pictures F
EE videos
*% Homegroup
1% Computer |
£, Local Disk [C)
File name: | -
Save as type: [Microsof't SQL Server Backup (*.bak) v]
~ Hide Folders Save ] [ Cancel ]

You have to enter a name for the backup file for the database.
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a2 Save As @
f“b | . v Computer » Local Disk (C:) » Router-CIM » Autemation » Database » Backups » - | ¢,| | Search Backups yel |
Organize = Mew folder == - @I
B Desktop i MName . Date modified Type Size
& Downloads i
. . 104201125758PM 10/4/2011 2:58 PM File folder
1= Recent Places ) - 3
|| Autemation.bak 7/29/2008 4:33 PM BAK File 4,755 KB
I || ConvertDB.bak 7/30/2008 10:12 AM  BAK File 3987 KB
= Libraries K o o
= || dovetail_drawers.bak BAK File 3,987 KB
j Documents . B
| NewDB.bak BAK File 3987 KB
J‘- Music
[ Pictures F
EE videos
*% Homegroup
1% Computer | &
£, Local Disk [C)
File name:  MyBackup -
Save as type: | Microsoft SQL Server Backup (*.bak) v]
~ Hide Folders [ Save ] [ Cancel ]

Type a name into the File Name field and then select ‘Save'.
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File  Help
Default Server I.'\F{CIMSGLDAT}\ Server exisis
2 w e b2 >
Backup Database Migration Wizard File Migration \wizard Werify Server Misc. Utilities
Server | Database | Created Date | Restd
; Automation 3 f

Once you select Save, a backup of the database will occur, and a file with the name of the file and a .
BAK extension will be created.

The Default Folder for a database backup is C:\Router-CIM\Automation\Database\Backups.

2.1.1.1.1.2 Restore Over

Restore Over Database

@

Restore Ower

Using Restore Over will reconstruct a database that you had used previously and that was stored as a
backup in the Router-CIM system, over the top of the currently selected database.
This option completely overwrites the current database with the data from the backup file you select.
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Note: In order to restore a backup database, the .BAK file must be located in the C:/Router-
CIM/Automation/Database/Backup folder.

Once you select 'Restore Over’, you will have to confirm that you want to overwrite the currently
selected database with the backup version you select in the next step.

Router-CIM Automation Suite 3

All data in the currently selected database will be overwritten with the restored
data from the backup file you will select in the next step.

This process cannot be undone. Do you wish to proceed and restore data into the
currently selected database?

Yes Mo

Select 'Yes' to restore over the currently selected database.

A new dialog box will open for you to select the database you want to restore into the currently
selected one.

a5 Open @
—~——
U'\J | . v Computer » Local Disk (C:) » Router-CIM » Autemation » Database » Backups » p'
Organize = Mew folder =« 0 E:.E:ZI
Xt Favorites - Mame : Date modified Type Size
Bl Desktop . 104201125759PM 10/4/2011 2:58 PM File folder
& Downloads || Autemation.bak 7 4:33 PM BAK File 4755 KB
= Recent Places | ConvertDB.bak BAK File 3987 KB
|| dovetail_drawers.bak BAK File
= Libraries | MyBackup.bak 10/4/2011 3:06 PM BAK File 4,755 KB
3 Documents | NewDB.bak 7/30/2008 10:09 AM  BAK File 3987 KB
J’- Music =
| Pictures
E Videos
*% Homegroup
1M Computer
£, Local Disk (C)
€ Network S
File name: MyBackup.bak - IMicrosoft SQL Server Backup (* 'I
[ Open |v] I Cancel ‘

Select the database you want to restore and then select 'Open’.
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File  Help
Default Server I.'\F{CIMSGLDAT}\ Server exisis
2 w e b2 >
Backup Database Migration Wizard File Migration \wizard Werify Server Misc. Utilities
Server | Database | Created Date | Restd
SQOLDATA Automation g i

Restore In Progress

After selecting 'OK", you will see the database window, while the restore is in process.

Do you wish to make this database the currently active database for Router-CIM?

Yes Mo

A prompt will appear asking if you want this to be the currently active database for Router-CIM. If
you select 'Yes', then the database created will be the selected database when you resume Router-
CIM. If you select ‘No', then the first database in the list will be made current.
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File  Help
Default Server I.'\F{CIMSGLDAT}\ Server exisis
2 w e b2 >
Backup Database Migration Wizard File Migration \wizard Werify Server Misc. Utilities
Server | Database | Created Date | Restd
SQOLDATA Automation 5 v

Database restore successfully completed

Once you select 'Yes' the restore will continue and the new database will be made current and it will
be selected.

2.1.1.1.1.3 Restore New

Restore New Database

Using Restore New will reconstruct a database that you had used previously and that was stored as a
backup in the Router-CIM system, in a new database.
This creates a new database with the data from the backup file you select.

Note: In order to restore a backup database, the .BAK file must be located in the C:/Router-
CIM/Automation/Database/Backup folder.

Once you select Restore New, you will have to select the database you want to restore.
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£, Local Disk [C)

€ Network

File name: MyBackup.bak

a2 Open @
—~—
U'\_/I | . v Computer » Local Disk (C:) » Router-CIM » Autemation » Database » Backups » 2 |
Organize = Mew folder =+ [ @I
- Favorites - Mame : Date modified Type Size
2l
Bl Desktop . 104201125758PM 10/4/2011 2:58 PM File folder
4 Downloads || Autemation.bak 7/29/2008 4:33 PM BAK File 4,755 KB
5| Recent Places || ConvertDB.bak 7/30/2008 10:12 AM  BAK File 3987 KB
|| dovetail_drawers.bak 10/3/2008 3:15 PM BAK File 3,987 KB
4 Libraries || MyBackup.bak 10/4/2011 3:06 PM  BAK File 4,755 KB
3 Documents || NewDB.bak 7/30/2008 10:09 AM  BAK File 3987 KB
J“. Music =
| Pictures
E Videos
*% Homegroup
1M Computer

- [Microsoft SQL Server Backup (* ']

[ open |+] [ concel |

Then you will enter a name for the database you want created from the new process.

Router-CIM Automation Suite

Fleaze enter name of new datebase to create

Cancel

4l

Type in a name for the new database.

Router-CIM Automation Suite

Fleaze enter name of new datebase to create

Cancel

4l

|I"-'1'_.rNew Database

Then select 'OK".
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File  Help
Default Server I.'\F{CIMSGLDAT}\ Server exisis
2 w e b2 >
Backup Database Migration Wizard File Migration \wizard Werify Server Misc. Utilities
Server | Database | Created Date | Restd
SQOLDATA Automation g i

Restore In Progress

After selecting 'OK", you will see the database window, while the restore is in process.

Do you wish to make this database the currently active database for Router-CIM?

Yes Mo

A prompt will appear asking if you want this to be the currently active database for Router-CIM. If
you select 'Yes', then the database created will be the selected database when you resume Router-
CIM. If you select ‘No', then the first database in the list will be made current.
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File  Help
Default Server | \RCIMSQLDATA Server exists
2 « e b2 >
Backup Database Migration Wizard File Migration \wizard Werify Server Misc. Utilities
Server | Database | Created Date | Resto
Automation 5/ 9: 15 |

Once you select 'Yes' the restore will continue and the new database will be made current and it will
be selected.

2.1.1.1.1.4 Setas Current

Set as Current

v

Set as Current

Using Set as Current will change the database Router-CIM is currently using to the database selected
and make that database current.

2.1.1.1.1.5 Delete

Delete Database
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) L

Delete

Delete a database from the current list of available Databases.

Router-CIM Automation Suite

Are you sure you wish to delete the database AMewDatabase from
MSRCIMSOLDATAT This process cannot be undone.

Yes Mo

You will be prompted to be sure you want the database deleted.

Once deleted, the database cannot be restored (except from a backup file).

2.1.1.1.1.6 New (Database)

New (Database)

MNew Database

Selecting New from Database Maintenance will allow you to create a new database entry in the
database list and will allow you to make that database current.

This selection is used when you wish to create a new, blank database to work from.

The first window will prompt you for the name of your new database.

-

Router-CIM Automation Suite

Flease enter name of new database to restore to

4l

Cancel

|;’-'-.New Database

Type in a name and select 'OK".
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Do you wish to make this database the currently active database for Router-CIM?

Yes Mo |

If you select 'Yes', then the database you named will be created.

File  Help
Default Server I.\REIMS[ILDAT.‘\ Server exists
2 e Q » »
Backup Datsbase Migration \Wizard File Migration \wfizard Werify Server Misc. Utilities
Server | Database | Date | Restd
3 MRCIMSQLDATA Automation AM
Resor Over Toaz0m 20000 |
r”!_-ﬁ)
Restore New

2.1.1.1.1.7 Database Migration Wizard

Database Migration Wizard

e

Database Migration \Wizard

The Database Migration Wizard will import an older Router-CIM Automation Suite database (Version
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2004 - 2008) made from Microsoft Access.

Once you select the Database Migration Wizard, you will get the following prompt:

g =

Confirm Operation 126

Are you sure you want to run the Database Migration Wizard?

Yes Mo

Select 'Yes' to continue, or 'No’ to cancel the operation.

If you select 'Yes', a window will appear where you can browse to select a database.

Database Migration Wizard

Please select the database you would like to migrate

Access Database |

Browse

Mext Cancel

Selecting '‘Browse"', will open a window where you can pick your Access database.

Note: In order to use the Database Migration Wizard, the .MDB file must be located in the C:/

Router-CIM/Automation/Database folder.
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Open ==
——
\../“\_/I | . v Computer » Local Disk (C:) » Router-CIM2 » Automation » Database » - | ¢,| | Search Database 2 |
Organize = Mew folder EEEE | \QI
r Favorites - Mame : Date modified Type Size
Bl Desktop J Backups 9/21/2011 333 PM  File folder
& Downloads | Automation.mdb MDE File 2,244 KB
‘.'_ Recent Places || demo.mdb £ MDE File 2128 KB
|| dove_tail_drawer.mdb 9/26/2006 919 AM  MDB File 1,092 KB
4 Libraries | Empty.mdb 1173 9:21 AM  MDE File 956 KB
5 Documents || original-unmodified-automation.mdb 6/13/2007 %:04 AM  MDB File 2340 KB
J“. Music =
| Pictures
E Videos
*% Homegroup
1M Computer

£, Local Disk [C)

€ Network

File name: dove_tail_drawer.mdb - [Access Database Files (*.mdb) ']

[ open |v] [ concel |

Once you select the database, you must select ‘Open’ to allow the database to be selected.

Database Migration Wizard
Please select the database you would like to migrate

Access Database C:\Router-CIM2\Automation'\Database\dove_tail_drawer.mdb Browse

New Database Name | 2012Dove TailDrawers|

[ et ] [ Cancel ]

Once the database is selected, you can then type in a New Database Name.

Then select "Next' to perform the migration.

g =

rcDBMaint @

Database Conversion completed successfully

OK

Once the database is converted, you will see the database in the Database list.
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File  Help
Default Server I.\F{CIMSGLDATH Server exisis
2 « e b2 >
Backup Database Migration Wizard File Migration \wizard Werify Server Misc. Utilities
Server | Database | Created Date | Rest

MRCIMSGLDATA

Automation

10/4/2011 12:00:00 AM

2.1.1.1.1.8 File Migration Wizard

File Migration Wizard

e

File Migration \Wizard

The File Migration Wizard will allow you to copy over the knowledge drawings, doit files, and post

processor files from an older version of Router-CIM to the new version.

By default, the Migration Wizard will look in the default backup folder Router-CIM creates when you

install 2014 over the top of an older version of Router-CIM.

Selecting the File Migration Wizard, you are prompted to make sure you want to overwrite the files
with older versions.
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Confirm Operation

Are you sure you want to run the Files Migration Wizard, Unintenticnal running of
the Files Migration wizard can leave your application in an unstable state.

Yes

43

Selecting 'Yes', you are then shown a Wizard screen where you can select which elements you want

to migrate.

Knowledge drawings are first. You can browse to another folder if the one selected is not correct.
You can select 'Migrate' or 'Skip'. Skip will bring you to the next item (DOIT files).

a=' File Migration Wizard

Knowledge Drawings | | DOIT Files

Post Processor Files

(=[O /=)

correct path.

Confirm the Knowledge Drawing Path below. If this isn't correct. click the Browse... button to select the

|C\Router-CIMT\Atomation'\KnwDir

migration.

Migrate Skip

With the correct folder selected above, all of the Knowledge
Drawings in that folder are displayed to the right. You can select
which Knowledge Drawings you want to migrate to Router-CIM
Automation. Click each Knowledge Drawing to include them in the

ENTRY_DOOR
ExtremeSW
KCDw

macrakrnw
masterpr
Newknow
PatSys

ood
SOLID_ENTRY_DX(
startup

¥ Select All

Cancel |

A

Selecting ‘Migrate', the files will be copied to the new location and the status will show Knowledge
Drawings Have Been Migrated.
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a2 File Migration Wizard ===
Knowledge Drawings | DOIT Files | Post Processor Files
Confirm the Knowledge Drawing Path below. If this isn't comrect. click the Browse... button to select the
correct path.
IC:\HnLrterCIWW_rtomation\anDir Browse... |
With the correct folder selected above, all of the Knowledge doors
Drawings in that folder are displayed to the right. You can select Dovetial_25_bottom
which Knowledge Drawings you want to migrate to Router-CIM EETHYTJD?:EOH
Automation. Click each Knowledge Drawing to include them in the KCETEL
migration. macroknw
masterpr
NewKnow
PatSys
hywaood
SOLID_ENTRY_DO|
startup
Knowledge Drawings Have Been Migrated v Select All
Migrate | | Mext I

Cancel
A
Select 'Next' and you will move to the DOIT Files.
o=/ File Migration Wizard |- ]
Knowledge Drawings || DOIT Files:| Post Processor Files
Confirm the DOIT File Path below. If this isn't comrect, click the Browse... button to select the correct
path.
IC:\HnLrterCIWW_rtomation\DOITDir Browse... |
With the correct folder selected above, all of the DOIT Files in that dottinfo
folder are displayed to the right. You can select which DOIT Files door-n-more
you want to migrate to Router-CIM Automation. Click each DOIT B‘gi'?a“ =
File to include them in the migration. Edome
KCDw
masterp-ALL_PART]
masterp
PatSys
hywood
SOLID_ENTRY_DO|
stairs.
¥ Select All
Migrate Skip
Cancel
A

Similar to the Knowledge Drawings, you can browse to another folder or select the default.

Then select 'Migrate' or 'Skip'.
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a2 File Migration Wizard

Knowledge Drawings | DOIT Files | Post Processaor Files

(=[O /=)

path.

Confirm the DOIT File Path below. If this isn't correct. click the Browse. .. button to select the comect

IC:\HnLrterCIWW_rtomation\DOITDir

With the correct folder selected above, all of the DOIT Files in that
folder are displayed to the right. You can select which DOIT Files
you want to migrate to Router-CIM Automation. Click each DOIT

File to include them in the migration.

DOIT File Have Been Migrated
Migrate | | MNext I

doitinfo
doar-n-mare

DOOR
DoveTail_25_Battaol
Extreme

KCDw
masterp-ALL_PART]
masterp
PatSys

hywaood
SOLID_ENTRY_DO|
stairs.

¥ Select All

Cancel
Y

If you select ‘Migrate', you will get a status message showing DOIT File Have Been Migrated.

o

a=' File Migration Wizard

| Knowledge Drawings | DOIT Files |: Post Processor Files

[ e

correct path.

Confirm the Post Processor Path below. If this isn't correct, click the Browse. .. button to select the

[C:\Router-CIM1\ncpost

Browse... |

With the correct folder selected above, all of the Post Processors in
that folder are displayed to the right. You can select which Post
Processors you want to migrate to Router-CIM Automation. Click
each Paost Processor to include them in the migration.

Migrate Skip

ROUTER

¥ Select All

Cancel
A

The last item is the Post files, where you can Browse to another folder or select the default. Then

select 'Migrate'.
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Once all the files have been migrated, you will return to the database tool.

2.1.1.1.1.9 Verify Server

Verify Server

»

Verify Server

Selecting Verify Server will allow Router-CIM to check and see whether or not the database server

(service) is running on your computer.

A notice next to the Default Server window will show Server exists.

File  Help

Default Server | \RCIMSQLDATA

Server exists

o |

® |

Misc. Utilities

Backup Database Migration Wizard File Migration \Wizard
Server | Database
] Automation
Restore Over

104472011 12:00:00 AM

2.1.1.1.1.10 Misc. Utilities

Misc. Utilities
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Misc. Utilites

The Misc. Utilities Function will allow you to fix the following issues:

¢ Allow a new user to have all the Router-CIM registry entries created.
¢ Allow Local or Shared Hardware Locks.
¢ Allow AutoCAD registry entries to be added when a new AutoCAD is installed.

Add a New User

When a new user is added to the computer, you need to have many registry entries created that allow
Router-CIM to function with the new user.

o Router-CIM Administrator

—Hardware lock Settings

" Share hardware lock
& Don't share hardware |

Share hardware locks f you need to share the lock on this
computer with others, or if you need to use a lock located
somewhere other than this computer.

Dant share hardware lock if you do not need others to
access your hardware lock and the hardware lock is located
on this machine.

Dont share hardware lock is the prefered setting

Add AutoCAD Reg Entries

[= 5 =]

—Mew User Utility

Verify/repair current user

Serial number is required

Verify/repair progress

To create these entries, enter your serial number:

o Router-CIM Administrator

—Hardware lock Settings

" Share hardware lock
& Don't share hardware |

Share hardware locks f you need to share the lock on this
computer with others, or if you need to use a lock located
somewhere other than this computer.

Dant share hardware lock if you do not need others to
access your hardware lock and the hardware lock is located
on this machine.

Dont share hardware lock is the prefered setting

Add AutoCAD Reg Entries

—Mew User Utility

Verify/repair current user

Serial number is required

193-9999-992)

Verify/repair progress

ok |

Then pick ‘Verify/repair current user":
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rcDBMaint

5

Please select the location of your Acad.exe or MDT.exe.

OK

Then you will be prompted to pick the location of your AutoCAD exe file:

a2 Open @
S
O ()|} » Computer » Local Disk (C:) » ProgramFiles » Autodesk » AutoCAD 2011 » ~ | 42 || Search Autocap 2011 o
Organize = Mew folder =« 0 @
S Favorites ol Mame ’ Date modified Type Size -
B Desktop UserDataCache 10/5/2010 2:28 PM  File folder
% Downloads J WebServices 10/5/2010 2:28 PM  File folder
5] Recent Places ﬁ acad.exe 2/9/2010 9:17 PM Application 16,828 KB
4| AcSignApply.exe 2/9/2010 9:17 PM Application 505 KB
=3 Libraries | addplwiz.exe 2/9/2010 9:16 PM Application 575 KB
@ Documenis EM AdMigrator.exe 2/9/2010 9:16 PM Application 296 KB
J’ M e ik AdRefMan.exe 2/9/2010 9:17 PM Application 1,003 KB il
&= Pictures [EZ AdSubAware.exe 2/9/2010 9:16 PM Application 100 KB
B Videos | DwgCheckStandards.exe 2/9/2010 9:16 PM Application 420 KB
[ Farolmporter.exe 2/9/2010 9:16 PM Application 37KB
«& Homegroup HPSETUP.exe 2/9/2010 9:15 PM Application 19 KB e
= pclexe.exe 2/9/2010 9:16 PM Application 451 KB
18 Computer == senddmp.exe 2/9/2010 9:16 PM Application 238 KB
& Local Disk [C3) ﬁ sfufed2.exe 2/5/2000 10:07 AM Application 53 KB
577 slidelib.exe 11/8/2009 5:26 PM Application 69 KB |
@ Network - Z styexe.exe 2/9/2010 9:16 PM Application 449 KB -
File name: | - [Autocad executable (*.exe) ']
[ Open |v] ’ Cancel ]

By default, the location of the current AutoCAD is picked by default.
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a2 Open
- Q [ 1. » Computer » Local Disk (C) » Program Files » Autodesk » AutoCAD 2011 » ~ | 42 || Search Autocap 2011
Organize » Mew folder EEEE |
S Favorites ol Mame : Date modified Type Size
B Desktop UserDataCache 10/5/2010 2:28 PM File folder
& Downloads . WebServices 10/5/2010 2:28 PM  File folder
%] Recent Places |ﬁ acad.exe 2/9/2010 9:17 PM Application 16,828 KB
4| AcSignApply.exe 2/9/2010 9:17 PM Application 505 KB
& Libraries | addplwiz.exe 2/9/2010 9:16 PM Application 575 KB
3 Documenis BN AdMigrator.exe 2/9/2010 9:16 PM Application 296 KB
J‘- M e ik AdRefMan.exe 2/9/2010 9:17 PM Application 1,003 KB
&) Pictures [EZ AdSubAware.exe 2/9/2010 9:16 PM Application 100 KB
B Videos | DwgCheckStandards.exe 2/9/2010 9:16 PM Application 420 KB
[ Farolmporter.exe 2/9/2010 9:16 PM Application 37KB
«& Homegroup HPSETUP.exe 2/9/2010 9:15 PM Application 19 KB e
= pclexe.exe 2/9/2010 9:16 PM Application 451 KB
18 Computer [ senddmp.exe 2/9/2010 9:16 PM Application 238 KB
5_:"' Local Disk (C3) ﬁ sfife32.exe 2/5/200010:07 AM  Application 53 KB
577 slidelib.exe 11/8/2009 5:26 PM Application 69 KB
@ Network - Z styexe.exe 2/9/2010 9:16 PM Application 449 KB
File name: acad.exe - [Autocad executable (*.exe)
[ Open |VJ ’ Cancel

Then pick Acad.exe, then pick '‘Open'.

[ rcDBMaint =

-

User verified/repaired

0K

A status window will appear showing that the new user will be verified.
Add a New AutoCAD

If a new AutoCAD is installed, then pick on the button labeled '‘Add AutoCAD Reg Entries’

[ rcDBMaint =

AutoCAD registry entries successfully added.

0K

A window will appear when the entries are added.
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2.1.1.1.2 Settings

Settings

e Settings |ShapeDone| Layer Lists | System Folders | Field Captions | Import Wizard Settings | Advanced Seftings |

There are several settings that affect the entire system. These settings are broken down into the
following categories:

General Settings
ShapeDone Settings
Layer List Settings
System Folder Settings
Field Caption Settings
Import Wizard Settings
Advanced Settings

2.1.1.1.2.1 General Settings

General Settings

The general settings are miscellaneous settings that affect how Router-CIM runs and looks, and do
not fit into the other categories of settings. Each one will be documented, and you can click on the
area of the picture to be taken to that sections' description.

General Settings |ShapeDcme Layer Lists | System Folders FieldCapﬂonsI Impaort Wizard Settings | Advanced Settings

Maximize AutoCAD Window During Processing Material Attributes Label Information

Putomatic Database Backups Attribute 1 Color ) Mo Labels

View Trace Window Atibute 2 Thickness @ Comma Delimited Labels
[] Enable Material Handiing Attibute 3 Three [7] Place Preview on Labels
[] Enable Second Shift Features for All Jobs Atibute 4 Four

Tum off Network Locks (Mo floating locks) Attribute 5 Five Material Display

B . -

Include Dynamic Varables Genersted from Materials ) Matenal Descimos
Pack And Go Materials @ Material Code

] Continuous Job Id =

@) Al Materials in Datab
[F] Show Part Properties Window - i Defautt Material for new Materials

() Only Materials in Job /4 MDF - | Edit Material

Language English Default Matenal for Import Wizards

3/4 MDF + [ Edit Materal

Tum Off Part Preview Default Material for new Jobs
[] Disable Custom Add Part Dialog 3/4 MDF + | Edit Material

AutoCAD Version AutoCAD 2013

Touch-n-Print Label  C:\Router-CIM\Automationbinwoutencim_smi wl

View Advanced Settings E Save Settings m |, cancet
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Maximize AutoCAD Window During Processing

Checking this box will force Autocad to be maximized (take up the whole screen) while Router-CIM
Automation is processing a job.

Removing the check from this box will allow Autocad to run at whatever the last saved size of the
Autocad window was when last run.

Automatic Database Backups

Checking this box will force Router-CIM to back up the databases when Router-CIM is loaded for the
first time each day. The databases will be stored in a folder on your C: drive for later restoration.
The folder is C:\Router-CIM\Automation\Database\Backups. Inside that folder will be a other folders
with the date and time stamp as a name. These contain the databases for your system that were
present on that date..

This back up happens once each day, on the first start of Router-CIM, so the database is backed up
in the state it was in when last used.

These back up files can be large and if you do not clean out the Backups folder, you can have many,
many large files in there. This could take considerable drive space. These files could be copied onto
a CD or some other permanent storage frequently and this folder cleaned of old, out of date files.

Removing the check from this box will force Router-CIM to ignore the back up procedure. This is

dangerous because if you make a mistake in your settings or jobs, there is no backup copy and no
way to retrieve lost data or settings. CIM-Tech cannot get data back from the database once it is

changed. The backup is your best solution to retrieving lost settings or materials, etc.

View Trace Window
Checking this option will turn on an additional section to the status window that runs when processing
a job. This option is only for debugging procedures and will only be used when directed by CIM-Tech.

Enable Material Handling

Turning this option on will allow the creation of code to handle the Komo Material Handling Systems if
your machine is equipped with one. See you post processor application notes for more information
regarding the specific code for your material handling system.

Enable Second Shift Features for All Jobs

This is an advanced option available when you have a special program enabled called Second Shift.
This option will turn on those special features for any job created or run. For more information
contact CIM-Tech.

Turn Off Network Locks (No Floating Locks)

If this option is checked, the Router-CIM hardware lock will need to be located on the computer that is
running Router-CIM. If this option is not checked, the hardware lock could possibly be located on
another computer, and if it is on the same TCP/IP network then Router-CIM should find it and use it,
provided it is not in use by another computer running Router-CIM. Installing the lock on the computer
running Router-CIM is by far the most reliable means of insuring that no hardware lock issues occur.

Include Dynamic Variables Generated from Materials
Checking this option will force a dynamic variable to be created for each material with the material
thickness as the value in the dynamic variable.

Continuous Job ID
This option will set the job id in the nc code files to be continuous from job to job. The numbers start
at 1 and run to 9999 and then will start over. You can force them to restart by un-checking this box
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and then running a job. Checking this box will force a continuous count to occur on each nc program
until it reaches the top number (9999). Otherwise each job run starts with the first sheet as 001 and
the second sheet as 002, etc.

Show Part Properties

Checking this box will make Router-CIM show the part properties window whenever you add a new
part to a job (this was the version 2007 and older behavior). The default behavior is to add the part
without showing the properties window.

AutoCAD Version

This setting will have an option to change the Autocad version for Automation if you have more than
one version of Autocad installed on the computer that Router-CIM is running on. Currently the only
supported versions are 2007, 2008, 2009.

Automation will set this for you if only 1 version is installed on your system, and no other choices will
be available.

Language

Selecting this pull down list will change the Router-CIM Automation interface to one of the supported
languages. Currently that is English and Simplified Chinese. You must have the Chinese Language
set installed in Windows to see the Chinese language screens. Other languages are pending and will
be installed in later updates.

Turn off Part Preview

Turning on this option will disable the part preview window in Router-CIM so no parts will be shown
when a part is selected. This could allow some slower systems or systems with unsupported graphics
cards to move through parts faster.

Material Attributes

Changing the fields for the 5 material attributes listed will cause these attributes to be listed in the
material database as they are listed in this window. For instance if you were to change these options
to:

Material Attributes
Attribute 1 Color
Attribute 2 Thickness
Attribute 3 Supplier
Attribute 4 Supplier Number
Attribute &

Then click on OK and open up any material in the material database, you would see the material
attributes listed the same.
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Material Deseripion 374 MDF

Matenal Code MDW5-_ Material Handling Code [ Z0is top of Matenial

Stock Settings = = — Edge Allowances Material Rotation Material Attributes
Shest Stock Y Dim 45 Quartity Top @ Alow Part Rotation (Al) Calor

Sheet Stock X Di 97 P 10 = :
© ™ s 028 ) No Part Rotation (0} Thickness

Thickness A Jobs per Cart

Bridge Width . Cpen Cart Threshold

Cost

Rl () Grain Rotation (0 180) Three

0125

Bottom
Imegular Stock Edge Allowance 0125

Scrap Management | Advanced Nesting P
Makea Scrap Cut || Use Scrap [ Invertory Scrap Scrap Cut Properties

@ Longest Side Only Min. X
= zZ
(") Shortest Side Only Min. Y
& —|
. .. AddScrap @ Delete Scrap (Z) Shortest Side First Distance from Part in X
= ) Longest Side First L
) Longest Side Fi I . :
YDim ¥oim Gty Pricrity  Cost o Dot b
€ et Ok Secrap Cut Edension Distance 0
(71 Horizontal Oniy
() Vertical First
) Horizontal First
(*) Combined

BB

_..
E

lﬂ Save EJ Cancel
Make Default Material For Import \Wizards &

Material Display

The material display options of Material Code or Material Description relate to the way the materials
are shown in the part window of a job.

Setting the option to Material Description will show the material as the text description listed for the
material:

' X x | El X = *
Froperties Edi Geometry Delets Folderfdch Delete Part | CAD System  Touchand Ck Materials | Fesulis Folder

WE | Faits tJuhSeu'ngs Mattirg | Advanced Neding | Dynamic Vasisbla: | Pail Mame | Oulpal Fls: | Resul:

e Full Path bo Prast

A Hoatl dhg q 172 Brch F1_!.l
B - Boat? dwy 1 | 1/28uchPy -
B 3 Boatd.dwg z [ 1z8uchpy =
[0 Boaid dwg 2 N 1zBechry -
B s Bloat5 dwg 8 [ 1zEachFy -
B ¢ Bloalis dvg 1 | v2eechey v
B s | BoatT.dwg 3 [ 128uchFy v
B = Boatfidwg 3 || 1/2BichFy w
B s Boatd dwg 3 [ 1280chPy -
B | Baatl0.dwg 3 | 1/28kchy v
B n Boat11.dwg 3 | 1/2BuchPy -
B 12 Boaizdwg 3 | 1280ty 2
B 13 boat1 8 g 1 WyzBichFy

Where setting the option to Material Code will show that same material listed by the material code
which is a max of 8 characters:
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:operties Edit Geometry Delete l?0<lder,|'Job Delet?:Part CAD System  Touch and Cuk Mate=ria|s Results Folder
Ei J Parts | Job Settings || Mesting | &dvanced Nesting | Dynamic Yariables | Part Name | Output Files | Results
Parti Part [y rrMateriaI _“ Full Path to Part
1 Boatl.dwg 4 BPLA0_ w WCARouter-Clb i
2 Boat? dwg 1 BFLAD_ w WC\Router-Clbd
3 Boat3.dwg 2 BRLAO_ w IC:ARouter-Clkdhay
4 Boatd.dwg 2 BPLAO_ w WC:ARouter-Clkdhay
5 Boath.dwg 4 BPLA0_  IC:A\Router-ClkiAL
B Boath.dwg 1 BPLA0_  IC:ARouter-ClkhAg
7 Boat? dwg 3 BPLA0_ w WCARouter-ClMa
8 Boats. dwg 3 BPLA0_  WCARouter-ClMia
9 BoatS.dwg 3 BPLA0_ w WCARouter-Clib
10 Boatl 0. dwg 3 BPLA0_  WCARouter-ClMi
11 Boatll.dwg 3 BPLA0_ w WCARouter-Clb i
12 BoatlZ dwg 3 BRLAO_ w WCARouter-Clb
13 boat18. dwg 1 QF’LED_ _\y C:A\Router-Clbd

Label Information

These options are available as system settings and will affect each job. Setting this option to No
Labels will suppress the generation of any label files by Router-CIM for any job run from that point.
Setting the option to comma delimited labels will generate label files for each job in several formats.

Selecting the option Place Preview on Labels will generate a small thumbnail image of the part and
place it on the label.

Pack and Go Materials
When making a Pack and Go file, you can have either ALL the materials in the whole database
packaged into the Pack and Go file, or just the materials that relate to the job you are packing.

Touch and Print Label
This field shows the path and name of the Touch and Print Label file.

Default Material for New Materials
The material selected in this field will be used as the default parameters for when creating a new
material.

Default Material for Import Wizards
The material selected in this field will be used as the default material when using the import wizards
and no material is defined.

Default Material for New Jobs
The material selected in this field will be used as the default material when "New Job" is selected.

2.1.1.1.2.2 ShapeDone Settings

ShapeDone Settings

Enabling Shape Done will allow any parts that are used in a job, and have not been altered since they
were last run to pass straight to nesting without having to be re-cut during the job run. This saves
considerable time if you have jobs that re-use parts.
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% System Preferences. n l == 2 |

General Settings  ShapeDone i Layer Lists | System Folders | Field Captions 1 Import \Wizard Settings | Advanced Settings

|| Enable ShapeDone

Shapelone Master Folder  Z:\Router-CIM\ShapeDone E

ShapeDone Folders

#4_KNOWLEDGE
122+

1KOMO-08
15ummit
1_2_Wood
20line_mach2 ”

| »

Shapelone Files

250acry

250PLEX

2in_Wood

25IDED

34_PLYWOOD

360-27

360-27koma

3_4 Poly

3 4 Wood

da_cut -

[ ]
‘ View Advanced Settings D Save Settings m |y coneel
n

Enable ShapeDone
Checking this box turns on the Shape Done feature in the Router-CIM system.

ShapeDone Master Folder
Display and setting of the ShapeDone folder path and name.

ShapeDone Folders
This side of the window displays the ShapeDone folders. One folder is created automatically for each
knowledge drawing in the Router-CIM knowledge drawing folder.

ShapeDone Files
This side of the window displays the ShapeDone files in each of the folders. If you select a folder on
the left, the files in that folder will show on the right.

2.1.1.1.2.3 Layer List Settings

Layer List Settings

The Outside Layer lists are used by Router-CIM to associate which layers will contain the outside
geometry used for nesting and which layers to exclude from a drawing when considering a part for
nesting.
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r‘ﬁ: System Preferences | = | =] | 2

(General Settings ] ShapeDone Layer Lists | System Folders ] Field Captions ] Impaort \Wizard Settings | Advanced Settings

Outside Layers Exclude Layers
Layer Layer

[m] »

PROFILE_OS43CEL
PROFILE_QS536R5W
profilemw_eyebrow
PROFILE_R2 @
PROFILE_L557LR5W o
PROFILE_QS4TARCEL
PROFILE_TABLEOUTSMALL @
OUTSIDECUTS1.25
PROFILE_0S233D5W
PROFILE_OUTSIDESOFTDWR
OUTSIDECUTS15
PROFILE_0S5330I5W

FROFILE QS535J50 >
[¥] Layer Name is Prefix

L]
_“ View Advanced Settings E Save Settings mj Cancel
L

\

Outside Layers

In this list you should include any layer that will contain geometry that will be the outside of the part
when the part will be nested. Router-CIM will check each part and when the geometry of the outside
of the part is found, it is checked against this list and then the part is passed to the nest program.

A common cause of parts not showing up in a nest is that the parts outside layer was not included in
this list. Another common mistake is to have an inside cut be on a layer that is in this list also, that
can cause parts nesting on the top of other parts.

An important note is that Router-CIM looks at this list in order until it finds a match, and so moving a
layer higher in the priority in the list will cause Router-CIM to find one layer before another.

Using the Layer Name is Prefix option will cause Router-CIM to look at the name given here as just
the prefix of the whole layers name. For instance if you had geometry on both layer
OutsideDoorBigTool and OutsideDoorSmallTool and put the layer name OutsideDoor in the list and
checked Layer Name is prefix...than both those layers would be considered as outside geometry.

Exclude Layers

Any layers listed in this window will be ignored by Router-CIM for the purpose of cutting and nesting.
You can include dimension layers here for example as you might have them in a drawing but do not
want to cut or nest them.

2.1.1.1.2.4 System Folder Settings

System Folder Settings
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The system folders settings are where you can change the path and folder locations for Router-CIM
to find certain files for Automation.

‘ﬁa System Preferences | = | =] | X |

General Settings | ShapeDone | Layer Lists  System Folders l Field Captions | Import Wizard Settings | Advanced Settings ]

System Folders Import Folders
Knowledge Drawing Folder SCN Folder
CARouter-CIM Automation krwdir D C:hroim_waork D
DOIT File Folder DWG Folder
C\Router-CIM'Automationdoitdir B Chroim_worlg E
Data Output Folder DXF Folder
Cautomation_code B C:hgim_work E
Create Subfolders for the following files:
[¥] Labels
[¥] Reports

[#] Nested Drawings
[#] Code Single Drawings

L]
': View Advanced Settings E Save Settings mj Cancel
u

System Folders

Knowledge Drawing Folder:
This is the path to the folder where you store your knowledge drawings.
By default it is C:\Router-CIM\Automation\knwdir.

DOIT File Folder:
This is the path to the folder where you store your DOIT files.
By default it is C:\Router-CIM\Automation\doitdir.

Data Output Folder:
This is the path to the folder where all the job files and nc code will be saved when a job has run.
By default this is C:\automation_code.

Import Folders

SCN Folder:

This is the path to the folder where Router-CIM will look for macros when importing them into a job if
the path is not specified.

By default the path is set to C:\rcim_work

DWG Folder:
This is the path to the folder where Router-CIM will look for DWG files when importing them into a job

© 2013 CIM-Tech.com, Inc.



58 Router-CIM Automation

if the path is not specified.
By default the path is set to C:\rcim_work

DXF Folder:
This is the path to the folder where Router-CIM will look for DXF files when importing them into a job

if the path is not specified.
By default the path is set to C:\rcim_work

Create Folders for the following files

Labels:
Checking this box will create a separate folder in the result folder for all the label related files.

Reports:
Checking this box will create a separate folder in the result folder for all the report data related files.

Nested Drawings:
Checking this box will create a separate folder in the result folder for all the nested drawings.

Code Single Drawings:

Checking this box will create a separate folder in the result folder for the drawings of each part that
was checked as code single part.

2.1.1.1.2.5 Field Caption Settings

Field Caption Settings

The Field Captions window displays the label captions that are shown in the Part Properties window.
For instance these settings:
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Specify the label captions that you would like to use on the Part Properties Window

Record Entry Part Name Record Description Record Desc
Record Material  Material Label Field 1 Customer Info 1

Record Gty Quantity Label Field 2 Customer Info 2
Record X-Dim Label Field 3 Customer Info 3

Label Field 4 Customer Info 4
Label Field 5 Customerirfo 5
Label Field 6 Customer Irfo &

Label Field 7 Customer Info 7
Label Field 8 Customer Info 8

These settings will display like this on the Part Properties window of any part in a job once they are
set. Select a part and then either double click on it or select Part Properties to see the changes.

For instance, changing the Label Fields 1-8 shown above from '‘Customer Info 1-8' to more specific
data like this:
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General Settinas I ShapeDone | Layer Lists | System Folders Field Captions | mpaort Wizard Settings | Advanced Settings

Specify the label captions that you would like to use on the Part Properties Window

Record Entry Part Name Record Description  Record Desc

Record Material Materal Label Field 1
Recod @ty  Quartty Label Field 2
Record X-Dim  Llengh Label Field 3
Record YDim  Width Label Field 4
Record ZDim  Depth Label Field 5
Label Field 6
Label Field 7
Label Field 8

Customer Name
Customer Addr. 1
Customer Addr.2

Customer City

Customer State
Customer Zip
Customer Phone

Customer Email

Would show up in the Part Properties like this:
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Part Information | Knowledge Information

61

Part Name CH\Router-CIM\Automation\Samples'\DWGE 5Boat 1.dwg

Record Desc

E] Part Options.

[ lgnare Layer Panel
Start Point on longest side of part

Material 1/2 Birch Ply
CQuantity 4
Filler Gty 0

[] Maximize parts on sheet of materal
“This will change the quartity to -1

-
Den
T

|| Manual Orgin Part

Mest and Code As Single Part
Mest Part

Labe! Information
Customer Name Customer Address
Customer Address Customer City
Customer State Customer Zip

Customer Phone Customer Email

| [ Inherit Label Data from Job

~N

Code As Single Part
Has an Associated Backside Macro
ls an Imegular Stock Shape

@00 ®a

Use ShapeDone Part when possible

Part Crientation
[7] Rotate Part Rotate Angle 0
[ Mimor Part Mirmor Awds Horizortal =

Mest Rotation Same as Material -

And in the 'Printing and Labels' tab like this:

| Parts | Job Settings | Nesting | Advanced Nesting | Dynamic Variables | Printing and Labels | Part Name | Output Files | Resutts |

Azzembly Labels
@ Use Top Down Label Data Precedence
) Use Bottom Up Label Data Precedence

Printing and Reporting

Select Printer  Adobe PDF
Print Nests
Print Mon-Mested Parts
Reset Sheet Counter for Each Material
Print Material Usage Repaort
Print Shest Quantity on Label
Print One Barcode Label per Sheet
Create Summary Report

Labels

Customer Name

Customer

Customer

Customer City

Customer State

Customer Zip

Customer Phone

Customer Email

-
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2.1.1.1.2.6 Import Wizard Settings

Import Wizard Settings
\%— System Preferences I = | [=] X |

General Settings | ShapeDone | Layer Lists | System Folders | Field Captions  Import Wizard Settings | Advanced Settings

File Type DWG %
Right Click Excel Default Import Wizard Format  3d_solids -
Right Click CSV Default Import Wizard Format  3d_solids -
Template Job 3d_salids

Default Assembly Folder B

L]
ﬁ View Advanced Settings E Save Settings mj Cancel
L

h

File Type
This will allow you to set SCN, DWG, or DXF files as the default file type for the import wizard to
import if the files extensions are not provided in the import file.

Right Click Excel Default Import Wizard Format

If you saved an Import Wizard format it would show in this drop down. For example, If you import
door_import.xls, then assign the columns, save the format and call it ‘doors’, it will show in this list.
Then you can select ‘doors’ as the default wizard format for Excel (xIs or xIsx files). Then if you
right-click an Excel file, and select cut with Router-CIM, ‘doors’ will be used to format the columns on
import.

Right Click CSV Default Import Wizard Format

If you saved an Import Wizard format it would show in this drop down. For example, If you import
door_import.CSV, then assign the columns, save the format and call it ‘doorsCSV’, it will show in this
list. Then you can select ‘doors’ as the default wizard format for Comma Delimited (CSV files). Then
if you right-click a CSV file, and select cut with Router-CIM, ‘doorsCSV’ will be used to format the
columns on import.

Template Job
This selection will allow you to have a preset setup for beginning a new job. Multiple template jobs
can be made but only one can be set to the default.
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Default Assembly Folder

The default assembly folder specifies where the main assemblies of jobs will be located if an
assembly is imported via a spreadsheet. Since an assembly is a part record in an import, and it
contains other jobs, Router-CIM must know where to go looking for those jobs when it imports the
assembly.

2.1.1.1.2.7 Advanced Settings

Advanced Settings

The Advanced Settings tab allows you to configure how the software keeps up-to-date. The Router-
CIM software has the capability to check for available updates automatically to ensure you are always
running the latest version of the software.

Note: Must have network connection

Tﬁ System Preferences | = | =] X |

General Seftings | ShapeDone | Layer Lists | System Folders | Field Captions | Import Wizard Settings ~ Advanced Settings ]

[ Force an Auth Server connection every time
[] Wiew Token Diagnostic Info
[] Pause Initial Splash Screen before close.

L]
n Hide advanced settings B Save Settings mj Cancel
L

2.1.1.1.3 Print Options

Print Options
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ﬂ Printing Opticns E@
EEN S S alMicrosoft XP5 Document Writer -
| oK || Cancel

Print Options will allow you to select the default printer for Router-CIM to print the nested sheets or
single part prints during a job run.
Any printer available to Windows in the Print Manager will be available in the list of printers selected
here.

2.1.1.1.4 Exit
Exit
Choosing Exit, or using the 'X' in the upper right corner of the window will close the Router-CIM
program, but before doing that a few internal functions are performed, such as saving all jobs and job
related information, saving the screen size and position data, part preview window information, and
saving the system defaults for use the next time Router-CIM is started.

2112 Tools
Tools Menu

Router-CIM gives you tools menu to use for the most common items that are used.

Select a topic on the picture for more in-depth information.

Automatic G-Code Scan

Pack and Go

Autobest Syskem Preferences

Clear AutoMest Task and Part Folders

Restare Startup Drawing

Create Mew Knowledge Drawing

Save Current Settings as Job Defaulk Settings

2.1.1.2.1 Automatic G-Code Scan

Automatic G-Code Scan
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The Automatic G-Code Scanner will check each nc file generated by Router-CIM for a specific post
processor and if the code contains a value outside the limits set in the scanner, then and error will be
displayed when the job is run, and the code will be placed into a separate folder so that it is not run by
mistake and the error can be fixed.

Hlower  X-Upper  Y-fuis Limits Y-Upper  Z-fods Limits Z-lower  Z-Upper
Limit Limit Checked imif Checked Limit

Limit

Automatically Print Limit Check Report

You can give each machine set-up an name, and then select the post processor to be used for that
set-up and change the X, Y, and Z settings and whether or not to scan each axis for problems.

M achine Mame | Prost | C

~ Router ROUTER.$PP +

If after a job is run, there are values beyond the limits set you will see a warning in the Limit Check
Results.
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R Limits Check Results

Effective L ower Upper ™

Code File Line #  Auxis Value Lirri Lirnit F

Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set
Mot Set

[~

BPLE0_1.0UT

z
e
z
z
i
z
z
i
z
z
z
z
z
z
z

| ok || Pin

In this case there were Z values more negative than the -0.01 value placed in the lower limit. All the
files were flagged and the line number containing the error is shown along with its value. Once this
window is acknowledged, the Results Folder can be opened and you will see a folder labeled
Failed_GCodeScan and that will contain the bad nc code files.
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& 12 Boat_Parts |Z”E Z|
File  Edit ‘“iew Favorites Tools  Help ':‘.
\_) Back .\_) l.@ p Search H__ Folders v
Address |5 Cilautomation_codel,12_Boat_Parts v| Go

File and Folder Tasks

IL;:J AnestParts

&8 Publish this folder to the (= (=
Web I AnestTasks _'_,-’ Failed_GCodeScan
52 Share this folder l

— Misc i~ SummaryRepart
other Places |

(7 Make a new Folder

[ autamation_code N 12 Boat_Parts.tnp TSR . £p SO dwg
My DocUments ;giBFile 2§§0KCBF\D Drawing
[5) Shared Documents DR
Q MMy Computer % Label.dbf ] labed, ilbl
- LEBF File easl | ILELFil=
\d My Mekwork Places 167 KB EEE] | g
E label. bt Routerim.lpd
Details 7 Texk Document LFD File
x TKE 4 kB
12_Boakt_Parts
File Falder % RouterCim.zdl RouterCim.zdp
ZOL File ZDP File
S kKB S kB

schedule_file.sch
S0L Server Replication Snaps...
LEKE

Automatically Print Limit Check Report
This option will send a limit check report to a printer when the job has completed. If there are errors,
they will be shown on the report.

2.1.1.2.2 Pack and Go

Pack and Go

The Pack and Go function will allow you to package any job into just one file that can be sent to
another user of Router-CIM who can then unpackage that job and have the same settings as you did
on your Router-CIM system when the job was run.

The Pack and Go function will ask you if you want to place all the output files into the package (if any
were made) so that any results from the job can be viewed by the other user.

Include Output Files

Include Job Qukput Files (F they exist) in PAG File? (This will significantly increase PG file size)

[ YEs ] [ Mo ]
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Next you will be shown a message that confirms that the Pack and Go file has been created.
Pack N Go Complete [Z|

\14) Pack M Go has completed processing, Clicking O will open the Falder where wour Pack M Go File is located,

Once you acknowledge this window, a folder will open and you can then see the pack and go file,
which can be attached to an email or transferred via some other means to the other user.

& PackAndGo |._| |E| E|
File  Edit ‘“iew Favorites Tools  Help -},'
\_/J l.@ /L ) search = Folders -
HE} CHRouter-CIMiAuktomationtPackandGo hd | Go
Size  Type Date Modifie
File and Folder Tasks A File Folder 12}212008 1;
..j Miake & new Folder (53 JobOukput File Falder 10/13/2005 €
- _ ) Q _ARYZ_.pag Z40KE PAG File L1/4J2005 11
Q E\ﬂs" this folder to the 2] _komo_pag 233KB  PAG File 11/4/2008 11
w Share this Folder Q 1_Boat_Park.pag 454 KB PAG File 10/15/2008 2
Q 2_complete_Sofas.pag Z59KE  PaiG File 10/18/2004 1
Q ZCartControl.pag 935 KE PG File 811972008 1C
Other Places |#]]3d_SOLID_Parts.pag 376KE  PAGFile 10/18/2004 1
Q 6_panel_entry_door_main.pag 187 KE PAGFile 10/18/2004 1
() Automation ﬁ 6_panel_enkry_door_sub.pag 159KE PG File 10/18{2004 1
My Documents - 113KE PAGFile 11}'2]’2004 2
3 Shared Documerts |#1]12_Boat_Parts.pag S42KE PAGFile 12/9j2008 11
'j iy G : _TT_| _ o J0SKE  PAG File 10/18/2004 1
= gﬂjlywoodjarts.pag 314 KE PaGFile 10/18/2004 1
Nty Metwork Places |20] 40_Boat_Parts.pag S74KE  PAG File 11/2j2004 2:
Q 40_ft_power_cruiser.pag 412 KE PG File 10/18/2004 1
Details Q 0805_2-2_ DCH_ MEW-$PP.pag 10,505 KB PG File 11/3f2008 7
Q 0805_2-2_ DCH_ OLD-$PP.pag 12,623 KB PAGFile 11/3f2008 7
PackandGo 2] 0819_3_#.pag 1,022KEB  PAGFile 10/30/2008 7
File Folder |#]0819_3_K.pag 1,010KE PG File 1043042008 €
Q 0906_1_ GEHC_ MEW-$PP.pag 261 KE  PAG File 11/3f2008 7
Q 5196.pag 339KE  PAG File 11/6f2008 1:
2] 8202.pag 2,721 KB PAG File 11/5/2008 9;
|21] &ll_MDF _doars.pag 405KE  PAG File 107162004 1
Q Assembled_Solid_doors.pag 175 KB PG File 10/18{2004 1
ﬁ base_cabinet_main.pag 265KE  PAG File 10/18{2004 1 v
< | ¥

The folder, by default is C:\Router-CIM\Automation\PackAndGo.

Pack and Go as a Backup

Another use for the Pack and Go system is to create backups of jobs that have run, so that all the
settings are stored in one location, regardless of the database. The pack and go function will place
the following items into the PAG file.

¢ Any drawings, macros, or dxf files from the job, along with their path and folder if necessary.
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The Knoweldge drawing used for the job.

The DOIT file used for the job.

All post processor files used for the job.

All job related settings.

The material used on the job.

If specified, the entire results folder and contents.

2.1.1.2.3 AutoNest System Preferences

AutoNest System Preferences

These are the default settings that AutoNEST will use when running a job.

E. AutoNEST - Sysdata o)

Dhrectary Setting

Fart £ Ir-Stock Directon |c:'xanest'xparts Browse

Task Directary : |c:hanestitask Brawse

Input Part /A lr-Stock - Layer Setting

Laper Mame Color

®

Outer Profile ;

®

Inner Profile ;

Fart Leadin : |F'art-Lea|:|in

Mested Lapout Presentation
Upits - |Decimal|mperial j ¥ Label Parts W Label Repeated Parts

Test Size: (08" -
ACouracy |'I j =l alze | J
. v Layout Summary [v Task Summary
File Farmat : |"»-"EI: j Text Size - |EI.E" |EI.E"
Layer / Colar ; Layer / Colar Setting | [ Display Bepeated Layout

Cancel Help

Part / IR-Stock Directory
The folder where the Anest Parts are stored and accessed for each job run.
Irregular Stocks (IR-Stock) can also be stored in this folder.

Task Directory
The folder where the Anest Task (job) files are stored and accessed for each job run.
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Part Leadin

These are the layer, color and part leadin/leadout “FILTER” settings that you can specify for both
SavePART and DXF2VEC commands.These settings are especially helpful if the parts that you are
saving or converting contain marking lines that touch or intersect the external /internal profiles of the
shapes. By specifying the layer/color/part leadin filters, you will help SavePART and DXF2VEC
commands to differentiate profiles that are crucial to nesting (outer and inner profiles of the part)
against those that are not (markings or folding lines).You can specify more than ONE colors in the
“Color” field by entering for example “1,3” for colors 1 and 3 (separated by a comma)

L —
=0

Cnter Profile

Part Lead-in /Lead out Inner Profile‘

Units

The units setting of inputs and outputs. There are 4 choices to choose from :
e Metric

o Architectural Imperial (1’ 3-1/4")

e Decimal Imperial (15.257)

e Engineering Imperial (1’ 3.25”)

Accuracy

The number of decimal places or the number of digits to the right of the decimal point (O to 4).

If the unit chosen above is Architectural Imperial, Sysdata will prompt for the denominator of the
fraction to which the accuracy is to be expressed. e.g. :

1 for full integers, no fractions

2 for 1/2" (half)

4 for 1/4" (quarter)

8 for 1/8" (eighth)

16 for 1/16’ (sixteenth)

File Format

This option decides which Part file format is to be used when generating graphical nested layout on
screen. Three choices are available as below:

e DWG

e VEC

e DXF

If you have chosen VEC format, please note the “Nested Layout - Layer Settings” (click the “Layer
Setting” button) for defining the layers and colors of the nested layout.If you have chosen DXF or

DWG format, the nested layouts will display the layers/colors of your parts as they were originally

created.

Layer / Color
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The following Dialog Box will appear when selecting this button:

Mested Layout Presentation - Layer / Color Setting

Partz Outer Prafile :

Fartz Inner Profile :

Layer / Color Setting

Layer Mame Color

Part-0-Profile Auto -
| | I
IF'art-I -Profile I.-’-'-.utu:u j

Fart Prafile with Bridge : IPart-w-Eridge-F‘rnfiIe

Parts Label :
Stack Sheet :
Bridge :

Summary Fepaort ;

7 -Black/white |

IF'art-LaI:ueI IE - Magenta j
|Stack |7 - Black/white  ~|
[Bridge |1-Fied |
ISummar_l,l |4 - Cpan j

Cancel |

x|

User can define the layer and color for Part Labels, Stock Sheet and Summary reports.

PARTS

If the Sysdata “File Format” is VEC, the Parts displayed on the nested layout will follow the layer and

color settings here.

If DWG or DXF “File Format” are chosen, the Parts’ layer and color settings will be exactly the same
as they were originally saved.

See diagram below for explanation of each of the names.

——Part Inner Profile —

& {rem
F B d:—'=-\_\
T:.L‘. y “&_,-r

-

s

Patt Cuter Profile

L— Part Label —

—\~ Stock Sheet

Lagrout Sumimary

MESTING RFFORTOF
TALE MHAME : P4

ATOCR
oy

1
|
| STOCK B
| 1
| s see
| e Ok F 00
| SCLEWORET
| 0 M EE5 10
| SCLOGTORET
164554 A9
| sTewrswE
| 1021 400 i)
| 29 MK
: TOTAL SHAFEAREAY
|
|
1

EMCLE TG RET
B I3 47

SHIEalr

Gl

Task Bumimary

MESTINI LA R Y

SHAFE HAMWE
FARTI

FART2-A
PARTS
FARTH

FARTS
gdo

TaOTAL
irivdd

Summary Report - consisting
of both Layout Summary and

Task Zummary
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Bridge " #—— Part Profile with Bridge

,

"

Label Parts Text Size

Mark this checkbox if you wish to display Part Label. And set the Text size of the Part label when
displayed on screen. To change the layer/color of the Part labels, click the “Layer/ Color Setting”
button

Label Repeated Parts

Mark this checkbox if you wish to add a part Label on each and every part on the nested layout.
When this checkbox is un-marked, if there are 10 parts of the same name nested, only ONE of the 10
will be labeled.

Layout Summary Text Size
Layout Summary — report on the nested results of a particular stock layout.

Task Summary Text Size

Task Summary — report summary on the nested results of a Task (.job).Mark the relevant checkboxes
if you wish to display the reports and set the Text Size of the Reports when displayed on screen.See
the above lllustration.

Display Repeated Layout
Mark this check box if you wish to display the same nested layout repeatedly, otherwise the Quantity
in the Layout Summary will show how many sheets of the same nest are necessary.

2.1.1.2.4 Clear AutoNest Task and Part Folders

Clear AutoNest Task and Part Folders

This option will remove all the contents of the AutoNEST parts folder and the AutoNEST tasks folder.
After running many jobs, these folders can become very large and may contain previous copies of a
job or the parts in a job that may not be current.

It is a good practise to clean these folders out from time to time.

Once you select this option, you will have a momentary pause and then the following confirmation is
shown.
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-
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I AutoMest Parts and Task Folders have been cleared.

2.1.1.2.5 Restore Startup Drawing

Restore Startup Drawing

The startup drawing (Startup.dwg) contains various bits of data for Router-CIM to function.
Occasionally that drawing can become corrupt due to an accidental save. If the drawing does
become corrupt using this option will restore it to the default drawing status.

Once this option is selected, the following confirmation will appear.

-

Router-CIM Automation Suite @

2.1.1.2.6 Create New Knowledge Drawing

Create New Knowledge Drawing

A new knowledge drawing can be created with this option, even if you do not currently have a job
selected. Once this option is selected, you will get the Router-CIM Configuration Wizard and can
select your machine. Router-CIM will then start, and you can import or create new knowledges and
save the drawing.

You must use the SaveAs option and give the drawing a different name. The system opens up a
drawing called NewKnoweldgeDrawing by default and this is write protected (set as Read-Only), so
that you must use the SaveAs option and give your knowledge drawing a different name.

2.1.1.2.7 Save Current Settings as Job Default Settings

Save Current Settings as Job Default Settings
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2113

Using this option will store the current settings in the currently selected job and make them the
defaults for any new job that is created, or any new job that is made with the right click 'Cut with
Router-CIM' option.

The settings that are used are:
Knowledge Drawing

e DOIT file

o Current Material

o All Part related settings

Import Wizards

Import Wizards Menu

Import Wizards |
CabnetWare
CabinetVision
Excel and Comma Delimited (C5V) Import Wizard
Pack and Go

Pattern Systems

KCDw

Select and Go Import

Router-CIM has several Import Wizards used to create jobs in just a few steps. There are several 3rd
party packages that create geometry and job settings that Router-CIM can read and then create a job
from those parts and/or settings.

In addition to the 3rd party imports, there are two generic imports for either a comma-delimited file or
an Excel spreadsheet that can be handy to create jobs from. Additionally, there is the Pack and Go
Import to bring a job into Router-CIM that was packaged previously using the Pack and Go option.

The Import Wizards available are:

Cabnetware

Cabinet Vision

Excel and Comma Delimited (CSV) Import Wizard
Pack and Go

Pattern Systems

KCDw

Select and Go Import

2.1.1.3.1 Cabnetware

Cabnetware

Cabnetware integrates room and cabinet design capabilities with manufacturing tools. Cabnetware is
for residential and commercial manufacturers of casework; allowing them to generate detailed
drawings for use with building contractors and architects. This program has modules that allow it to
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export layered DXF files that can be imported into Router-CIM with the help of the Cabnetware import
wizard.

Select the Cabnetware wizard from the list and you are presented with the following window.

CabnetWare Import Wizard ]
Pleaze specify the folder that contains )
the Cabnetitvare DXF files toimport, RO Cptions
Text Layers to Import
Er - Peiters D X
e " MATERIAL cabnetware
[ anest Description DESEC
D Au‘tDCAP WBRET Programmlng Guuartity
(B8 autometion_code Import Cabnetveare DXF Files
(3 DELL Label Field 1 | JoBNAME e
[:l Documents and Settings .
(1 flexim Lakel Field 2 RO
(3 Greg Label Field 3 |caBMAME
[ LE1E _
(23 mviDla, Label Field 4 EDGELOC
[:l Program Files
I:l reim_wvork Changes to layer names will not affect impart
|:| Rovuter-Clv function until the SET A% DEFALLT button has
[ temp heen clicked.
(L1 usB_Emul_twin32
[ wanD s

Select the folder where the DXF files are located on the left side. In the middle column you may edit
the layers that the Cabnetware software presents it data on. Normally this is only done once and then
left alone, however the option exists to change it should this be necessary.

Once the folder containing the DXF files is selected, press the Import Cabnetware DXF Files button
and a job will be added to the current folder.
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E2 Router-CIM Automation Suite 2009 using database Automation

x X
Delete FoideriXob _Delste Pt | CAD System Touchard Cut_ Materials | Resuks Folder Run Job

\Job Library|Sanples\Bost-snd- BV _parts ch E] | Pals | Job Sellings | Mesting | Advanced Mesting | Dpnamic Wariables | Pat Mame | Output Flles | Results |

.......

| Faklerzlob Hame CreatedDate | Modifed Date [ Pal Pat Oy Maledia FullPath o Past
a. B 5112034 DXF 1 | MELSE ¥ e \Roulss-CIM\Autoenabion\S smphes\C sbrefe/
U Baichlobs 2 2 SHZOZONF | 1 |MELSE . &:\outes CIM\Autoenation'S ampbes\Cabnedw/
q 2008 123152PM 12/3/2008 12/9/2008 8 3 EUCTDTT 1MoL B
EE— R 51120502 0F 1 |MELSE v c\Router CIM\Autoemation\S amphes\Cabnetef
@ 5 S11Z0504.DiF 1 |MELSE v e:\Router CIMVAutomationS amples\Cabret]
8 s GEZ0200F | 1 | MELSH | c\Fouter CIM\Autommalion' amplesCabmefW/
&8 7 GEZ20201,chf 1 |MELSE_ | &\R outer- CIM\Autoenslion\S smpkes\Cabrefw
] SE220310.DF z |MELSE ~ &:\loutes CIMVAutoenation'S ampbes\Cabnedw/
] SE220330 DHF 6 MELSE_ | c:\Flouter CIMAutomationS amphes\Cabref]
& o BE220340.05F & | MELSE_ | AR cutse-CIMAutoemation\5 amphes\C abrefn/
@ n SE220380 DHF 2 | MELSS_ v co\Router CIM\Automation5 ampbes\Cabret]

Primany Knovladge Secondany Knowedge

demodwg v/

[#] Use Primaty Kroviedge fos Secondsry Dperations

Prmary Machine Secondary Machne
ROUTER §FP | [ROUTER $PF
LUz Primaty Machine far Secondaty Dperations
[Pt Preview ] DOIT File
W aterial )
e BPLS0. W
Fricie—— e ——
= =

[#] Shew Pait Preview:

The Text Layers in Cabnetware DXF files contain information such as Material, Quantity, Job Name,
DXF Name, etc... These are needed to process the parts through Router-CIM. The text is typically
located in the lower left corner of the DXF.

o o
o
o]
0
O o]

1Righ'l: DRAWER SIDE <(Front Sice>

9/8 GeS Melamine
Woodco - Boulder FS-A
1 - Kitchen

6 - BASE

None selected

None selected
511Z03K4.DXF
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Settings in Cabnetware
The following are the default layer names that should be used in Cabnetware.

e The outside of the part should always be placed on a layer that begins with BORDER

o All vertical drill holes, regardless of size, should be placed on layer VBORE

o Dadoes and rabbet's with a width of .25 inch should be placed on layer ROUTE 250

o Dadoes and rabbet's with a width of .375 inch should be rectangles on layer ROUTE 375
o Dadoes and rabbet's with a width of .500 inch should be rectangles on layer ROUTE 500
o Dadoes and rabbet's with a width of .625 inch should be rectangles on layer ROUTE 625
o Dadoes and rabbet's with a width of .750 inch should be rectangles on layer ROUTE 750

The following layers are for the text in each dxf file (Text height should be .125 and Text spacing
should be .130).

o Part description should be placed on a layer called DESC

o Part quantity should be placed on a layer called QTY

o Part material should be placed on a layer called MATERIAL
¢ Job name should be placed on a layer called JOBNAME

o Room name should be placed on a layer called ROOM
[ ]
[ ]
[ ]
[ ]

Cabinet name should be placed on a layer called CABNAME
Edge band location should be placed on a layer called EDGELOC
Edge band material should be placed on a layer called EDGEMAT
DXF file name should be placed on a layer called DXNAME

Knowledge Spindle#

Multi Spindle Gang Drill

Dado250 .25 Router Bit

Route375
Route500
Dado500 .5" Down Shear
Table 1. Layer to Knowledge Association for Cabnetware Router-CIM

Route625
Route750

Cabnetware Notes:

In the Cabnetware "CNCAPP.INI" file the following should be set:
e Reverse Panel Reference = Y
e Reverse Verticals Reference = Y
e Output DXF Rects =Y

To access the "CNCAPP.INI," in the Cabnetware CNC Link, go to "Help" pull down menu and
select "About Cabnetware CNC" and then click on the purple disk icon to edit the INI file.

All geometry that is to be cut in like fashion (same tool, spindle, feed rate etc.) should be placed on
the same layer.

Typically, dadoes and rabbet's should be output as rectangles that overlap the edge of the material
by one tool radius (if the cut is to extend to the edge of the part.

All geometry should be output with negative thickness indicating cut depth.
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Backside Parts with Cabnetware

There is a provision in Cabnetware to identify the parts which have backside or secondary
operations. Likewise in Router-CIM there is a similar provision.

The parts which have dxf names that end in 1, 3, 5 are all treated as backside parts. When
Router-CIM reads them in, it determines that last character and sets the job up to cut that as a
separate part from the nested parts. It is likely in these types of jobs to have the same part name,
except for the last character. The one that ends in zero ( 0 ) for instance will be nested and the one
that has a 1, 3 or 5 will be cut as a single operation.

2.1.1.3.2 CabinetVision

CabinetVision

Cabinet Vision is a Planit Solutions cabinet design and manufacturing program. This program has
modules that allow it to export layered DXF files that can be imported into Router-CIM with the help

of the Cabinet Vision import wizard.

After making a job in Cabinet Vision, select the Cabinet Vision Import Wizard. You can select the
format that matches the version of your Cabinet Vision software.

Cabinet¥ision Import Wizard X

[ Select data file ] 7

e

Cakinet Yizion Format

() wersions older than 3.5 Ca bi N et vV i S i on

() version 3.5
G} “Yersions newwer than 3.5

A window will appear allowing you to select the data file that was produced along with the layered
DXF files.
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Cabinet¥ision Import File @@
Look in: | \2) Cabinetision v ¢ 5
Y 4 CneRunll bxt
i f} Cncrunl? Exk
My Recent
Documents
=
Deszktop

%

by Documents

ty Computer

‘:_'] File name: CrcBunt 1 bt b
g
MyMNetwork | Files of type: Cabinet Vision Job Files [* ] v

Select the Cncrun file for the job you wish to run and click Open. The files will be imported into
Router-CIM in the current Jobs folder. The Cncrun file contains all the data for the job relating to the
parts, materials, quantities and label information.

Settings for Cabinet Vision
The following are the default layer names that should be used in Cabinet Vision.

e The outside of a part should always be placed on a layer that begins with PANEL

o All vertical drill holes, regardless of size, should be placed on layer DRILL

e The Board layer should be placed on a layer that begins with BOARD

o Dadoes and rabbets with a width of .25 inch should be rectangles on layer ROUTE 250
o Dadoes and rabbets with a width of .375 inch should be rectangles on layer ROUTE 375
o Dadoes and rabbets with a width of .500 inch should be rectangles on layer ROUTE 500
o Dadoes and rabbets with a width of .625 inch should be rectangles on layer ROUTE 625
o Dadoes and rabbets with a width of .750 inch should be rectangles on layer ROUTE 750

e | g |
Route375 Dado 250 .25 Router Bit 2
Route500
Route625
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Route750 I Dado 500 I .5" Down Shear J 3
Table 1. Layer to Knowledge Associations for Cabinet Vision Router-CIM

Cabinet Vision Notes:
All geometry that is to be cut in a like fashion (same tool, spindle, feedrate, etc.) should be placed on
the same layer.

Typically, dadoes and rabbets should be output as rectangles that overlap the edge of the material by
one tool radius (if the cut is to extend to the edge of the part).

All geometry should be output with negative thickness indicating cut depth.

Backside Parts with Cabinet Vision:

There is a provision in Cabinet Vision to identify the parts which have backside or secondary
operations. Likewise in Router-CIM there is a similar provision to cut them apart from the nested
parts.

The parts which have dxf names that include an "F" as the fourth character are all entered as two
parts automatically by the system, one which has the "F" in the fourth position, and one that has a "B"
in the fourth position. When Router-CIM reads them in, it determines that identifying character and
sets the job up to cut the "B" part as a seperate part from the nested parts. It is expected that the Job
Editor will have both parts in it when the import is complete, but the "B" part will not appear in the
cncrun.txt file. If you then select the "B" part, you will notice in its properties that it has the flag set to
be cut as a single operation.

If the "B" part exists in the Cncrun file, then you will see three parts with similar names, as the system
automatically loads the "B" part when the "F" part is present. If it encounters a "B" part in the list,
Router-CIM will treat that as another part in the job, which likely will be incorrect.

2.1.1.3.3 Exceland Comma Delimited

Excel and Comma Delimited (CSV)

The Excel and Comma Delimited (CSV) Import Wizard allows you to import parts from a file with an
excel or comma-delimited format.

Select File to Import
When you select the Excel and Comma Delimited (CSV) Import Wizard, a dialog box will appear
where you can select an Excel or .CSV file to import into Router-CIM.
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| Search MultiCIM Sampl= o

Organize » Mew folder gz -

ﬁy Favortes Mame Date modified Type

M Desktop MultiCIM_Sample.csv 8/1/2013 3:14 PM Microsoft Excel C...
H Downloads
(E‘;' Recent Places

4 Libraries
Documents
J’ Music
[E5] Pictures

i Videos

% Homegroup

] Computer
&, Local Disk (C)
= RECOVERY (E:)
£ oublic N\0.80.2; T

File name: - [Comma Del and Excel Files (".c: V]

[Loeen f] [ conce ]

Once you have selected a file, Router-CIM will open the Import Wizard allowing you to format the
import wizard based on your file setup.

Optional Features
Selectasavedfomat =+  Part Material Field Selection

() Material Code @ Material Description

[ save fomat fheader rows and column headings)

[ Delete selected fomat ] I Clear Cument Column Format MNumber of header rows

¥ Column 2
Select Data Type  Select Data Type

Circim_work\MultiCIM_Sample! 3/4 PLYWOOD
] Ly SampleRIGHTEND.DWG
el
 Circim_workiMultiCIM_Sample\ENDCAP DWG
 Ciircim_work\MultiCIM_Sample\SUPPORTLEFT.DWG
- Clreim_work\Mul CIM_Sample\SUPPORTRIGHT.DWG
- Clrcim_work\MultiCIM_Samplell EFTEND DWG
 Circim_workMuliCIM_Sample\BOTTOMCAP.DWG
Chrcim_workMultiCIM_Sample\SIDECAP.DWG
 Crcim_workiMultiCIM_Sample\SPINE DG
- Circim_workiMy pleiMIDRIB.DWG 2P a]}
 Circim_workiMultiCIM_Sample\EDGECAP. DG | 34 PLYWOOD
 Crcim_workiMultiCIM_Samplell EFTRIB DWG 172 PLYW00D
e . e . S Eeh
- Clrcim_work\MultiCIM_Sample'RIGHTRIBDWG 2 PLYWO0D

Assign Column Headings
Assigning Column Headings will allow you to select the data for each column in the imported file.
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The choices available in the pulldown list are:

Ignore

Part Name

Part Material
Quantity

X Dim

Y Dim

Z Dim

Ignore Panel
Backside
Description
Label Info1-8
Rotate Part
Rotate Angle
Knowledge Drawing
DOIT file

Print Nests

Print Single Part
Job Name

Filler Quantity
Start Point on Longest Side
Nest Rotation
Mirror

Mirror Type
Variable

Note: Part Name, Part Material and Quantity must be assigned to a column in order for Router-
CIM to import a file.

,

Optional Features
Selectassvedfomat ABC =« Pait Materal Field Selection

[ Save fomat {header rows and column headings) ] o UEepltede (0 JEER] i

[ Delete selected fomat ] Clear Current Column Format MNumber of header rows 1 ['_e'l—_ll

Column 1 % Column 2 Column 3 Column 4

oty i : Part Material i

Select Data Type

Ignore

Pgart Mame E

Part Material Part Name Part Material Job Name

Qty 34 PLYWOOD 4

% Dim 44 PLYWOOD 2

Y Dim

7 Dim 142 PLYWOOD [
ireim_workiMultiCTM_SamplelSUFPOR | 12 PLYWOOD 12

Chreim_work'MultiCIM_Sample\SUPPORTRIGHT.DWG 172 PLYWOOD 12

Chreim_work\MultiCIM_Sample\LEFTEND.DWG 12 PLYWOOD 8

Cihreim_work\MultiCIM_SampletBOTTOMCAP.D'WG 24 PLYWOOD 4

Chreim_work'\MultiCIM_Sample\SIDECAP.DWG 34 PLYWOOD 6

Chreim_work\MultiCIM_Sample\SPINE.DWG /4 PLYWOOD 12

Cihreim_work\MultiCIM_Sample\MIDRIB.D\WG 12 PLYWOOD 12

Chrcim_work!MultiCIM_SamplelEDGECAP.DWG 234 PLYWOOD 2

Chrcim_work\MultiCIM_Sample\LEF TRIE.DWG 12 PLYWOOD 12

Chreim_workiMultiCIM_Sample\GUSSET.DWG 24 PLYWOOD 12

Chrcim_work!MultiCIM_Sample\RIGHTRIB.DWG 12 PLYWOOD 12

Cihrcim_work\MultiCIM_Sample\TOPCAP DWG 34 PLYWOOD 1

Chreim_work'\MultiCIM_Sample\320122 DWG 172 PLYWOO0D 6
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Save Format (header rows and column headings)
You are able to save the data that is set up for a job by selecting 'Save Format (header rows and
column headings)'. You will be prompted for a name of the Saved Format:

r T 5

Saved Format Name 22

Please enter a name for this format. [ oK ]

L A

Selecting OK will add this name to the Saved Format list so that you can select this format at a later
time instead of re-selecting each column.

Delete Selected Format
You may delete the saved selected format from the saved format list.

Part Material Field Selection

This option allows you to select whether you want Router-CIM to match the material in your excel or
comma delimited file based on the material description or material code that you have set up in the
Router-CIM Materials database.

Clear Current Column Format
If you select a saved format but need to start from the default column headings, select the ‘Clear
Current Column Format' button to set the column headings to the default.

Number of Header Rows
If your comma delimited file has header rows in it for any reason, you can bypass those and get
straight to the data by specifying how many header rows to skip.

Import
Finally when you are done selecting your file and headings, you can import the file into Router-CIM
and it will build a job from the selected data

2.1.1.3.4 Pack and Go

Pack and Go

Pack and Go is the Router-CIM format for packaging all the elements of a job into one file. To import
that file into Router-CIM as a job, select pack and go from the import list, and a window will appear
where you can select the PAG file from.
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Open @
Lack in: | |3 PackindGo W | D F B E-
Y I InQueue ﬂ 40_ft_power_cruiser,pag Q Cabinet
L‘%ﬁ =) JobOutput #|0805_z-2_ DCH__MEW-$PP.pag  |2f] CopyOf
My Recent | 2] _A%YZ_pag #|080s_z-z_DCH__oLD-4PPpag |2 DK1101
Documents ||2]]_koMO_pag #|0819_3_A.pag 2] drawert
= ﬂ 1_Boak_Park.pag Q 0219 _3 k.pag Q Exkrem:
|_ Q 2_romplete_Sofas.pag Q 0906_1_ GEHC__MNEW-%PP.pag Q Frame_
Deskiop 2] 2CartContral pag #8196, pag KD
Q 3d_SOLID_Parts.pag Q 5202.pag Q Large_c
. ﬂ &_panel_entry_door_main.pag Q All_MDF_doors.pag ﬂ mcdona
’j Q 6_panel_entry_door_sub.pag Q Assembled_Solid_doors.pag Q Medium
My Dacuments Q 10_mdf_doors.pag Q base_cabinet_main.pag Q rrli-sky
ﬂ 12_Boak_Parts,pag ﬂ base_cabinet_sub.pag ﬂ MK 7S 7
Q 20_ft_cabin_cruiser.pag Q Bombardierz.pag Q pag_1z
Ej}g Q 37 _plywiood_parts,pag Q Bombardier. pag Q Pat3ysl
: Q 40_RBoak_Parts.pag Q CabinetVisionImport. pag Q Pattern
ty Computer < | 5
b File name: |1_B|:uat_P'art.pag Vl Cpen ]
My Metwork | Files of type: | Pack and Go &rchive Files w | Cancel ]

Once that file has been selected, you will be show a list of all the elements of a job that can be
imported. Most of the time, you can select all the elements, but a check box is provided for you to
remove elements from the selection.
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ES Pack and Go Import

Pack and Go Contents

S=1Ed

File M ame

1_Boat_Part.xml

startup.dwg
1_Boat_Partparts. snl
demo. dwg

demo. dat

ROUTER.$PP

Router.D at

Router.del
ROUTER.Lsp

rouker. seq
ROUTER.TSK

raouter. tgl

ROUTER. wiz

Boat1.dwg

Taggedvarl. «ml
1_Boat_PartDyriiars. sml
1_Boat_PartDutsidel ayer. xml

1_Boat_PartFolders tructure. kml

Orniginal Path

Database Records
C:A\Router-CimbAutomation'
[atabase Records

C:AR outer-Clh Wutarmation rwdir's
C:\Router-ClM WAutomationdoitdirs
C:\Router-ClM Ynoposth
C:\Router-Clk \noposth
C:ARouter-ClMYncposth
C:ARouter-ClMyncpostt
C:\Router-ClM noposth
C:\Router-ClMYnoposth
C:ARouter-Cl vncposth
C:\Router-ClM noposth
C:\Router-ClM YAutomationsS amples'. .
Database Records

Databasze Records

Database Records

C:ARouter-CimAutomation®,_~101520...

Current Path

C:ARouter-CimsAutomation',_~101520..

C:ARouter-CimAutomation

C:\Router-CirmAutamation',_~101520...

C:ARouter-Clk\WAutamation’bkrwdir,
C:ARouter-ClMYAutomationhdoitdirs
C:ARouter-ClbMYyncposth
C:\Router-Cltyncposth
C:ARouter-ClMAyncposth
C:ARouter-ClMYyncpozth
C:\Router-Clbiyncposth
C:ARouter-ClMAyncposth
C:ARouter-Clyncpozth
C:\Router-Clbiyncposth

C:ARouter-ClMYAutomationhS amples'. .
C:ARouter-CimsAutomation',_~101520..
C:ARouter-CirntAutamation',_~101520...
C:\Router-CirnAutamations,_~101520...
C:ARouter-CimnAutomation,_~101520...

File Type: E stract -
Job Record Set
Startup Drawing
Part Record Set
Knowledge Dirawi...
DOIT Files

Post Processor
Post Processor
Post Processor
Post Processor
Past Processor
Post Processor
Pozt Processor
Past Processor
Part Drawings
Tagged Yariables
Dpnamic ' aniables

Outside Layerlist

O EEEEEEEEEEEEEEEOERE

Select &l ltemsz in the Pack and Go []

Once you have all the elements selected that you wish to import, select the Unpack button and a job
will be created in the current folder.

2.1.1.3.5 Pattern Systems

Pattern Systems

Pattern Systems software allows the creation of layered DXF files for import. Once the DXF Files
have been made, Pattern Systems will also create a Job File that describes the material used, the
part names, quantities, edge treatments, etc. That Job file can be selected and Router-CIM will
import the files into a Router-CIM Automation job.

Select the Pattern Systems Wizard and a window will appear allowing you to select the data file from
Pattern Systems. Click Select Data File.
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Pattern Systems Import Wizard IZI

[ Select data file |

Version b Pattern

'D' Yersion prior to 5 SYStEITIS

INTERMATIOMAL
{f} Yerzion 5 and better

|:| Lze the grain property from the import file

[] Add ¥ and ¥ Dimto Last Label Field

A new window will appear allowing you to navigate to the folder where the job and dxf files you made
with Pattern Systems are stored.

Pattern Systems Import File

Look in: |@ Pattern Systems Vl £ | ? L B b
~dwarklist, dat
My Recent
Docurments
f-[-':
Deszktop

\$

by Documents

<

ty Computer

g File name: | worklizt, dat w | [ Cpen ]
by Network. - Files of type: | Pattern Systems Job Files [*.dat] w | [ Cancel ]

Select the data file and click on Open. The files will be imported into Router-CIM as a job in the
current folder.

2.1.1.3.6 KCDw

KCDw
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With the KCDw Machining version, layered DXF files are created and stored in a folder of your
choosing. It will also create a job file that describes the material, part names, etc. Once the DXF
files are created, select the KCDw Import Wizard in Router-CIM.

KCDW Import Wizard X

[ Select data file | E

Click on Select Data File and a new window will appear allowing you to select the job file that KCDw
created.

KCDW Import File

Look in: | (55 KCDW vl @ = m-

CCDW_CMCList . bt
Akcowt_CHCList_B.bxt

D

My Recent
Documents

Deszktop

9

by Documents

by Computer
.% File: name: | KCDWA_CNCList At vl [open ]
by Metwork Files of type: | KCDW Job Files [ 1] v| [ cancel |

There is typically only one job file in each of the folders where the job DXF files are created. Select
the job file and the parts will be inserted into Router-CIM as a job in the current folder.

A confirmation window will show up when the file is imported successfully.
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Router-CIM Automation Suite Fg|

Ll
\l) Data Imported Successiully

2.1.1.4 Help

Help Menu

Help
Abouk, .

Help
Selecting Help opens a copy of this file with only Automation Suite related information.

About

About shows an informational window displaying the current version of your Router-CIM software and
also a link to the web based help desk system. Should you need help and not be able to reach tech
support via the toll free number, you may fill out a support ticket in the browser window that opens
and a message will be emailed to the support desk.

2.1.2 Toolbar

i@ # § £ = b
Mew Folder Job Wizard MewJob AddPart Add Assembly Part Properties Edit Geometry Delete Folder/Job Delete Part | CAD System  Touch and Cut  Materials | Results Folder Runlob

The toolbar in Router-CIM allows access to many functions within jobs, parts, and folders.

2.1.2.1 New Folder

New Folder

3

Meww Falder

Using this option will create a new folder in the current position of the job tree.
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FaolderAlob Mame | CreatedDate | Modified Date |
.
# 12_Boat_Parts F28/2003 F15/2003
408 20_ft_cabin_cruiser 7742003 B/25/2008
# 3d_SOLID_Partz FAT2003 B/25/2003
# 40_Ft_power_cruizer 7742003 B/25/2003

8 {1 =

2.1.2.2 Job Wizard

Job Wizard
3
1ob Wi
Using the Job Wizard allows you to create a job in a step by step fashion.

Select 'Job Wizard'

File Tools ImportWizards Help

a i i * 2] i x x El ¥ € E 14
New Folder |Job Wizard | New Job  Add Part Add Assembly Part Properties Edit Geometry Delete Folder/Job Delete Part  CAD System Touch and Cut Materials |~ Results Folder RunJob

\Jeb Library\Samples 4 7 | Pets |Job Settings | Nesting | Dynamic Vanables | Part Hame | Outpus Files | Resuts |

Folder/Job Name: Created Date Modified Date Material Full Path to Part

(1 Boat-and-RV_patts
(1 Cabinets
(CICorian_patts
(CIMDF_Doors

(1 Pywood_parts
(Z1Solid_Entry_doors
(1 Stairways

(21 Stile-ail_door

Knavledge and Post inf

Primary Knowledge Secondary Knowiedge
New Edit

Use Primary Knowledge for Secendary Operations

Primary Machine Secondary Machine

Use Primary Machine for Secondary Operstions
Material DOIT File

[ new ] [ B ] [ Mew
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Enter a Job Name and then select 'Next'
The job name will also be the output folder name where the job results are stored.

i~

| Job Wizard

=N [HCR (=S

The Job Wizard will guide you through the
necessary steps of creating a job.

Enter a name for the job

| Net—> || Cancel

Select your Machine/Post processor and then select 'Next'
The post processor makes the machine code for different types and configurations of CNC machines.
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i~

#/ Job Wizard o[- e

Select the Machine/Post to use for the job

Machine/Post ROUTER.ZFP -

| <Back || Net— || Cancel

Create, Edit or Select a Knowledge drawing and then select 'Next'

The knowledge drawing is a collection of machining operations that are saved and named within this
drawing. You can make a new knowledge drawing where you build knowledges and save /name
them. You then save that drawing and use it as your knowledge drawing. From this screen, you can
also edit existing knowledges that are stored in a selected knowledge drawing.
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i~ =

#/ Job Wizard o[- e

Knowledge files contain information
regarding the Tool, Cycle, and Status of
any cut.

Create, Edit, or Select a Knowledge
demo.dwg -

[ MNew Knowledge ]

| Edit Selected Knowledge |

| <Back || Net— || Cancel

Create, Edit, or Select a default material and then select 'Next'
The material determines the sheet size when nesting parts. The material also determines the material
thickness and if Z zero is the top of the material or top of spoil board.
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i~
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| Job Wizard

=N [HCR (=S

Select a Matenal to use for this job. When
the wizard has finished, you will have the
opportunity to select multiple matenals.

Create, Edit, or Select a Material
1/2 Birch Ply -

[ MNew Material ]

| Edt Selected Material |

| <Back || Net— || Cancel

Add parts to your j

ob and then select 'Next'

From this screen, you can add parts to your Router-CIM job. Add parts by picking the Add parts
button and browsing for DWG, DXF, or SCN files to add. You can also drag files from Windows

Explorer and drop them

into this window.
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To add paris to the job either:
aClick Add Parts button below and select them from that window
1 Drag-and-drop drawings from Windows Explorer to the box below

Part Path
CARouter-CIM'Automation' Samples DWGE S 142AR 003 .dwg
C:MRouter<ZIM*Automation.Samples \DWG 54\ 142AR 004 dwg
C:M\Router-CIMYAutomation® Samples DWGE S 142AR005.dwg
CARouter-CIM'Automationt Samples DWGE S 142AR 006 dwg
C:hRouterZIM*Automation.Samples \ DWG 54 142B KD0Z dwg

| AddPats || <Back || Net— || Cancel

Create, Edit, or Select a DOIT file and then select 'Finish’

The DOIT file contains the association list that cuts a specific layer with a specific knowledge. You
can make a new DOIT file and choose what knowledge cuts what layer or you can edit the selected
DOIT file.
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i~ =

) Job Wizard E=N Ecl

DOIT Files contain associations beiween a
Knowledge (from the Knowledge file) and
Layer (from your drawing), which
determines how each layer will be cut.

Create, Edit, or Select a DOIT File
demo dat -

| MNewDOITFle |

| Edit Selected DOIT Fie |

| <Back || Fnsh || Cancel |

Once you select 'Finish', Router-CIM will build a job based on the information
you have provided.

2.1.2.3 New Job

New Job
o

Mew Job

This option will create a new job in the currently select folder.

Folder/lob Mame Created Date Modified D ate
1.
.;ﬁ 12_Boat_Parts 28,2003 752008
.;ﬁ 20_F_cabin_cruizer FAT2003 B/25/2008
g 3d_S0LID_Parts 72003 B/25/2008
g 40_Ft_power_cruizer 7742003 B/25/2003
ﬁ e ok 12/3/2003 1249/2008
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The new job will have the name of 'NewJob' until you rename it. The job will contain no parts, but will
have all the default settings in use.

2.1.2.4 AddPart

Add Part

Add Park

Selecting this option will open the Add Parts window. This window has several options, you can
select default folders rcim_work, or Router-CIM as well as set the default types of files to DWG, DXF,
or SCN files. You can see a preview of the part, unless multiple parts are selected.

| Add Parts =
rdml’.ﬂwmk Ci\Router-CIM\Automation\Samples\DWG - [ Part Preview
~ Name Size Type  DateModfies *
Router-CIM | BB _entry_door.dwa GEKE DWG  3/30/2003 :l—l
@ 142AR002.dwg 27KB  DWG  7/13/2003 ¢
Samples ™y
@ B 142AR004.dwg 27KB  DWG 71772003 ¢ L i,
DWGs 142AR005.dwg 28KB DWG  7/10/2003° L'; Y
_ 142AR006.dwg 26KB  DWG  7/10/2003° | ]
Dﬁs 142BKD0Z dwg 27KB  DWG  7/23/2003: |
142BKD02A dwa 25KB  DWG  8/6/20039 - Y
al [ T | P )
SCNs

File Name  142AR003.dwg
File Type Al Router-CIM Files ("scn, ~dwg, “dd, = -

2.1.25 AddAssembly

Add Assembly

Add Assembly
An assembly is simply another job that already has parts and settings. If you make a new job, and
then select add assembly, you will be prompted with a window to pick the job you would like to add to
the current job you have selected.

From the job tree in this window, select Samples.
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E& Job Tree - BX
" Jab Library h ]
Folder/Program M ame Created Date t odified Date
£ Batchlobs
| Samples
Fecord Optionz
(%) Mest Parts in this Job
() Manual Layout Macro Job
Evt || Adddob

Then select Cabinets.

R Job Tree

o (=1[E

YJob Library!, Samples

£y

Folder/Program M ame

(£ Boat-and-RY_parts
| Cabinets

& Corian_parts

| FMOF_Doors

| Plywiond_parts
(| Solid_Enty_doorz
(| Stairways

55 Stile-rail_door

Created Date t odified Date

Fecord Optionz
(%) Mest Parts in this Job

() Manual Layout Macro Job

Evt || Adddob

Finally, select Base_Cabinet_Sub as the job, and then click on Add Job.

97
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E2 Job Tree 9(={c3

' Job Library!, SamplestCabinets E

Folder/Program M ame Created Date t odified Date
* baze_cabinet_main 7542003 10/13/2004
baze_cabinet_sub 7542003 10/13/2004
& Cabinetvisionl mport 9/4/2003 1041872004
& Cabinetyw arelrport 94442003 104158/2004
& E =tremeS oft mport 94442003 104158/2004
& KO Import 94442003 1041852004
a PatternSpstemns mport /42003 1041842004

Fecord Optionz
(%) Mest Parts in this Job

() Manual Layout Macro Job

| Bt || addob |

The whole job will be added to the current job as a part.

Partf Part Oty td aterial Full Path to Fart
- - N base_cabinet_sub 1 |MDF7E.

w | base_cabinet_sub

2.1.2.6 Part Properties

Part Properties

Part F'ru:ueerties

This selection opens the part properties window.
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2.1.2.7

2.1.2.8

] Part Properties [E=5E=8 =
Part Information | Knowledge Information
Part Name C\Router-CIM\Automation’, Samples DWG S 142AR003 dwg E] Part Options
lgnaore r Panel
Record Desc - Laye
Start Point on longest side of part
Material BPL5D_ -
Quantity 1 - [7] Maximize parts on sheet of material - )
“This will change the quantity to -1 (20 Nest and Cods As Single Part
Filler City ] s @ Mest Part
Label Information () Code As Single Part
Customer Name Customer Addr.1 () Has an Associated Backside Macro
Customer Addr 2 Customer City ) |z an Imegular Stock Shape
Customer Sizte Customer Zip Use ShapeDone Part when possible
Customer Phore 1 Customer Phone 2
[ Inherit Label Data from Job <
-4
Part Orientation =
] Ratate Part Rotate Angle 50
[ Mimor Part Mirror Auxis Horizontal -
Mest Rotation Same as Material -
[ ok [ cancel |

This will show the current properties of the currently selected part in a job. If no part is selected, the
first part in the job is shown.

Edit Geometry

Edit Geometry

=

Edit: Geometry

Selecting Edit Geometry will open AutoCAD and show the currently selected part. If no part is
selected, you will be prompted to select a part first.

Delete Folder/Job

Delete Folder/Job

X

Delete Folder ) Job

This option deletes a job if a job is selected or an entire folder if a folder is selected. You cannot get
these jobs or folders back once they are deleted, so be sure to have a pack and go of the job or a

© 2013 CIM-Tech.com, Inc.



100

Router-CIM Automation

2129

2.1.2.10

21211

2.1.2.12

backup of the database if you think you might want them back at some point.

Delete Part

Delete Part
x

Delete Part
Selecting this option will delete the selected part from within a job.

You may also delete a part by right clicking on it and selecting delete from the menu.

Cad System

CAD System

CAD Syskem

This option is a shortcut to starting AutoCAD. Using this option will start AutoCAD in a new blank or
default drawing.

Touch and Cut

Touch and Cut

Touch and Cuk

Touch and Cut is a tool that will allow you to select a part within a job and make Router-CIM cut and
sequence only that one selected part.

Materials

Materials

-
Materials

The materials button opens the Material Database for viewing or editing.
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Wl Material Database =@ &
— 2 "
@ Edit Material New Material |§|ﬁ Duplicate Material Delete Material Import/Export ~ Delete Scrap % Delete Alternate Stock Sizes = Material Reports ~
Material Description Y ¥ Material Code 7 Material Handling Code 7 Z0ls Top of Material 7 Quantity T XDim T YDim T Thickness ¥ BridgeWwidth ¥ |*
I 125 alum. alumpi2_ ] 539 144 60 0.125 075 B
15 Aluminum sheet alumi02 I 939 56 43 0.15 085 5
25 Aluminum sheet alum250 1% 939 96 43 025 0.55
25 MR MDF 062 DVG. = mrmdf_ [ 939 120 60 25 55
250 UHMW Sheet UHMW254_ ] 939 120 43 25 0.8
75 MR MDF 062 BLK 2. blk125_ ] 939 120 €0 075 55
75 MR MDF 062 BLK Z_ blkdr75_ [m] 939 120 &0 0.75 55
75 MR MDF 062 DVG.  dvgy7969 | 938 120 60 0.75 55
75 MR MDF 062 DVG.. dvfy_ [ 939 120 &0 75 55
75 MR MDF 062 DVG. mrmdf7Sa I 939 120 60 0.75 0.55
75 MR MDF .062 RED..  dvgy75_ [ 939 120 &0 0.78 55
75 MR MDF 062 RED.. mrmdf7ok Il 939 120 60 0.75 55
75 MR MDF 062 RED.. red125_ ] 939 120 =] 0.75 55
75 MR MDF 062 RED.. mrmd6_ ] 939 120 0 625 55
75 MR MDF_0.7500 mrmdf75c L] 938 120 60 0.78 55
13/4 alder ald1750 L 939 9 43 175 0.55
1inch birch ply bir1000 I 992 96 61 1 0.55
1inch MDF MDF1_ 2 ¥ 939 97 49 1 0.56
1 Melamine MEL1 I 939 96.875 48875 1 0.75
125 Husky Material hsk125_ 7 [ 999 96 48 125 055
1/2 BALTIC BIRCH PLYS00 ] 999 96 &0 048 0.75
12 Baltic Birch Ply EP50_ ] 938 96 43 0.5 0.25 L
1/ DIDAL BV ol i Goo 350 i nE 53
a| 1 | :
E Materials With Scrap Materials with Alternate Sizes | Materials %g Export table to Excel
= OK
Display is MOT filtered Totsl materizls in database: 521 Total displayed materials: 521 lVe:ify Material Database Integrity ] m"

——————= — =

2.1.2.13 Results Folder

Results Folder

3

Results Folder
Selecting this option will show you the result folder for a job, if a job is selected. If no job is selected,

then the base results folder (the one containing all the others) is shown. The default results folder
can be specified in the system settings under System Folders >> Data Output Folder.

2.1.2.14 Run Job

Run Job

b
Fun Jab

This button starts the selected job in Router-CIM and begins processing.
2.1.3 Folder Tree
Folder Tree

The folder tree is where your jobs are stored. Each job can be in the main folder or they can be
stored in sub folders. The preference for how you store jobs is really up to you.
In this example, there is a folder called Samples.
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Folder/Job Mame Created Date

_1Batchlabs
1 Samples

kodified D ate

Selecting the Samples folder opens the tree further to show several other folders.

Folder/Job Mame Created Date

..

1 Boat-and-RY_parts
1 Cabinets

1 Conan_parts

1 MOF_Doors

1 Flywood_parts

1 Solid_Entry_doors
1 Stairsays

1 Stile-rail_door

kodified D ate

Each of these folders contain jobs. Using these folders is simply a way to keep them separated
according to their types. Selecting Plywood_parts will show the jobs inside that folder.

Folderslob Marne Created Date
.
g 12_Boat_Parts FA2as2003
ﬂ 20_Ft_cabin_cruizer FA742003
g 3d_SOLID_Parts FATA2003
g 40_Ft_power_cruizer 7742003

kodified D ate

FA5/2008
B/25/2008
B/25/2002
B/25/2002

There could have been even more folders in this folder if the jobs needed to be separated further.
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2.1.3.1 Batch Jobs

Batch Jobs

Batch Jobs are somewhat special and have a folder of their own. A batch job is really several jobs,
each in one folder and run one at a time. Each job in a batch will run until it is done, and when it is
done and all the code is made, then the next job will start up. None of the parts from one job are cut
or nested with parts from another job.

To create a Batch Job, go to any folder containing jobs, and right click on a job and select Add to
Batch Job. For instance, Select the Samples folder, and then the Boat-and-RV_parts folder. In this
folder there are 4 jobs.

Folder/lob Mame Created Date Modified D ate
1.
ﬂ 12_Boat_Parts 28,2003 752008
ﬂ 20_F_cabin_cruizer FAT2003 B/25/2008
g 3d_S0LID_Parts 72003 B/25/2008
g 40_Ft_power_cruizer 7742003 B/25/2003

Select the 12_Boat_Parts job and Right-Click on it to bring up the menu, then select Add to Batch
Job.

Open

Run Job

Open Resulks Folder
Pack and Go

Mew Folder

Mew Jab

Cuk

- B

=5 Copy

Copy Job Settings

X4 |

Delete

Add to Batch Job

o ko Batch Job Falder
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Now do the same for each of the other three jobs in the folder. There is 10_ft_cabin_cruiser,
3d_SOLID_parts, and 40_ft_power_cruiser. Add each of these to a Batch Job.

Next, click back to the top of the job library and select Batch Jobs. You will see each of the 4 jobs

listed under Batch Jobs.

Folderslob Marne
.
.;ﬁ 12_Boat_Parts
.;ﬁ 20_Ft_cabin_cruizer
8 34_S0LID_Parts
g 40_Ft_power_cruizer

Created Date

12/3/2002
12/3/2002
12/3/2008
12/3/2008

kodified D ate

12/9/2008
12/9/2008
12/9/2008
12/9/2008

If you Right-Click on one of these jobs now you will see Batch Job Options.

L P— o —

& (4

Y Job Library\Batchlobs ] Parts | Jal
Folder/lob Mame Created Date odified D ate F
.. 1
- 12 B 12/9/2008 5
o] | OP" 12/9/2008 5
4k 3d_51 Run Job 124942008 4
g 40_f | Open Resulks Folder 12/3/2008 .
3
7
8
& cu 3
( 1l
= Copy 1
e 1
& Copy Job Settings
”~
| Batch Job Options » Run
2o ko Batch Job Falder Save
Prirnary K Load Existing Batch Job
demo. dwg ¥ Remaove from Batch Jab
[ Blmaes [ C A | [ [ [ [

From here you can Run the batch, save the batch to run it later, load a saved batch, or remove a job
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from the batch list.

Run

Save
Load Existing Batch Job

Remove From Batch Job

2.1.4 Part Window
Part Window

The Part Window contains all the settings for the parts inside the job. Itis also the container for
many of the job-specific settings. Each of these settings is available in one of the tabs at the top of
the part window. These are available only when a job that contains parts is selected.

Patts | Job Settings | Nesting | Advanced Nesting | Dynamic Variables | Printing and Labels | Part Name | Output Files | Resuls |

Pat# Par Gy  Materdl Full Pathto Part Rotate us;:gg
1 Boat1.dwg 4 1/2 Birch Py « | C:\Router-CIM\Automation\Samples\DWGS\Boat 1. dwg )
2 Boat2.dwg 1 |1/2Birch Ply + | CA\Router CIM\Automation\Samples\DWGS \Boat 2.dwg [
3 Boat3 dwg 2 {142 Birch Ply ~ | C:\RouterCIM\Automation\Samples\DWGS\Boat 3 dwa =
4 Boatd.dwg 2 |12 Birch Ply « | C:\Router-CIM\Automation\Samples\DWGS\Boat4 dwg |
5 Boat5.dwg 8 |1/2Birch Piy - | C:\Rotter CIM\Automation\Samples\DWGS \Boat5.dwg =
5 Boat6.dwg 1 |1/4 Melamine ~ | CA\Router CIM\Automation\Samples\DWG S \Boat6.dwg [
7 Boat7 dwg 3 |1/2 Birch Py = | CA\RouterCIM\Automation\Samples\DWGS\Boat 7 dwg L}
8 Boat8.dwg 3 142 Birch Ply + | C:\Router-CIM\Automation\Samples\DWGS\Boat 8 dwg )
<) Boatd.dwg 3 |1/2 Birch Piy + | C:\Router CIM\Automation\\Samples\DWGS \Boat3.dwg =
10 |BoatiDdwg 3 |142 Birch Ply « | CA\Router CIM\Automation\Samples\DWWG S\Boat 10.dwg [
11 Boatlldwg 3 [142 Birch Py ~ | C:\Router CIM\Automation\Samples\DWGS\Boat 11.dwg ]
12 |Boat12dwg 3 |1/2 Birch Ply + | C:\Router CIM\Automation\Samples\DWGS\Boat 12.dwg il

The part window itself is editable for some of the part settings. You can change a parts Quantity, or
Material directly from the part window by selecting the field and changing the value. Select a part
and then select the quantity field. It will highlight indicating you can change the value. In this case
we will change it from 4, to 8.

Parts | Job Settings | Nesting | Advanced Nesting | Dynamic Variables | Printing and Labels | Part Name | Output Fiies | Resuts |
Part®# Part Material Full Path to Part
B dwg 4 I 7 Ply -
2 Boat2.dwg 1 Ply | C:\Router-CIM\Automz
3 Boat3.dwg 2 |1/2 Birch Ply | C\RouterCIM\Automz
4 Boatd dwg 2 |1/2 Birch Piy + | C\RouterCIM\ Automz
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Parts | Job Settings | Nesting | Advanced Nesting | Dynamic Variables | Printing and Labels | Part Name | Output Files | Results |

Pat# Part Material Full Path to Part
g ] 142 Phy -
2 BoatZ dwg ] Birch Fly ~ | C:\Router-CIM* Automat
3 Boat3 dwg 2 |1/2 Birch Ply ~ | C\RouterCIMM Automat
4 Boatd dwg 2 |142 Birch Piy ~ | C\RouterCIM Automat

Changing the material is just as easy. You can pull down the materials available from the list on a
selected part and change the material to another from the list.

Parts | Job Settings | Nesting [ Advanced Nesting | Dynamic Variables | Printing and Labels | Part Name | Output Fies [ Resuits |

Pat#  Part

Qty Material Full Path to Part

3 Boat 1 dwg er-CIM\Automation'Sam 2t dwa E

2 Boat2 dwg 1 C:\Router-CIMAutomation\Samples\DWGS\Boat2 dwg
3 | Boat3dwg 172 Mapie Py C:\Router-CIM\Automation'\Samples\DW(GS\Boat 3 dwg
4 |Boalddwg 1/2 Mel TsWhte C.\Router CIM\Automation'. Samples\DWGS\Boatd dwg
5 | BoatSdwg i ﬁ;‘fﬂme _||c Routercinm Automation WGS\Boal5 dng
[ Boath dwg 174 A1 Birch " ||c\RouterCIM Automation\ Samples\DWGS\Boath dwa
7 Boat7.dwg m m %Ewm PINE C:\Router-CIMAutomation\Samples\DWGS\Boat 7.dwg
1 BoatB.dwg m m SQ‘PLE C:\Router CIM\Automation'. Samples\DW/G S \Boate dwg
9 Boat9.dwg 1/4 Baltic Birch Ply C:\Router-CIM\Mutomation’.Samples\DWGS'\Boat 5. dwg
10| Boatl0dwg Lod i CRiouter-CIM' Automation'. Samples \DWGS'Boat 10.dwg
1 Boat11.dwg 1/4 G2S Maple Melamine C\RouterCIM* Automation'\ Samples\DWGS\Boat 11 dwa
12 BoatiZdwg LT C\Router CIM Automation' Samples\DWGS' Boat 12.dwg

1/4 MDF
1/4 Mel 1sAlm 1sWhte
1/4 Mel 1sWhte

1/4 Melaming

/4 PLY
. 1/4Pymoond

1/4 White Melamine F

o

Selecting the a new material from the list changes the material that particular part is going to use.

Double-Clicking on any part will display the Part Properties.
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Part Information | Knowledge Information

Part Name C\Router CIMMALtomation' Samples\DWGS\Boat 1 dwg () Part Options
[ lgnore Layer Panel

Start Point on longest side of part

Record Desc

Material 1/2 Birch Ply - e
| Manual Ongin Part

Quartity 4 £ Maximize parts on sheet of material 22 :
pe “This will change the quantity to -1 (0 Nest and Code As Single Part
Filler City 0 @ Mest Part

Label Information (7) Code As Single Part
Customer Name Customer Address (7} Has an Associated Backside Macro

Customer Address Customer City (71 Is an Imegular Stock Shape

Customer State Customer Zip Use ShapeDone Part when possible

Customer Phone Customer Email Macro Dimensions

[ Inherit Label Data from Job

Part Crientation
Rotate Part Rotate Angle 0
[] Mimor Part Mirror Axis Horizortal

Mest Rotation Same as Material -

These are the part related properties that can be individually changed on any part in a job.

2.1.4.1 Part Properties

Part Properties

The Part Properties are broken down into two tabs. They are Part Information and Knowledge
Information.
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~% Part Properties | = | (=] i 23 |

Part Name C:\Router-CIM  Automation Samples\DWG S \Boat 1.dwg D _f_E_'rt Options
et || Ignore Layer Panel
[¥] Start Pairtt on longest side of part
Material 1/2 Birch Ply - :
. - = - .
Quartity 4 - O M?‘%E\Eﬂ;gggihfhe; gfuran:tt@flcl‘ i (7) Mest and Code As Single Part
Filler Gty 0 = @ Mest Part
Label Information (7) Code As Single Part
Customer Mame Customer Address (*) Has an Associated Backside Macro
Ciistomer Al Customer City (71 Is an Imegular Stock Shape
Customer Siate Customer Zip [¥] Use ShapeDone Pat when possible
Customer Phone Customer Email
o 4
[T Inhert Label Data from Job B
A
Part Criertation
[] Ratate Part Rotate Angle 0
[] Mimor Part Mirmor Axis Horizontal
Mest Rotation Same as Material -

oK | [ Cancel

Part Information

Path Name
This box displays the path and name of the current selected part.

Record Description (optional)

An editable field that will allow you to enter information you want to appear in the part
description location of a label or a description you want to store in the job for the part if you
do not use labels.

Material
Shows the material selected for the current part, and also allows you to change the part
material from a drop-down list containing all the materials in your current database.

Quantity
Editable field to display or set the number of the selected part you want to appear in the job.

Filler Quantity (optional)

Allows you to set any number of this part to use to fill in gaps and open space in the nest.
Use this option if you can store an extra quantity of the current part. Router-CIM will only
generate filler parts if the option to allow them is turned on and there is sufficient room in the
nest. No regular required parts from the job will be sacrificed to allow filler parts.

Label Information (optional)
There are 8 editable fields that can contain any data you think relevant to appear on the part
labels. You can place data in as many or as few of these as you wish.
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Inherit Label Data from Job

It is possible to have this data set to the same values for every part automatically if you set
them in a job and make that job a template. This setting in each parts properties to 'Inherit
Label Data from Job' will set all the label fields for each part to whatever they were set to in
the job that the parts were added to.

Part Orientation

Rotate Part

Checking this option will force the part to rotate to the angle set in the Rotate Angle field (to
the right). Whether or not the material has part rotation set, this field will override the setting
and rotate the part from the default view it was drawn in. This setting has no effect on the
material rotation angle and any material related settings will occur during the nesting section
of a job run.

Only Pattern Recognition will stop this rotation. If a part is being drilled with Pattern
Recognition and has more than 1 hole drilled at a time (in other words a pattern of two or
more) then the part will be rotation locked and cannot be rotated.

Rotate Angle
Controls the rotation angle of the part when an override to the rotation angle is needed. See
above.

Mirror Part

Checking this option will force the part to be mirrored about the axis specified to the right
(Mirror Axis).

The mirroring is done prior to cut and it is entirely possible to have a part mirrored and
rotated using the rotate commands within this section.

Pattern Recognition has no effect on mirror since the part will still have the orientation of its
holes in the same direction.

Mirror Axis
Controls the direction of the mirror. Available options are Vertical or Horizontal. The Mirror
Part box must be checked to turn this option on.

Nest Rotation

This is the default setting for the current part nested on a sheet. You can allow it to rotate
based on the material settings or force it to override the material settings and control the
rotation angle. The available options are Same as Material, ALL, 0, 0 90, 0 180, 0 90 180.
Once this setting is changed the part rotation will be set to this setting and ignore the material
setting. Note that it is possible to have this rotation set as well as the Rotate Part box
checked and multiple angle rotations will occur.

Part Options

Ignore Layer Panel

When checked, this will ignore the default rectangle for the panel size on a macro, even if
there is a layer to knowledge association present for it. It will further ignore that layer for
nesting purposes.

Start Point on longest side of part

If checked, this option will move the start point of the shapes on the currently selected part to
the mid point of whichever element on that particular shape is the longest, whether
that is a line or an arc.
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Manual Origin Part
This option is for Router-CIM macros only and will allow you to set where the origin of the

part is instead of assuming 0,0.

Nest and Code As Single Part
This option will allow all the parts in a job to have code created not only for the nests, but it

will also generate one nc code file for each individual part in the job.

Nest Part
This will cause the parts in the job to be nested on the specified material.

Code As Single Part
Any part with this option checked will be cut and have code made for just the one part and it

will not be considered for nesting.

Has an Associated Backside Macro

This option is for Router-CIM macros only and will cause Router-CIM to look for a macro with
the same name, followed by -b. The backside macro will then be cut as a single part (hot
nested) and the code included in the results folder. For instance Stylel.scn has a backside
macro named Style1-b.scn.

If Stylel.scn were a part in a job, you could check this option and both Stylel.sch and Stylel-
b.scn would be cut, but only Stylel.scn would be nested. The code for Style1-b.scn would
be as a single part.

Is an Irregular Stock Shape

A drawing that has geometry on layer IR_STOCK can be placed in a job and then if this
option is checked, that shape would be used as a piece of material for nesting. Any shape is
allowed, but it should be a closed polyline (on layer IR_STOCK).

Use ShapeDone Part when possible

Checking this option will allow the ShapeDone feature to be used on the selected part. Once
the part is cut, that part and tool paths will be placed in the ShapeDone folder so that if it is
cut at a later time, and has not been modified, it will simply be passed directly to nest and will
not be cut again.

Macro Dimensions

Generic Record X Dim
When a Router-CIM macro is used, the X dimension setting can be overridden with this field.

Generic Record Y Dim
When a Router-CIM macro is used, the Y dimension setting can be overridden with this field.

Generic Record Z Dim
When a Router-CIM macro is used, the Z dimension setting can be overridden with this field.
Note that the material can be used for the Z value to determine a parts thickness.

Knowledge Information

It is possible to have certain parts in a job nested and cut on one machine, and single parts (not
nested) cut on another machine. These single parts can be secondary operations to a particular part,
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or just some parts that you wish to cut one at a time on a different machine. These parts cannot be
nested. They can use a different knowledge drawing, DOIT file, Post Processor, and different part
settings. They all, however, must be set to Code as Single Part.

@ Part Properties

Part Information | Knowledge Information

demo dat

ROUTER.SPF

E=3 E=R=
Secondary (Back Side) Knowledge Configuration
Knowledge
demo.dwg - | Inherted
DOIT File
demo dat - V| Inherited
Machine Post
ROUTER.SFP - | Inherted
Restore Inherted Walues
oK || Cancel

Primary Knowledge Configuration

When a job has parts that are marked as Code as Single Part, the Knowledge Information
screen will be available. You can set the Primary Knowledge in this window to run with a
different knowledge drawing, DOIT file, and post processor than the other parts that are being

cut in the main job.

Secondary Knowledge Configuration

This is only for Router-CIM macros, where the part properties are marked "Has an Associated
Backside Macro". The backside macro (same name as the regular macro, with a -b at the
end) can be cut with a different knowledge drawing, DOIT file, and post processor than the
front side (nested side) of the same macro.

When using this feature, you should uncheck the box marked "Use Primary Knowledge for
Secondary Operations” if you need a secondary knowledge drawing, and also the "Use
Primary Machine for Secondary Operations" to specify the secondary post processor.
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Preview | Knowledge and Fost info |

Primary Knowledge

demo.dwg

-

Secondary Knowledge

demo dwg

[ New ] [ Edit

Primary Machine

Secondary Machine

-

]

[] Use Primary Knowledge for Secondary Operations

ROUTER.2PP - ROUTER.2FP -
[] Use Primary Machine for Secondary Operations

Material DOIT File

BPLS0_ - demo.dat -
[ Mew ] [ Edit ] [ MNew ] [ Edit

Inherited

Checking the Inherited box in any of these fields will set that particular property to the same
settings as the main window is using for the job.

2.1.4.2 Job Settings

Job Settings

The Job Settings tab in a job contains the variables that affect various aspects of the job during the
automation run. There are several sections to these settings.
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!_E‘Etg__-l Job Settings | Mesting I Advanced Nesting ! Cynamic Variables I Printing and Labels I Part Mame ! COutput Files I Results |

Wy

U

Sequence Sorting Options  RAME, TOOL SORT, CLOSEST POINT -

Mew Part Defaults
Part Nesting Options

1 Mest and Code as a Single Part [¥] Start Poirt on Longest Side of Part
@ Mest Part S p
; it
) Code as a Single Part e
*This will disable ShapeDone for this Part Defautt Filer Quartity 0

Has an Associated Backside Macro
1 Is an Imegular Stock Shape

[¥] Use ShapeDone

Output DXF for laser

This option will create a DXF file of each nest or single part cut for a projection laser to use in
order to show the layout of the parts on the table. If you do not have a projection laser, leave
this option off.

Enable Shape Done
Enabling Shape Done will turn on Shape Done for the job. If parts have the option turned on
to enable Shape Done, then a copy of the part will be stored with the knowledge drawing.

Rename Outside Layers

If this option is checked, the the area tolerance is filled in, parts with less area than the
amount listed will have the outside layer rename with a prefix of SML so that an alternate
knowledge can be used on them. This is useful if you cut small parts and they tend to lose
vacuum or move.

Sequence Sorting Options
You may select from any of the sorting options listed and that option will be used to sort all
the parts in the job during Sequence.

New Part Defaults

Part Nesting Options

Nest and Code as Single Part

Checking this option will cause Router-CIM to nest each part in the job, and also make a
separate NC program for each and every part on its own. This is useful for situations where a
part is later broken or lost, a piece of material can be placed on the machine at the home
position and run just the program for the one part.

Nest Part
When enabled, this option will cause Router-CIM to place every part in the job into a nested
sheet based on the material specified. If more than one material exists for parts in a job,
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nests will be created for each sheet with the parts specified for that material.

Code as Single Part
Using this setting will cause Router-CIM to make a separate NC program for each partin a
job. No parts will be nested together.

Has an Associated Backside Macro

When using macros, it is sometimes possible to have a macro for operations on the front of
the part and also for operations on the back of a part. When this is true, enabling this option
will allow one of the macros to be placed into a nest and the other side will be coded as a
single part with a separate NC program. This option only works on macros, and the backside
macro must have the same name as the front side but end in '-b’. For instance Style11.scn
has an associated back side macro named Style11-b.scn.

Is an Irregular Stock Shape

If you have an irregular shaped piece of material that you want to use as a sheet to nest parts
on, you may include that drawing in the job as a part and then set this option for that
particular part. Router-CIM will not cut this shape, but will use it to nest parts in.

The geometry of the irregular stock sheet should be drawn on layer IR_STOCK.

Use ShapeDone
This option must be turned on in order for a part to be passed to the ShapeDone folder and
stored.

General Options

StartPoint on longest side of part

Using this option will insure that when new parts are added to a job, the Startpoint on longest
side of part box is checked by default.

Checking this box will force Router-CIM to move the startpoint to the longest side of the part,
regardless of where the startpoint exists currently.

Default Quantity

This field allows you to set the default quantity that parts are set to when they are added to a
new job. When a new job is created, the number of parts that are set automatically will be
set to this number.

Default Filler Quantity
This parameter is to set the default number of filler parts set for each new part in a job. If

there is enough space in the nest, then these parts will be placed in the nest to fill the space
and boost sheet yield, up to the number set in this section.

2.1.4.3 Nesting

Nesting
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I Parts | Job Settings | Mesting | Advanced Nesting I Cymamic Variables I Printing and Labels l Part Mame I Cutput Files I Hesuhs|

Mested Layout Presentation Packing Direction Control

Labels @ Auto
[¥] Label Parts :

[¥] Label Repeated Parts

) Horizontal Packing

() Vertical Packing
Text Size .75
Mesting Start Point
Summary Report i
[¥] Include Summany Report

Text Size Fa |
@
Location  Right - ;
Length 40 S Chiok
Accuracy 1 -
Measurement Decimal Imperial - a

[ Use AutoMEST Font Settings
[7] Display Repeated Layouts

[¥] Save Mests or Parts as Drawings

[¥] Save AutoMEST Parts and Tasks

Nested Layout Presentation
This section contains parameters that affect the look of the nested sheet, summaries, and part labels
on the nest.

Labels

Label Parts
If you want the parts in the nest labeled, check this option.
This option is ON by default.

Label Repeated Parts
Check this option when you want each part in the nest labeled, even when it is duplicated in

the nest pattern.
This option is ON by default.

Text Size
Set the text size (in current units) for the text that appears on the part labels.
Default value is 0.75"

Summary Report

Include Summary Report
The Summary Report is a recap at the end of the last nested sheet that shows how many
parts have been nested and the material cost.
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NESTING SUMMARY

PART NAME BASIC QTY
12/12
12/12
8/8
4/4
12/12
10/10
8/8
4/4
1212
10/10

WO~ UJ B W=

—
o

TOTAL PARTS NESTED 92/92

STOCK QTY
£0.0"x96.0" =]
TOTAL S
Text Size

FILLER QTY

COST
90.00

90.00

This setting controls the text size of the summary report.

Location

The location of the Summary Report can be set to either RIGHT, TOP-LEFT, or TOP-RIGHT.

Length

This is the distance between the nested sheets as they are displayed on the screen. This

value is in default units.

Accuracy

This is a font setting for the decimal places that will show for the numbers in the nest
summaries. For instance using 1 will show a material as 96.0x60.0. Using more than one
will increase the number of decimal locations that are reported. 1-4 are the only possible

inputs in the list.

Acouracy W

M easurement 2

3
[] Use AutoMest 4

[] Dizplay Fepeated Layouts

Measurement

The measurement type will be used by the font that displays the units used in the nesting and

summaries.
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Accuracy 1 L

M easurement Decimal Impenal w

[] Use Autobest b i

Display Flenest .ﬁ.rchitectyral Impe_rial
O e E hgineering |mperial

The default setting is Decimal Imperial.

Use AutoNest Font Settings

Checking this box will override the Accuracy and Measurement settings above and use the
settings set by the nest program instead.

The default is to leave this box unchecked and use the settings in this menu.

Display Repeated Layouts

Using Display Repeated Layouts will show a nested sheet in the nest drawing for every sheet
needed in the job. Typically, if there is a nest that needs to be run more than once, the
quantity field will simply show the quantity of that sheet that you need to run, instead of
making duplicate nests. So, if you run a job and the nest drawing shows 2 sheets, but there
are several programs to run, then you can check the sheet quantity in the nested sheet for
how many instances of that sheet are needed.

Save Nests or Parts as Drawings

Checking this parameter will save a copy of the nest layout drawing or single parts drawings in the job
results folder. This is useful to review the nest results for a job.

Save AutoNEST Parts and Tasks

Checking this option will create a folder inside the job results folder containing the AutoNEST parts
and task files for the job. This is useful if you want to keep the results folders for backup and need to
run the nest later.

Packing Direction Control

Packing Direction Control is the setting for the method used to place parts on the nested sheet.

Auto
Auto will place parts with no particular preference for Horizontal or Vertical packing, but using
the most efficient method to gain yield from the sheet.

Horizontal Packing
Horizontal Packing will favor placing parts across the sheet (in X) before moving up the sheet
(in'Y).
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HORIZONTAL PACKING

First Priority

Vertical Packing

Vertical Packing will favor placing parts moving up the sheet (in Y) before moving across the

sheet (in X).

|mmn |mmn |"“"“'“ VERTICAL PACKING

First Priority

N N

Nesting Start point

This selection will change the location where nest starts placing the parts.
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Meszting Start Point

O O
® O
Sheet Origin

The sheet origin is the corner where 0,0 is located, affecting the creation of the nc code by generating
X, and Y values relative to the start point.

Sheet Ongin
O O
@® O

2.1.4.4 Advanced Nesting
Advanced Nesting Module

Advanced nesting is a set of features that allow for more efficient methods of cutting parts in a nest.
There are methods to keep the tool down in the material for as long as possible while cutting all the
profiles of the parts (Staydown). There is also a method to cut in on two parts at the same time by
cutting between the parts and spacing the parts so that the cutting tool contacts a part on each side
as it moves through the sheet (Common Line). One advanced method involves cutting both sides of
a sheet while the parts are still nested together by first cutting one side (but not cutting through the
parts, then flipping the sheet over and cutting the other side, cutting the parts loose at that time
(Backside Nesting). The final advanced method is a procedure that allows you mix multiple jobs
together, but control the number of jobs that get mixed into one sheet, allowing you to sort the parts
easier as they come off the machine, but still allowing higher yields in the sheet by allowing the
maximum number of parts/sizes available to fill the nest (Cart Control Nesting).

There are additional advanced nesting controls located in the Material Database section including
Multi-Stock Nesting and Skeleton Scrap Cut.

Each of these methods are described here along with their required settings.

© 2013 CIM-Tech.com, Inc.



120

Router-CIM Automation

! Farts | Job Settings I Nesﬁiﬂ! Advanced Nesting ! Cymamic: Variables I Printing and Labels I Part Mame | Output Files I Hesultsl

Nested Layout Presentation Nesting Bridge Parameters
Horzontal Spacing 1.1 N © Staydown © Common Line
Wertical Spacing 1.2 f -0 5000000000
Layouts per Row 0 : 2

e

JL

5

Skeleton-Cut-Off

[T] Enable Backside Nesting
Open Cart Control Grouping Key  Mone -

2.1.4.4.1 Nested Layout Presentation

Nested Layout Presentation

The options in Nested Layout Presentation will allow you to format the result nest drawing so that the
nested sheets are easier to see, read and print. You are allowed control over a system of layout that
has rows and columns, referred to as Horizontal Spacing, Vertical Spacing, and Layouts per Row.

Horizontal Spacing
This is the setting for the horizontal spacing between the nested sheets when repeated horizontally.
This would be similar to the spacing between Columns on a spreadsheet.

Vertical Spacing
This is the setting for the vertical spacing between the nested sheets when repeated vertically. This
feature would be similar to the spacing between Rows in a spreadsheet.

Layouts per Row
This is the number of nested sheets in a row to display horizontally. The sheets will continue
vertically until all sheets are shown.
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2.1.4.4.2 Nesting Bridge Parameters

Nesting Bridge Parameters

Off
Mesting Bridge Parameters
i@ Off (71 Staydown 71 Common Line
Bridge Widtl 0. 250000000

]
¥
]

L |

]

]

I

T

T

T

]
.|;:r|.:

Setting this parameter to Off will create a standard type of nest and place the parts on the sheet with
all their tool paths. This is the default method of nesting with no advanced features. Typically this
results in a separate tool path around each, individual part in the nest.

Staydown Nesting

Mesting Bridge Parameters

i Off @ Staydown 71 Common Line
Bridge Width -0.2500000000
Minimum Comer Offset 3.

Minimum Bridge Angle 5'|:II ]

Maimum Bridges Per Part 5.
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BridgeWidth

Staydown nesting will attempt to place the tool in the nest and leave the tool in the material as much
as possible as it cuts around all the parts. This will typically create small bridges between the parts
as the tool cuts around them.

Bridge Width

Use this parameter to set the width of the bridges between the parts. These bridges can be a
positive value so that there is a tab holding the parts together, or it can be a negative value
so that the tool overlaps the starting point of the bridges.

Minimum Corner Offset

The minimum corner offset is how far from the corner of the nested part the bridge can
appear. You do not want the bridge on the very corner of the part, especially if you wish to
use a negative tab that the tool will cut off. Typically you would put a number in there that
would allow for the entire tool diameter to move from the tab to the corner of the part
(so at least 1 tool diameter plus).

Minimum Bridge Angle

This is an angle between 45°-90°, to specify the minimum angle to consider for placing a
bridge between two parts. Typically you would not want an angle that was too acute, or the
bridge and resulting corner can become unsuitable for a tool to cut.

Maximum Bridges Per Part

There will often need to be several bridges on a part depending on the nest. This field limits
the number of bridges that the nest can use to hold the parts together. This sometimes
means that there will be more tool paths made if the number of bridges is too small. A good
starting default is 4.

lNMustration for Bridge Parameters

Min. Corner Offset

E@ Mo, of Bridges per Part= 2

Mo, of Bridges perPart= 3

Min. Angle=45 ~ 50 degrees

The Cut cycle should be Center Line Ramp with no offsetting.

Note: In your DOIT file, do not cut the outside part layer. Turn that association off.
The DOIT file needs a knowledge to layer association to cut the tool stay down geometry

created by Autonest. You must make a knowledge called STAYDOWN and associate it to a
layer called STAYDOWN. This one knowledge will be used to cut all materials in your job.
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If you need a different knowledge for each material in your job, you can make a layer /
knowledge association formatted like this:

Knowledge name: MATERIAL CODE+STAYDOWN
Layer name: MATERIAL CODE+STAYDOWN

As an example, The ¥ MDF material has a material code of 75MDF and parts on this
material will use a knowledge called 7SMDFSTAYDOWN and their staydown geometry will
be on a layer called 75SMDFSTAYDOWN. The tool radius in this knowledge is used as the
offset for part nesting. Other knowledges can cut this layer as well but the stay down
geometry can only be cut on center and cannot be offset.

If you have parts on other materials, they will be cut using the regular STAYDOWN
knowledge because they do not have a knowledge associated with the material code.

Copy the pack and go file to your Router-CIM\Automation\PackAndGo folder. To import the
Pack and Go file go to the Import Wizards menu and choose Pack and Go. Then select the
STAYDOWN_EXAMPLE.pag file and click the Unpack button in the Pack and Go Import
window.

Small part cutting can still be used by making a knowledge that cuts the outside geometry
and has a lower rank than the staydown knowledge. The small part cutting knowledge would
be cutting the SML outside part layer.

Common Line Nesting

Mesting Bridge Parameters
Cff Staydown @ Common Line

o

Common Line will create a series of tool paths between the parts attempting to make the fewest tool
path moves and still cutting all the parts. This means that the tool will be cutting parts on both sides
of the tool path, instead of making one tool path around each individual part.

The Cut cycle should be Center Line Ramp with no offsetting.
Note: In your DOIT file, do not cut the outside part layer. Turn that association off.

The DOIT file needs a knowledge to layer association to cut the common line geometry
created by Autonest. You must make a knowledge called COMMONLINE and associate it to
a layer called COMMONLINE. This one knowledge will be used to cut all materials in your
job.

If you need a different knowledge for each material in your job, you can make a layer /
knowledge association formatted like this:
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Knowledge name: MATERIAL CODE+COMMONLINE

Layer name: MATERIAL CODE+COMMONLINE

As an example, The ¥ MDF material has a material code of MDF75 and parts on this
material will use a knowledge called MDF75COMMONLINE and their common line geometry
will be on a layer called MDF75COMMONLINE. The tool radius in this knowledge is used as
the offset for part nesting. Other knowledges can cut this layer as well but the common line
geometry can only be cut on center and cannot be offset.

Parts in the same job on different materials will need a knowledge / layer association that
matches the MATERIAL CODE+COMMONLINE format.

If you have parts on other materials that do not have a knowledge associated with the
material code, they will be cut using the regular COMMONLINE knowledge.

The tool diameter in this knowledge is used as the bridge width for part nesting.

Small part cutting can still be used by making a knowledge that has a lower rank than the
Common line knowledge and it cuts the SML outside part layer.

Consider the following nest of parts, cut with Common Line:

These parts are laid out according to size so that the common edges are matched. Looking at the
same nest without the parts, shows the tool path motions:
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3 3 E] 3 a El El 3 El 3 1 3 E] 3
+ 4 ] + 4
Il i ] Il i
] 4 1 ] 4
4 i L] 4 i
+ 4 1 + 4
] 4 ] ] 4
+ 4 ] + 4

Here the hint of fact that there are really only two tool paths on the entire nest starts to show. If we
isolate just the vertical tool path (red line shown) we can see:

) ] 1 3 ] a k] ] 1 q n a k] ]
1 4 1 1 4 o
4 L q 4 L
+ 4 1 + 4
+ 4 ] + 4
+ 4 ] + 4
] 4 ] ] 4
+ 4 ] + 4

The above illustration shows that the tool path winds through the parts without lifting, cutting each of
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the vertical sections as it moves through the nest.
Further isolating the horizontal tool paths shows the rest of the tool path.

3 3 k| k] b | 3 3 3 3 k] 3 i 3 3
4 4 Ll + P
i i ] i i
1 4 1 1 4
+ 4 ] + 4
+ 4 1 + 4
] 4 ] ] 4
+ 4 ] + 4

This is the horizontal path that cuts the rest of the geometry in the nest.

The end result being that with only two tool paths the tool is able to stay in the nest longer, eliminating
the constant index moves from part to part and also is better able to maintain a more constant chip
load, which keeps the tool cooler and makes it last longer. The result being a faster and more
efficient process.

2.1.4.4.3 Enable Backside Nesting

Enable Backside Nesting

Use this option to turn on and off the Backside Nesting feature.

Backside nesting will allow you to cut on both sides of a nested sheet, enabling you to make all the
necessary router operations on a part without having to place any parts back on the machine one at a
time for re-processing.

Typically the back side is cut first. Outside profile cuts (through cuts) can be made halfway through
on the back and then all the way through on the front, or they can be cut all the way through on the
front side (second side).

Consider the following nest of parts:
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In this scenario, the bottom sheet has all the glass pockets, hinge hardware cuts, etc. that will be
necessary on the back side. Then there is a reference cut made on the top and top left corner of the
sheet. Next the sheet can be flipped over with the reference point being placed against the location
pins. Then all the parts can have the details cut and then the profiles can be cut, releasing the part
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from the sheet. In this case, Common Line cutting could also be used on the top to reduce the cycle
time necessary to release the parts from the sheet.

Operation

The general rules to this method are that all the geometry for the part (front and back side) must be in
one drawing and on separate layers that can be controlled with a layer to knowledge association in
the DOIT files.

In the drawing shown above, the red geometry is cut on the front side of the sheet and the blue
geometry is cut on the back side of the sheet. Both front and back geometry must exist in the same
drawing, dxf, or macro file.

The front and or back geometry can have negative thickness. If you want your knowledge to cut to
the geometry thickness, then your total cut depth can either be left blank, or have a capital A, or a
backslash and a value. Blank or A will make the cut depth to the geometry thickness. A backslash
and a value will cut that value more or less than the geometry thickness:

JIIUS IMTomEtion

Safety Plane  [7.25 |

Depth per Pass
Total Cut Depth

This example will cut .005 MORE than the geometry thickness. If the geometry is -.75 thick, the cut
depth will be -.755

© 2013 CIM-Tech.com, Inc.



Router-CIM Automation Suite 129

Status Information

Safety Plane |‘.25 |

et o s
Totl Cut Degt

This example will cut .125 LESS than the geometry thickness. If the geometry is -.75 thick, the cut
depth will be -.625

In the DOIT editor, there are two tabs. One for cuts on the first side and one for cuts on the second
side. The order of these are as follows; The Back Side tab is for the cuts that will happen first,
before the sheet is turned over. The Front Side tab is for the cuts that will happen when the sheet is
flipped over, containing all the cuts that will happen last and when the parts are cut loose from the
sheet.

Knowledge to Laye

INSIDE-PLY INSIDE-PLY
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Knowledge to Layer Association
Front Side E Side

e Knowledge Layer
W | 375 DRILL FULL 375 DRILL_FULL
Ll _A5CUT_FULL _45CUT_FULL
1 | NSIDE cuT _INSIDE_CUT
& AOUTSIDE EUT _OUTSIDE_CUT
1 | OUTSIDE CUT SML | SML_OUTSIDE_CUT
& _QUART_DRILL_FULL | _QUART_DRILL_FULL
] _TNUT_DRILL_FULL _TNUT_DRILL_FULL
& BLANK BLAMK
] BORDER BORDER
[l BORE_250 BORE
] COR_INSIDE COR-INSIDE
[l COR-DRAIN COR-DRAIN
] COR-ENGRAVING COR-ENGRAVING
El COR-OUTSIDE COROUTSIDE
] CUTOUT_WAINSCOT CUTOUT_WAINSCOT
El CUTOUT_WAINSCOT PROFILE_RPJAMB
0 DADO CUTOUTBACKDADO
[l DADO CUTOUTBOTTOM

Once you make the associations in these two lists, save the DOIT file.

If you want to cut half way through on the front, and half way through on the back, then you need a
knowledge and layer association that cuts half way through for both the Normal tab and another (or
the same) knowledge association for the After Nest tab. If you want to cut all the way through on the
front side, then that knowledge / layer association should be done in the Normal machining tab.

Note: You would never cut all the way through on the Back Side because that would separate
all the parts and you could not flip the sheet over!

The 2 sided nesting is activated by checking the box in the Advanced Nesting tab that says 'Enable
Backside Nesting'.
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Mested Layout Presentation Mesting Bridge Parameters

; @ ] ) ;
Horizontal Spacing 1.1 B Of B o Comempny La:

- ) T
& Vertical Spacing 25 'l) b 0. 2500000

Layouts per Row 0 - 3

En

F

Skeleton-Cut-Off

Open Cart Cortrol Grouping Key  MNone -

Also in the Advanced Nesting tab, the vertical spacing needs to be set at 2.5 or more. This ensures
that there is enough room to mirror the sheets.

Note that 2 sided nesting requires rectangular stock only, irregular stock shapes with more
than 4 sides will not be mirrored.

Trim cut
A trim cut is made along the edge of the back side sheet. This trim cut ensures a good edge to place
up on the pop up pins when the sheet gets flipped over.

Router-CIM automatically makes geometry on layer pin_trim. You need a knowledge named
pin_trim associated to layer pin_trim in the after nest DOIT file.

Note: pin_trim Knowledge: This will be a Center Line Cut set to offset by the tool radius, cut
to the RH and CCW direction.

The pin_trim geometry is offset by % of the edge allowance and will be shaved off the back side of
the sheet and the origin of the main nc code file will be shifted by that amount.

Results
When the job is run, the results will have two NC Code files for each sheet.
The regular sheet name and one with PRE in the name. The PRE is the back side and it is run first.
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& C:\automation_code\2SIDED_doors |:| |§| D__<|
.p

File Edit ‘iew Favorites Toaols Help i

eBack @ \_) Lﬁ /:__\J Search 0= Folders v

address I3 Chautamation_code\2SIDED_daars v| e

AnestTasks I’:J Labels
|

File and Folder Tasks

AnestParts

() Make anew Folder
@ Fublish this folder to the (=
Web

W

NestedDiiiGs SummaryReport

o [, [ %)

e Share this Folder

FOEFE T

] MDF75_2,0ut
OUT File

QUT File
10KE

MDF75_1PRE.out
QLT File
Z1KE

.
=

MDF7S_4.0ut %t:l MDF7S_3PRE.out
=

Other Places

| automation_code

My Documents

MDF7S_3.out
QUT File
SKE

QUT File QLT File
ZKE 16 KE

| Shared Documents

w)[e) W% U U

C) Iy Computer MDF7S_ZPRE. out schedule_file.sch MDF75_5.out
‘ﬂ My Hetwork Places SZLIEBHIB ??(LBServer Replication Snaps... ggg File
MOF75_4PRE. ouk MDF75_6.out
Details OUT File QUT File
JKE 1KE

ZSIDED_doors

File Folder

Date Modified: Yesterday,
January 28, 2009, 3:26 PM

Schedule file
The schedule file will be created with the files listed in the proper order to be executed.

,MDF75_1PRE.OUT,1,1,00:00:00,00:00:00
,MDF75_1.0UT,1,1,00:00:00,00:00:00
,MDF75_2PRE.OUT,1,1,00:00:00,00:00:00
,MDF75_2.0UT,1,1,00:00:00,00:00:00
,MDF75_3PRE.OUT,1,1,00:00:00,00:00:00
,MDF75_3.0UT,1,1,00:00:00,00:00:00

WWNNRP P

2.1.4.4.4 Cart Control Nesting
Cart Control Nesting

Open Cart Control Grouping Key

This is the field you can use to set the cart name or number for each part. You can choose from
Record Description, or Label Fields 1-8 (Customer Info 1-8 by default).

Whichever key you choose, when adding parts to a job, you will place the cart name or number in the
specified field so that the nest program can group the cart parts together.

Cart Control Nesting

Cart Control Nesting will allow you to control, to some degree, the jobs that are nested together on
your sheet stock when multiple jobs are run together in Router-CIM Automation. Normally if you
place parts from multiple jobs together in Router-CIM, there is no control over which parts will end up
together on a sheet, since yield is the highest concern at that point. This can lead to confusion or lost
time as the parts are sorted at the machine, after being cut, so that they can be stacked together with
other parts from the same job.

As an example, if you had parts from 5 jobs together, it is entirely possible to have parts from all 5
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jobs on the same sheet. This would cause the workers removing the parts to have 5 stacks (or carts)
at the machine so that they can place the parts from the same jobs together. A more efficient way of
performing these tasks might be to limit how many carts (or jobs) can be nested together on the same
sheet.

So, if the max number of carts is set to 2, then you can only have parts from 2 carts together on the
sheet at one time until one of the two carts is finished, then another cart is added so that there are
still only two until one of those carts runs out of parts, then another is substituted, and so on until all
the parts from all 5 carts are finished. This way there are no more than two carts to stack at one
time, or possibly 3 if you run out of parts for a cart part way through a sheet.

To control this in Router-CIM, you must have the Advanced Nesting option and in the Advanced
Nesting tab set what field will be the Open Cart Control Grouping Key in the part parameters.

Open Cart Control Grouping Key | [ l:]
None

Customer Name
Customer Address 1
Customer Address 2
Customer City
Customer State
Customer Fip
Customer Phone
Customer Email

Once this is set, in your job you should set which parts belong to which job (or cart). In the case
below, the part is set for Cartl. You can use any description for the field that identifies the cart, as
long as all the parts in the same cart use exactly the same description.
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#ﬁ Part Properties | =HE= A

Part Information | Knowledge Information |

Part Name C\rim_workc\STYLEQ.SCN (] Part Options
I Panel
Record Desc ;‘ Crices Loasx Fan
[¥] Start Point on longest side of part
Material 34 MDF -
[] Manual Origin Part
Quantity 26 [7] Maximize parts on shest of material T :
~This will change the quartity to -1 () Nest and Code As Single Part
Filler Gty 0 - @ Nest Part ,
Label Information (7) Code As Single Part ||
Customer NCustomer Address () Has an Associated Backside Macro
Giistomer Adires Customer Gty ) 1z an Imeqular Stock Shape
Customer State Customer Zip
Customer Phone Customer Email Macro Dimensions
Length 5 P
[ Inherit Label Data from Job VWidth 18 @
Depth MDF75 P
Part Crientation
[] Rotate Part Rotate Angle 0
[] Mimor Part Mimor fds Horizontal
Mest Fotation Same as Material -
[ ok || canesl |

In the material, you can choose the number of Jobs per cart. This is really the number of groups of
parts that have the same record description per sheet in this material. The Open cart threshold is an
override that says if there is at least the percentage shown of available space then go ahead and add
another group of parts with the same description on this sheet. In this case, only two carts can be on
the same sheet because there would have to be 100% of the space (empty sheet) left over in order to

add a third cart to the sheet.

r —
\% Material Properties

———

1

Material Description 3/4 MDF

Material Code

Stock Settings
Sheet Stock Y Dim

Sheet Stock X Dim
Thickness

Bridoe Width

Cost

MDF75_

Material Handling Code

43
97
0.75
0.85
0.00

Jobs per Cart
Open Cart Threshold

[] Z0is top of Material

Edge Allowances

Top
f'.125
Left 0125 0.125 | Right
0.125
Bottom
Imegular Stock Edge Allowance  0.125

This example will use a job that has 10 parts that belong to 5 different carts. The breakdown is like

this:
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Part#

LB
2

7 G 6 61 ) G G B 6

Part

STYLEO.SCH

Stule150 2ok
STYLEZSCH
STYLEE.SCH
STYLEB.SCH
STYLEA.SCH
STYLED.SCH
STYLED.SCH
STYLED.SCH
STYLED.SCH

[ty I aterial

3/4 MDF

12 34 MDF
a 34 MDF
4 34 MOF
12 34 MDF
10 34 MOF
g 34 MOF
4 34 MODF
12 34 MOF
10 34 MOF

¥ Dim
CART1 v | 12
CART 2 v | 15
CART3 v| 23
CART 4 [v| 13
CARTS5 v 18
CART 2 v 16
CART 3 v | 23
CART 4 v | 13
CARTS5 v 18

't Dhirn

< Dlimn

Full Path to Part

16
22
32
23

ECEE A

TYLEDSCH

il C:hrcim_workhStle150. 2on
75 C:Araim_warkhSTYLEZ SCMN
7h C:hrzim_workWSTYLEE.SCM
i C:hreim_workhSTYLES.SCMN
7h C:hrzim_work W STYLES.SCM
758 C:hrzim_work W STYLED.SCH
il C:hroim_workhSTYLEODSCM
7h C:hrzim_work S TYLEDLSCM
il C:hrcim_workhSTYLEQLSCM

< | >
Once this job is nested with the previously set parameters the sheets will look like this:
PaRT I-CART 1 PART {-CART 1 PART I-CART 1 PART 1-CARTL PART 1-CART 1 FART 1-CART |
FART I-CART 1 PART 1-CART] PART 1-CAET 1 PART 1-CHRT 1 PART 1-CART |
PART 3=CART 1 PFART E=CART | PART E=CART 1 FART 3-CORT 1
PART @-CART 1 || PaRT 2~CaRT 1 || #ART e-CaRT 1 || PART g-CoRT 1
PART 2-CART 1 PART 2-CART | PART o-CART 1 PART 2-CmRT 1

Sheet 1 has parts 1, 2, 3, and 7 which are from Cart 1 and Cart 2. Cart 1 is finished.
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Sheet 2 has parts 3, 4, 7 and 8 which are from Cart 2 and Cart 3. Cart 2 is finished. Cart 3 is also
finished.

- ™ rd N ’ ™ - ™
PARY 5-CORY 4 FARY 3-CART 4 PART 5-CART 4 PART 5-CARY &

N / ™ - ™~ / AN /
' N rd ™ d ™ ’ N
PART 5-CORT 4 FARY S CARY 4 PART 3-CART 4 PART S-CARY 4
™, / ™ / N s N\ /
/ N d ™ d N / N

PART S-CART 4 PART 5-CaRT 4 PART 5-CART & s
™ s N\ / N /- hY /
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Sheet 3 has part 5 which is from Cart 4 only.

PaRT 9-CART 4
PaRT S—CaRT 4
PART 9=CART 4

PRRT 9-CART 4

FaRT 9-CaRT 4
PART S-CaRT &

PART 9=CART 4

PART 9-CART 4

PART 9-CART 2
PRRT S-CWRT 4

PART P=CART 4

PART P-CART 4

PART 1D=CART 3 PART 10-CART 5 FART 10=CART 5 PART |0=CART 5
PART §=LART 3 FART 4=CART 3 PART E=LART 3 FART §=CART 5

Sheet 4 has parts 6, 9, and 10 which are from Cart 4 and Cart 5. Cart 4 is finished.

FART 10-CART 5

PART 1D-CART 5
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2.1.45 Dynamic Variables

2146

Dynamic Variables

I ame Walle

MELYED 75
PL+250 25
MOFe 75
WHTYE 0,750
BIR25 0.25
MELYS 0.750
AL 75 0,750
BEFZ5 021487
MELZ5 0.25

Printing and Labeling

Printing and Labeling

This section will show all the Dynamic Variables from a macro job or part. If there are no macros in
the job, the default will show each of the materials as the materials can be used for setting thickness

in a macro.

| Parts | Job Settings | Nesting | Advanced Nesting | Dynamic Variables | Prirting and Labels | Part Name | Qutput Files | Resuts|

Assembly Labels
@ Use Top Down Label Data Precedence
1 Use Bottom Up Label Data Precedence

Printing and Reporting
Select Printer  Adobe PDF

[T] Print Nests

[ Print Non-Mested Parts

[] Reset Sheet Counter for Each Material
[ Print Material Usage Report

[T] Print Sheet Quartity on Label

[ Print One Barcode Label per Sheet
Create Summary Report

Assembly Labels

Labels
Customer Name

Customer
Customer
Customer City
Customer State
Customer Zip
Customer Phone

Customer Email

This options allows you to define how the labels will be printed depending on the layout of the

part nest.
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Azsembly Labels
@ Use Top Down Label Data Precedence
|Use Bottom Up Label Data Precedence

Printing and Reporting

Prirting and Reporting
Select Printer  Adobe PDF -

[ Prirt Nests

|| Prirt Mon-Mested Parts

|| Reset Sheet Counter for Each Material

[T] Print Material Usage Report

|| Prirt Sheet Quantity on Label

|| Prirt One Barcode Label per Sheet

[¥] Create Summary Report

Select Printer
This option will allow you to select a printer for the plotting of the nested and non-
nested parts.

Print Nests
If checked, you will get a print of each nested sheet sent to the printer automatically during
the job run. One print for each nest.

Print Non-Nested Parts
If checked and you have parts that are set to Code as Single Part, they will be printed during
the job run. One print for each part.

Reset Sheet Counter for each material

If checked, the counter for the nc code file will have its numbers reset each time it
encounters a new material. So if you had two nests, one on MDF75 and one on BIR500, you
would get files named MDF751 and BIR5001. If the box was unchecked, you would get
MDF751 and BIR5002. The last digit is the sheet count.

Print Material Usage Report
Turned on, a material report will automatically be printed at the end of the job.

Print Sheet Quantity on Label
Turned on, you will have the number of the sheet listed for each nc code file on the label.

Print One Barcode Label per Sheet
If checked, there will be a barcode label printed in the label file for each sheet nested in the
job.

Create Summary Report
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If checked, there will be a summary report created at the end of each job run. This will be an
Excel spreadsheet and contain material and tooling data for the job.

Labels

This section is where you can place any custom data you wish to appear on your labels for each part.

Labels
Customer Name

Customer
Customer
Customer City
Customer State
Customer Zip
Customer Phone

Customer Email

2.1.4.7 Part Name

Part Name
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| Parts I Job Settings I Mesting I Advanced Nesting I Chynamic Varables | F‘rint_ir_1g and Labels ﬁ;ﬁame Qutput Files | Hasultsl

Section 1 Section 2 Section 3 Section 4 Section §

() Part Name () Part Name () Part Name () Part Name () Part Name

@ Part Number () Part Number () Part Number () Part Number () Part Number
71 Material () Material () Material () Material
71 ¥ Dim () ¥ Dim () ¥ Dim () ¥ Dim
71 Y Cim ) Y Dim ) Y Dim ) Y Dim
-1 Z Cim () Z Dim () Z Dim () Z Dim
7 Quantity ) Quantity ) Quantity ) Quantity
71 Job Mame ) Job Mame ) Job Mame ) Job Mame
) Label 1 () Label 1 () Label 1 () Label 1
) Label 2 () Label 2 () Label 2 () Label 2
) Label 3 () Label 3 () Label 3 () Label 3
) Label 4 () Label 4 () Label 4 () Label 4
@ Mone @ Mone @ Mone @ Mone
Section Prefbc Section Prefbc Section Prefoc Section Prefoc

Sample Part Name |1

There are 5 possible sections to compile the data embedded in the part name as it appears on the
nested sheet. Each section will appear in the Sample Part Name box at the bottom to show an
example of how the name might look should certain options be specified.

The prefix for each section can be specified as a character you wish displayed between each field.

The following shows Section 1 set to Part Name instead of Part Number:

Section 1
@ Part Name

) Part Mumber

Sample Part Mame | SampleFart dwag

Changing Section 1 to Part Number and Section 2 to Part Name gives you this result:

Section 1 Section 2
@ Part Name ) Part Mame
Part Mumber @ Part Mumber
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Sample Part Mame | SampleFart dwg 1

And using all 5 sections could give you the following result (which is a very long file name).

Section 1 Section 2 Section 3 Section 4 Section &
@ Part Name 1 Part Name ) Partt Name ) Part Name ) Part Name
Part Number @ Part Number 1 Part Number ) Part Number ) Part Number
Material @ Material 1 Material ) Material
X Dim ™1 ¥ Dim ™) ¥ Dim ™1 % Dim
Y Dim i Y Dim i Y Dim i Y Dim
Z Dim i Z Dim i Z Dim ™ Z Dim
Cluariity (71 Quantity @ Quantity (™) Quantity
Job Mame i) Job Name i) Job Name 1 Job Name
Label 1 ® Label 1 ® Label 1 @ Label 1
Label 2 ® Label 2 ® Label 2 @ Label 2
Label 3 () Label 3 () Label 3 ) Label 3
Label 4 () Label 4 () Label 4 () Label 4
Mone 1 Mone 1 Mone i None
Section Prefix Section Prefix Section Prefix Section Prefix

Sample Patt Name |SampleFart dwg 1 _MDF75_12 Joblabell

Keep in mind that this is to set the name of the part as it shows in the nested sheets. If you have
small or narrow parts, and a lot of combinations to the name field, the text will overlap other parts and
could become confusing.

The default is to use only the Part Number.

2.1.4.8 Output Files

Output Files

This is the location where you can specify the file extension that you need the NC code file to be.
Simply change the 'out' to your required extension. All NC code output files will have this extension.

Output File BEdension  out

Similar to the Part Name section the Output Files parameters contain 5 sections to allow you to string
together names for the NC Code files that have the proper meaning for you.
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| Parts l Job Settings I Mesting I Advanced Nesting I Dynamic Varables | Printing and Labels I Part Name | Output Files | Results

Output File Bdension out
Section 1 Section 2 Section 3
) Job Name ) Job Name 1 Job Name
@ Material Name 71 Material Name 1 Material Name
) First Materal Attribute ) First Material Attribute ) First Materal Attribute
) Label Field 1 ) Label Field 1 ) Label Field 1
) Label Field 2 (71 Label Field 2 ) Label Field 2
@ Mone i@ Mone
Section 4 Section 5
7 Job Name ) Job Name
7 Material Name ) Material Name
1 First Material Attribute ) First Material Attribute
") Label Field 1 () Label Field 1
" Label Field 2 () Label Field 2
@ Mone @ Mone
MDF75

The default name for the code files is set to Material Name. Using other combinations appends those
combinations to the name. Examples of the name are show below.

Using all 5 fields can create a very long file name, and there are no delimiters between the sections
(as some controllers will not allow special characters).
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Output File Bdension  out

Section 1 Section 2 Section 3

™ Job Mame @ Job Name ™ Job Name

@ Materal Name ) Material Name 71 Material Name

(7 First Material Attribute ) First Material Attribute i@ First Material Aftribute

") Label Field 1 71 Label Field 1 (7 Label Field 1

7 Label Field 2 ™) Label Field 2 (7 Label Field 2
1 None 1 Mone

Section 4 Section &

1 Job Mame (1 Job MName

1 Material Name () Materal Name

(") First Material Attribute (") First Material Attribute

@ Label Field 1 (") Label Field 1

7 Label Field 2 @ Label Field 2

) Mone ) None

MOF7512_Boat_PartsBlueJoblabel1Joblabel2

So this filename would be MDF7512_ Boat_Parts BlueJobLabellJobLabel2.out

2.1.49 Results

Results
The results section will display a log for each time the job is run, and place in the log the results of the
run.
Entry Type Entm Date Entry Tewxt
- Jaob CartControl_1 Completed Suc fully. Elapsed time: 2 minutes and 45 zeconds
| Aydit Entry 141242003 Job CartControl_1 Comnpleted Succezsfully. Elapsed time: 2 minutes and 41 zeconds
Ayt E by 11272009 Job CartContral_1 Completed Successfully. Elapsed time: 2 minutes and 55 zecaonds

You can double-click on any of these logs, and you will see the summary:
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[ Log Entry
Date 1422420039

Type | v |

Descrption  |Job CartControl_1 Completed Successfully. Elapzed
time: 2 minutes and 45 seconds

(] 4 ] [ Cancel

Also right-clicking on an entry shows a menu which will allow you to add a new entry, edit and entry,
or delete an entry.

Entry Type Entry D ate Entry Text

- S SEm— mrpleted Successfully. Elapsed time: 2 minutes and 45 seconds

= Ayt Enty 1 brnpleted Successfully. Elapsed time: 2 minutez and 41 zeconds
= Ayt Enty

brnpleted Successfully. Elapsed time: 2 minutez and 55 zeconds

2.2 Variables Window

Variables Window
The variables window displays all tagged variables for a part, or any global variables for an assembly.

Tagged Variables
These variables are marked in the macro as tagged so that they may be modified in the job

individually. In this instance a door macro is selected and several variables display in the Variables
Window.
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1|
oj
x

-
|83

; =
File Tools ImportWizards H

| = B - 2] E“ x x ‘ E z H ‘ ' 3
New Folder Job Wizard New Job Add Assembly Part Properties Edit Geometry Delete Folder/Job Delete Part | CAD System  Touchand Cut Materials | Results Folder RunJob
[ 10b LiorarysamplesiviDepoors oy (7 | Pats |JobSetings | Nesing [ Advanced Nesing [ Dynamic Varisbles | Printing and Labels | Part Nome | Outpud Fis | Resuts |
Falder/Job Name Created Date Modfied Date e Gy | NasE LL 2 Rapahor
I | 46# ~1_woF_coors 7152003 101872008 % [1 smeosen | 2 [sawoe | 5 [ 18 [MOF7. [Circim word\STYLEO SC
8 DoorSample_CL 452013 4752012 2 | STYLELSCH 12 [a/4MDF - 19 33 | MDF7.. |Circim_work\STYLET.SCN
5 Large_door_order 7/15/2003 10/18/2004 3/4 MDF -
g Medium_door_order 7/15/2003 2/16/2005 |4 SyelSQson 17 [aampF ~| 14 18 | MDF7.. |Croim_work\Style15Q son
19 smai_door_order 7/15/2003 8/16/2005 5 STYLEO.SCN 19 |3/4 MDF ~| 2 24 | MDF7... |Crcim_worc\STYLEO.SCN
& sauare_comer doos 238 10182000 €  |STYLETZsen 8 [aampE - = 96 | MDF7.. |Cireim_work\STYLE17sen
7 | STYLEO.SCN 14 [a4MDF +| 4 11| MDF7... |Civeim_werk\STYLED.SCN
8 StelSQson 17 [34MDF - 2 25 | MDF7.. |Circim_work\Stle150 scn
9 STYLEI3SCN 12 [a4mpE ~| 10 20 | MDF7... |Circim_work\STYLE13 SCN
3/4 MDF v 30 | MDF7.. |Creim_wor\STYLE11.SCN

Knowledge and Fostinfo | Freview

Primary Knowledge Secondary Knawledge
demo.dwg - [demodwg
New Edit

[4] Use Primary Knowledge for Secondary Operations

Primary Machine Secondary Machine
ROUTER.$PP - ROUTER.$PP -
Use Primary Machine for Secondary Operations

Material DOIT File

3/4 MDF - demo dat -
[ New | [ & | [ New | [ e

L=

You can edit the Formula value for the tagged value by selecting it and typing in a new formula or
value. You cannot change the variable name.

Global Variables

Global variables are typically variables that affect more than one part in an assembly. Instead of
having the same variable in each part and trying to remember to change the value for each part, you
would make a global variable and have it changed once and that change would affect each macro
that uses that variable. For instance, there may be several macros that make up a cabinet, but you
would only want to change the cabinets Height once and have all the parts relate to that value.
Height would be a global variable.
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-
i

| File | Tools  ImportWizards  Help

im i @ @ L 2] i x x ‘ E z 3 ‘ g »

New Folder Job Wizard NewJob AddPart Add Assembly PartProperties Edit Geometry Delete Folder/Job Delete Part | CAD System Touchand Cut Materials | Results Folder RunJob
\Joh Library\Samples\Cabinets @A Pats | Job Settings | Nesting | Advanced Nesting | Dynamic Variables | Printing and Labels | Part Name | Output Fies | Resuts|
Folder/Job Name Created Date Madfied Date . Qy  Matenal Full Path to Part
@
B base_cabinet_main 7/15/2003 10/18/2004

| ig#base_cabinet_sub 7/15/2003 10/18/2004

ll| & CbinetVisionimport 9/4/2003 10/18/2004

‘ g8 CabineiWarelmport 9/4/2003 10/18/2004
¥ ExtremeSoftmport 9/4/2003 10/18/2004

| ¥ keoWimport 9/4/2003 10/18/2008

| 58 PattemSystemsimport 9/4/2003 10/18/2004

Knowledge and Fostinfo | Freview

Primary Knowledge Secondary Knawledge
demo.dwg - [demodwg
New Edit Edit

[4] Use Primary Knowledge for Secondary Operations

C BACKPANELTHICKNESS
Primary Machine Secondary Machine DADODEFTH | 25
ROUTER $PP - ROUTER $PP v . "
Use Primary Machine for Secondary Operations

STRECHER_LE... | CABWIDTH-(MATERIALTHICKNESS 2-DADODEPTH'2)

LA DOREEE BACKPANELWI... |CABWIDTH-(MATERIALTHICKNESS 2-DADODEPTH Z)
hlled | |domadat b BOTTOM_PANE . | CABWIDTHH(MATERIALTHICKNESS 2-DADODEPTH*2)

[ Mew | [ B ] [ MNew ] [ Ew | BOTTOM_PANE. . | CABDEPTH-EDGETOBACKDADO+BACKDADO)
HEIGHT  |CABHEIGHT-{4-25)
CABWIDTH.25)

This job (base_cabinet_main) has 3 assemblies in it. Each of them are the same assembly, but the

global variables for CABWIDTH, CABHEIGHT, and CABDEPTH can be changed to allow 3 different
size cabinets, just from changing those 3 global variables. This way none of the parts in the sub job
has to be changed on its own.

2.3 Knowledge Settings
Knowledge Settings

Knowledge Settings are all the parameters relating to the Knowledge Drawings, DOIT file, Primary
and Secondary Machines and Materials.
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Knowledge and Post info | Preview |

Primary Knowledge Secondary Knowledge
demo.dwg - demo.dwg
[ tew | [ Ex |
[¥] Use Primary Knowledge for Secondary Operations
Primary Machine Secondary Machine
ROUTER.&PP - ROUTER.§PP
[/] Use Primary Machine for Secondary Operations
Material DOIT File
374 MDF - demo.dat -
I Mew I [ Edit ] [ MNew I [ Edit

Primary Knowledge

For more information on your Knowledge Drawing, go to 'Edit Knowledge Drawing'.

The Primary Knowledge drawing is the drawing that contains the cut knowledges for the parts in a
job. If each of the parts are to be nested together, then a single knowledge drawing is all that is
necessary. By default, the knowledge drawings are stored in a sub-folder of Router-CIM. This
location is editable in the System Defaults windows under Paths.
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= g Router-ClM

[ ars2000

| ars2004

| arzkDT4

| arxkDTE

= ) Automation

Iy 822003
Iy _~832003
|2 Bin
|2 Cahinetyizion
|y Cabretware
|2 CabVisMew
I Databasze
|0 doitdir
Iy DHFDoG

|0 ExtremeShw
| JaobLibrary
Iy ECDw
= | i
|20 lazerdsf
|2 Macroz
|2 PackandGo
| partpresigw
|2 Pattern Syzstems
I Queues
I SampleD=F
Iy TESTDWGS
|20 wernffiles

Secondary Knowledge

If a part in the job that is being processed has a backside operation that must be performed, a

Default K.nowledge
Dirawing folder

)

[T et R TR Y] o P |

aleather.dwg
baszecab.dwig
cabinet. dwg
cabz.dwig
cabgs.dwg
cabviz.dwg
CEWARE .dwg
deletethizstartup. o
demoz. dwg
demo. ding
demoa.dwg

[E3 DOOR-N-MORE.:
doorz, dwng
drawer.dwig
[EZENTRY_DOOR.C
E stremeSiw’ dwg
KCDw.dwag
macroknz. dwg
macrokm. dwig
rnasterp.dwg
rnasterpr.dwg
Mk now. dag
PARAMETRIC_D
EZsoLID_ENTRY.|
ghartup.dwig
rnazterp. knw
zolid_entry_door |

separate piece of NC Code must be made for that operation. In this instance, a Secondary
Knowledge Drawing and Post processor can be used. When you unselect the box marked "Use

Primary Drawing for Secondary Operations" another set of choices appears for a Secondary

Knowledge Drawing and Post Processor.

New Knowledge Drawing

149

This button will allow a new Router-CIM session to start in AutoCAD. The post processor can be

specified in the Configuration wizard. Then, new knowledges can be inserted and the drawing can be

saved with a new name so that it is added to the list of available drawings.

Edit Knowledge Drawing

Edit Drawing will allow you to have the Knowledge drawing opened in AutoCAD, with Router-CIM

running so that you can add, change, or delete cut knowledges or edit fixtures or table drawings in the

knowledge drawing that you have selected. Router-CIM will load with the same configuration that the

knowledge drawing was made with originally. For instance, if the drawing was configured for a

specific post processor when it was made, then it will load into Router-CIM with that post processor in

use when selected for editing.

Use Primary Knowledge for Secondary Operations
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This allows you to use the same knowledge drawing for any secondary drawings that are to be cut,
like a backside operation that has a separate drawing and needs separate code.

Primary K.nowledge

demo.dwg w

| Wew | | Edt |

I1ze Primam Knowledge for Secon O perations

Primary K.nowledge econdary F.howledge
dema.dwg W doiors. dwg

| New | | Edt |
[] Usze Primary Knowledge for Secondari

U perations

Primary and Secondary Machine

The Primary and Secondary post processors may be selected from this list of available post
processors. Only the post processors in the working Router-CIM\Ncpost folder will be available for
selection. If you do not see the post processor for your machine in this list, contact Komo / CIM-Tech

for more information.
If the Secondary machine selection is not available, uncheck the box marked Use Primary Machine

for Secondary Operations.

Primary Machine
ROUTER.$PF L
I1ze Primary Machine for Secondary Lperations

Frimary M achine Secondary Machine
ROUTER. 3PP w ROUTER. 3PP L
[] Usze Primary Machine for Secondary Operations

DOIT File

Router-CIM's automation runs on the drawing Layer to Cut Knowledge association principle. That
means that for each Layer in a drawing that has geometry that you want cut on the machine, a Cut
Knowledge must exist. Further, the two of them must be associated together in the system to allow
Router-CIM to know that the partnership exists. From this area you may select a DOIT file (that is a
Layer/Knowledge Association file) from the list of available DOIT files in the
\Router-CIM\Automation\Doitdir folder. You can edit the selected file and add/remove associations,
and even created new DOIT files for use in Router-CIM.

For more information on DOIT, go to 'Edit DOIT File'.

DOIT File

derno.dat L

| Mew | | Edt

Material
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231

You can select the jobs material here from the list of available materials in the materials database.
You can also create or edit a material with the options provided.

katenal
|1,*2 Birch Py v |

| Mew | [ Edt |

Part Preview

The part preview window will allow you to see a thumbnail image of the currently selected part. You
can enlarge the image by selecting the arrow in the upper right corner. You can also suppress the
display of the preview by un-selecting the Show Part Preview box.

Preview | Knowledge and Post info

Edit Knowledge Drawing

Edit Knowledge Drawing

To edit or create a new knowledge drawing, select the appropriate button under the "Knowledge
Settings" window.
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2.3.2

Knowledge and Post info ] e e |
Primary Knowledge Secondary Knowledge
demo.dwg - demo.dwg
New | | Edt | Edi
[l econdary Operations
Primary Machine Secondary Machine
ROUTER.SPP - ROUTER PP
[#] Use Primary Machine for Secondary Operations
Material DOIT File
1/4 Melamine - demo.dat -
Mew ] [ Edit ] [ MNew | [ Edit

New Knowledge Drawing

This button will allow a new Router-CIM session to start in AutoCAD. The post processor can be
specified in the Configuration wizard. Then, new knowledges can be inserted and the drawing can be
saved with a new name so that it is added to the list of available drawings.

Edit Knowledge Drawing

Edit Drawing will allow you to have the Knowledge drawing opened in AutoCAD, with Router-CIM
running so that you can add, change, or delete cut knowledges or edit fixtures or table drawings in the
knowledge drawing that you have selected. Router-CIM will load with the same configuration that the
knowledge drawing was made with originally. For instance, if the drawing was configured for a
specific post processor when it was made, then it will load into Router-CIM with that post processor in
use when selected for editing.

CAUTION: If you have more then one knowledge drawing and one post processor, you must
select the correct knowledge drawing you want and the correct post processor to edit first
before hitting the 'Edit’' button. If you select the incorrect knowledge drawing with the
incorrect post processor and select edit, AutoCAD will open with the incorrect post processor
selected. If you change the post processor during the Router-CIM configuration wizard, the
knowledge drawing will be purged and your knowledges will be erased.

For more information on creating knowledges, please refer to the Router-CIM 2014 Manual. You can

access this by opening the RCIM AutoCAD and selecting the 'Help' button under the Router-CIM
toolbar or go to http://www.cimtechsoftware.com/RouterCIM_Help/index.html.

Edit DOIT File
Edit DOIT File

In order to set up your layer-to-knowledge associations within the DOIT file, you need to select the
‘Edit" button.
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Knowledge and Post info | B |
Primary Knowledge Secondary Knowledge
demo.dwg - |demo dwg - |
[ MNew ] [ Bt ]
IUse Primany Knowledge for Secondany Operations
Primary Machine Secondary Machine
ROUTER.EPP - | ROUTER SFPP -
IUse Primany Machine for Secondany Operations
Material DOIT File
1/4 Melamine - demo dat
Once you select the 'Edit' button, the DOIT file editor will open.
e W
File
Select knowledge(s) from the list or ent Select layeris) from the list or erter a layert s
e Slapeins L —
Front Side | Back Side
Knowledge it Layers Tum Off  Knowledge Layer =
_375_DRILL_FULL 0 _375_DRILL_FULL _375_DRILL_FULL
[] _45CUT_FULL = i _ARCUT_FULL _45CUT_FULL e
| —g_‘smfagﬂﬁ LA a il = _INSIDE_CUT _INSIDE_CUT
E _'('RU;;DEEUT ) E p;:g;” Add @ _QUTSIDE_CUT _QUTSIDE_CUT
[] _GUART DRILL FULL ) lnside ply _OUTSIDE_CUT_SML | SML_OUTSIDE_CUT
[] _TNUT_DRILL_FULL — _QUART_DRILL_FULL | QUART_DRILL_FULL
[] 375-0UTSIDE @A‘m _TNUT_DRILL_FULL | _TNUT_DRILL_FULL
3DENGRAVE BLANK BLANK
[ sAxIsCUT BORDER BORDER
[ ARCH
B s BORE_250 BORE
7] BOAT TAB COR_INSIDE CORINSIDE
[”| BORDER COR-DRAIN COR-DRAIN
[C1 BORE_250 COR-ENGRAVING COR-ENGRAVING
(B:g:%jig i COR-OUTSIDE COROUTSIDE
B coah AU E CUTOUT_WAINSCOT | CUTOUT_WAINSCOT
[F] CAB_DADO CUTOUT_WAINSCOT | PROFILE_RPJAMB
E C.F\E:PANEL DADO CUTOUTBACKDADO
[ cor_inside DADO CUTOUTBOTTOM L
| COR-DRAIN -
Knowledge Exists in Associati Layer Edsts in Associgtions

View File

g Close

B oseens @ sa

\;,j Open File Location ‘ ‘%Md&ay%mand&wmmweﬂssodaﬁms

Path to File Location C:\Router-CIM\Automation'\doitdir Al part layers loaded

The DOIT file editor will search your currently selected knowledge drawing and the parts that included
in the currently selected job. On the left hand side you will see two columns, Knowledge and Layers.
These columns represent the result of the search that was completed by Router-CIM so you will be
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able to see what knowledges are available to you and what layers are present in the job's drawings.

The color assigned to a knowledge or layer represents that the knowledge or layer has an association
present on the right side of the window under the 'Knowledge to Layer Association'. This is a visual
reference so that it is easy to see if you need to make an association.

In the above example, you can see that layer 'drill_hole' does not have a knowledge associated with
it. In order to make an association, you will need to select the correct knowledge that will be used to
machine the layer. If you do not have a knowledge created for this layer, please go to 'Edit

Knowledge Drawing' for information on how to add a knowledge.

To make the association, select the correct knowledge and the correct layer on the left hand side of

the window.

-
Knowledge to Layer Association demo.dat

File

Select knowledge(s) from the list or enter a
knowledge to be added

Select layer(s) from the list or enter a layerto
be added

Knowledge

[”] DOOR-PROFILE
[] DRAIN

[7] DRILLINGT

[] DRILLANTERP
[7] ENGRAVE

[7] FLOW-30DEG-ZIGZAG
[7] FLOW-SPIRAL
[7] FLOW-ZIG-ZAG
[7] FLUTE_OFFSET
[7] FLUTING

7] GANG

[7] GL4213

[T GL4213P1

[7] GL4219P2

[T GL4220

[7] GLASSCUT

[T INSIDE

[7] INSIDE-NT

[ INSIDE-PLY

i

Layers
B

|
(V] dilhole

': _pip
[C] TABS
[ inside-ply

Knowledge Exists in Associations

g) Deselect all

Layer Edsts in Associations

[} Desslect al

‘ paa

é:y

Knowledge to Layer Association

Front Side | Back Side |

Tum OF  Knowledge
|PROFILE_BEAD
|rouTt

|RouTt

[RoUT

|RouTE
|smaLLPART

| SMALLPART
|SMALLPLAMS
|sacoRn

| sTEP_POCKET

| STRINGER_INSIDE
| STRINGER_INSIDE
| STRINGER_OUTSIDE
|TaBs '

| ToEKICK

| ToEKICK
[ToEKICK.

| xaRoOVE

|PROFILE_BEAD
|GROOVE

|ROUTBACK

|BDRSMLZOPE25

| BDRSMLZOP7S
|BDRSMLZOP7501

| PROFILE_SQCORNER

| PROFILE_STEFPOCKET |

| PROFILE_STEPPOCKET |
|PROFILE_OUTSIDEST... |

|ROUTEZOPTS
| TOEKICK | |
| xGRoOVE =

Layer ] &

ROUT250

ROUTE

PROFILE_STEP

TABS
ROUTEZOPE25

m

—‘_j Open File Location

% Add Stay Down and Comman Line Associations

3 z View File

‘ B Save As ‘ ‘ B Save

o

Close

Path to File Location C:\Router-CIMiutomation'daitdir

Al part layers loaded

Note: You can select multiple knowledges to associate with one layer or one knowledge to
associate with multiple layers. Layers and Knowledges can be used more than one time.

Once you have selected the correct knowledge and layer, select the 'Add’ button.
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-
Knowledge to Layer Association demo.dat

File
Select knowledge(s) from the list or enter a Select layer(s) from the list or enter a layer to i
knowledge to be added be added Haowledoeth Lavee fecocitic
Front Side | Back Side_!

Knowledge = Layers Tum Off  Knowledge Layer &
[] DOOR-PROFILE o D ;ROUT‘I fGROOVE
[E] DRAIN [7] outsideply E  |rouTt | ROUT250
e [0 dihole 1 |rouTt |RouTBACK
[] DRILL-HOLE [ profile_pip =]
[ DRILLNG [ TABS W (ROUIE i
[7] DRILLINGT [ insideply A D | SMALLPART | BDRSMLZ0P625
[] DRILLINTERP Y ] |smALLPART |EDRSMLZ0P75
[] ENGRAVE O Auto [ |SMALLPLAMS | BDRSMLZOP7501
[] FLOW-30DEG-ZIGZAG |= ] | SQCORN | PROFILE_SQCORNER
E' :8\“:;2?; [ |STEP_POCKET |PROFILE_STEPPOCKET

] 7IG = = I =
[ FLUTE OFFSET [] |STRINGERINSIDE  |PROFILE STEP
[ FLUTING [C]  |STRINGER_INSIDE  |PROFILE_STEPPOCKET
[7] GANG '_:i STBI_NGER_OLITSIDE E_PRQ_FILE_OLITSIDEST
[ GLa21g [ |T1ABS | TABS
[C] GLa219P1 [[] | TOEKICK | ROUTEZOPE25
E gtjigpz D :TOEKICK ROUTEZOP7S i

| = T
[F] GLASSCUT B |TOEKICK TOEKICK. =
[ INSIDE R PHGHIOME
[ INSIDE-NT [ |DRILL-HOLE | DRILL-HOLE =
[ INSIDE-PLY - —
Knowledge Edsts in Associations Layer Exists in Associations
[ Deselectal [Z-  Deselectal

J Open File Location ‘& Add Stay Down and Common Line Associations : ; View File ‘ B Save As ‘ ‘ E Save @ Close
Path to File Location = C-\Router-CIM\Automation'daitdir All part layers loaded
.

Once you select ‘Add’, you can see that the knowledge "Drill-Hole" is now associated with layer "Drill-
Hole". This will mean that every time Router-CIM sees the layer "Drill-Hole" it will use the cutting
parameters defined in the knowledge "Drill-Hole".

The 'Auto’ button will search the knowledge and layer file to make associations based on exact
names. If it finds an exact match, the layer-to-knowledge association will be made automatically.

Note: The knowledge does not have to be names exactly the same as the layer.

In order to use the advanced nesting module component "Enable Back Side Nesting”, you will need
to complete the same process for layers that you want to machine on the back side of the part by
selecting the "Back Side" tab on the right side and repeating the process for all the back side
operations.

By selecting the '‘Open File Location’, it will open a windows browser showing you where your DOIT
file is located. The file type will be a .DAT extension.
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[ — = T 020OTHERAE

OO '7| 4 » Computer » Local Disk (C) » Router-CIM » Automation » doitdir »
: COrganize » E Open + Burn Mew folder m @
a5k Eavorites L Name ° Date modified Type Size &
B Desktop |7 center.dat 3/13/2009 7:08 AM  DAT File 1KB
& Downloads 7| CHEMNGDU.dat 12/8/2006 10:51 AM  DAT File 1KB
5l Recent Places 2| CMS.dat 3/22/2013 2:22 PM DAT File 2KB
%] colony.dat 1/28/2011 10:56 AM  DAT File 1KB
4 Libraries |2| commoenline.dat 3/17/2006 2:58 PM DAT File 1KB
|| & [E Documents || component.dat 2/16/2006 3:08 PM  DAT File 1 KB E|
3 Jﬁ Music E, corian.dat 11/2/2004 2:12 PM DAT File 1KB
I* k=] Pictures |2| CORIAN_COUNTER.dat 8/23/2006 9:25 AM  DAT File 1KB
- B Videos L 2] cpk.dat 8/1/2007 3:21 PM DAT File 1KB
i |2| cpk-hdwd.dat 9/6/2007 10:15 AM  DAT File 1KB
l I o) Homegroup 7| cut_nothing.dat 10/17/2008 2:06 PM  DAT File 0KB
7| cuttime.dat 6/26/2008 8:18 AM  DAT File 1KB
4 (M Computer EI cutting_board.dat 7/1/2011 8:43 AM DAT File 1KB
> a Local Disk (C:} |7] cv.dat 5/7/2009 3:21 PM DAT File 2KB
I = RECOVERY (E:) || DAN.dat 3/23/2006 4:43 PM DAT File 1KB
I+ Lg# public (\10.80.2; |2| DCDOORS-Return.dat 3/20/2007 1:24 PM DAT File 4KB
7| Decorh1_1.dat 5/18/2009 3:57 PM DAT File 1KB
4 ?! Metwork Q, decormetric.dat 77172011 9:22 AM DAT File 1KB
1+ /M BRWCDCB385C9¢ 7| Delta.dat 10/16/2008 9:47 AM  DAT File 1KB
[ SHELDOMN-HP - 7| demo.dat 8/15/2013 9:35 AM  DAT File 3KB -
I -ﬂ demo.dat Date modified: 8/15/2013 9:35 AM Date created: 5/1/2013 11:10 AM
J DAT File Size: 2.39 KB

By selecting the 'Add Stay Down and Common Line Associations' button, Router-CIM will search
your knowledges to find the STAYDOWN or COMMONLINE knowledges and automatically create the

layer-to-knowledge association.
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Select knowledge(s) from the list or enter a Select layer(s) from the list or enter a layer to i
knowledge to be added be added Haowedasito Layet fesaciion
Front Side | Back Side
Knowledge Layers Tum Off  Knowledge Layer
ROUTI 0 ROUT1 ROUT250
ROUTE [7] outsideply [ |RouT1 ROUTBACK
E gﬁ:‘f’; - dilole - ROUTE ROUTE
i | profile_pip Add @

IF] SUICE Y2 ] TABS, ? SMALLPART BDRSMLZOPE25
[T SMALLOUT [ ool SMALLPART BDRSMLZOPT5
7] SMALLPART ] |SMALLPLAMS EDRSMLZOPT501
[7] SMALLPLAMS @Nﬁ“ SQCORN PROFILE_SQCORNER
SPANEL [F]  |STEP_POCKET PROFILE_STEPPOCKET
=
mww STRINGER_INSIDE | PROFILE_STEP
7] STEP_POCKET 7] |STRINGER_INSIDE FROFILE_STEPPOCKET
FsTck STRINGER_OUTSIDE | PROFILE_OUTSIDEST...
[7] STRINGER_INSIDE E  |TaBs TABS
[C] STRINGER_OUTSIDE TOEKICK ROUTEZOPS25
7] |TOEKICK ROUTEZOP7S
=

] | TOEKICK TOEKICK
TRASH-ENGRAVING —— —
[7] TRASH-INSIDE O __xeas p
(] TRASHOUTSIDE BPLS00_STAYDOWN BPLS00_STAYDOWN
[C] XGROOVE STAYDOWN STAYDOWN
Knowledge Bdsts in Associations Layer Bwsts in Associations
Deslct Deslct

Viow File

Note: For more information about creating Staydown and Commonline knowledges, go to

‘ E Save As ‘ ‘ E Save Q Close

m[benﬁeLn%H%MdﬂayDommd&mmonLheMﬁms

Path to File Location  C:\Router- oaded

'Nesting Bridge Parameters'.

The 'View File' button will open the DOIT file in the raw format for reference.
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2.4

=

k.,

ol DOIT Editor raw file viewer

——

|1

= & =

CUTOUT_WAINSCOT
CUTOUT_WAINSCOT
DADO
CUTOUTBACKDADO
DADO
CUTOUTBOTTOM
DADO
CUTOUTBOTTOMDADO
DADO
CUTOUTSTRECH
POCKET
CUTOUTSTRECH1
FOCKET
CUTOUTSTRECHZ2
DADOZ50

DADO

DRILL

DRILL

DRILL-HOLE

DRILL

DRILL-HOLE
DRILLDRAWER
DRILLINGT
DRILLINGT
DRILLINTERP
DRILL-INTERP
DRILL-HOLE
DRILLSHELF
ENGRAVE

ENGRAVE

m

After you have made the changes to the DOIT file, you can 'Save' the file or use the 'Save As' in
order to give it a new name. The file must be saved in order to have Router-CIM use the layer-to-

knowledge associations that you have defined.

Once the file is saved, you can select the 'Close’ button.

The Results Folder

The Results Folder

After every job is run in Automation, there is a folder created with the same name as the job name.
This folder contains all the files created by the job as a result of the run in Automation.

The result folder will have your NC Code files, summary reports, nested drawings, AutoNEST parts
and tasks, schedule files, etc.
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& C:\automation_codeMCartControl_1 |Z||E||z|
File Edit ‘“ew Favorites Tools Help ﬁ’

Qo - ©

l.ﬁ pSearch [l:“ Folders v

address (£ Cihaukomation_codelCartControl _1

File and Folder Tasks

(=) Maks a new folder

& Publish this folder to the
Weh

le? Share this folder

Other Places

|3 automation_code
My Documents
I3 Shared Documents
Q My Compuker

®J My Network Places

Details

CartControl_1
File Folder

Date Maodified: Today, January
23, 2009, 10:58 &M

Labels

=]
=]
5]

MestedDWGs

MDF?S_2.out
QUT File
6 KB

MOF?S_4.0ut
OUT File
14KE

schedule_file.sch
SOL Server Replication Snaps. ..
1KE

AnestTasks

Misc

MDF7S_1.out
OuT File
22 KB

MDF7S_3.out
QUT File
14KE

w %)% L U

MDF7S_5.out
QUT File
3KE

Sample Results Folder from a job named CartControl_1

The Root folder (with the job name) will contain the nc code files, and schedule file for the job and
also the separate folders for the other data created by the job.

AnestParts

AnestParts Subfolder

All of the part files (.dwg, .dxf & .vec) for each part will be stored in this folder for AutoNEST to

recreate the parts with.
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fo o =]
@Cj}v| .« Local Disk (T) » automation_code » 12_Boat Parts » AnestParts - | ‘f” Search AnestParts P|
Organize » Include in library « Share with + Mew folder | o > il @
[ Favorites : LS . L ﬂ:" f-\\\
Bl Desktop ") Lt N
Download ] REEessss v r oy mml RS sss
& Pownloads i@ | DXF i@ [ DXF i@ | DXF
=l Recent Places 1.dwg 1.dxf 1vec 2.dwg 2.dxf 2vec 3.dwg 3.dxf
) L = I N s o
7l Libraries B ‘ \%-_-_-_._ ‘ \}
@ Documents | | | s | ..
J’ Music ii DXF ii DXF ii
[ Pictures 3wvec 4.dwg 4. dxf 4.vec 5.dwg S.dxf Swvec 6.dwg
B Videos . - {ﬁ:ﬁ_\’ . L {;‘\\ . s,
& Homegroup BKF B o oK
6.dxf Bovec 7.dwg T.chf Twec 8.dwg 8.dxf Bvec
18 Computer oty Iy
l L ﬂ‘ L N l
Gh Metwork ] FTemeeaad ; - N =
i@ _ DXF i@ | DXF i@ | DXF
9.dwg 9.dxf G.vec 10.dwg 10, dxf 10.vec 11.dwg 11.dxf
L e L
N ‘
i@ DXF
1lwvec 12.dwg 12.dxf 12.vec
, 36 items

2.4.2 AnestTasks
AnestTasks Subfolder

All the task files (.sym, .sum, .sgd and .job) for the job that AutoNEST needs to recreate the job
settings.
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- Favorites
Bl Desktop —
4 Downloads - J
1=l Recent Places
) BPLS0_job
- Libraries
3 Documents
J”- Music
| Pictures

B Videos
) Homegroup
1M Computer

G‘y Netwaork

5 items

@Uv| . = Local Disk (C:) » automation_code » 12_Boat Parts » AnestTasks v|‘f|

Organize » Include in library « Share with +

BPL50_.sym BPLSO_ sum.xml BPLS0__sym.xml

2.4.3 Labels
Labels Subfolder

All the label files for the job are stored in this folder. There are label files for Avery Label Pro, Avery
Design Pro, a comma-delimited label text file, and a label database file. These labels can be opened
in the software of your choice. Router-CIM includes Avery Label Pro, and a limited time install of

Avery Design Pro.
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oo
@Uv| . v Computer » Local Disk (C) » autemation_code » 12_Boat Parts » Labels - |4¢| | Search Labels jel |
Organize « Includein library = Share with + Mew folder =~ 0 @
S B MName : Date modified Type
Bl Desktop || 12_Boat_Partstnp 12/13/201011:07 ... TNP File 16 KB
4 Downloads || Label.dbf 12/13/201011:07 ...  DEF File 167 KB
1= Recent Places |_| label.ilbl 12/13/201011:07 ...  ILBLFile 1KB
| labelbdt 12/13/201011:07 .. Text Documnent 6 KB
= Libraries || RouterCim.lpd 6/23/2004 4:15 PM LPD File 4 KB
3 Documents | routercim.lwl 9/16/2008 6:10 PM LWL File 6 KB
;J'- Music | RouterCim.zd! 8/2/200712:18 PM ZDL File 8 KB
=) Pictures || RouterCim.zdp 8/30/2004 6:29 AM ZDP File 8 KB
E Videos
v@ Homegroup
1M Computer
?ﬂ Network
} g items
2.4.4 Misc
Misc Subfolder
Typically this folder contains the error log and any other miscellaneous files created by the job.
It is usually empty if the job run successfully.
2.45 NestedDWGs

NestedDWGs Subfolder

This folder contains the nest drawing for all the materials in the job. Each material will have a
separate drawing containing all the nests for that material.
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[ Favorites
Bl Desktop
& Downloads

= Recent Places
- Libraries
3 Documents
J”. Music
[ Pictures
E Videos
v@ Homegroup

1M Computer

?ﬂ Network

1 item

oo
@Qv| . v Computer » Local Disk (C) » autemation_code » 12 Boat Parts » MestedDWGs - |4¢| | Search NestedDWGs jel |
Organize « Includein library = =« [ @'
Date modified Type Size
12/13/201011:07 ... AutoCAD Drawing 485 KB

2.4.6 Summary Report

Summary Report Subfolder

This is optional, but if the create summary report option is checked in the job, the summary report
data files and Excel spreadsheet will be contained in this folder.
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2.5

Organize »
=

[ Favorites MName

Bl Desktop

& Downloads

] 12_Boat_Parts.dat
|| 12_Boat_Partsads
[ BPL50_wmf

] BPL50_-setup.dat

= Recent Places

- Libraries ] BPLS0_-sum.dat
3 Documents ] BPLS0_-time.dat
& Music | ] BPL50_-tool.dat
=) Pictures 7] MATERIAL-DPS.dat
E Videos

v@ Homegroup
1M Computer

?ﬂ Network

8 items

Date modified

12/13/201011:07 ...
12/13/201011:07 ...
12/13/201011:07 ...
12/13/201011:07 ...
12/13/201011:07 ...
12/13/201011:07 ...
12/13/201011:07 ...
12/13/201011:06 ...

Type

DAT File
XLS File
Window
DAT File
DAT File
DAT File
DAT File
DAT File

< Metafile

= e
@Uv| . v Computer » Local Disk (C) » autemation_code » 12_Boat Parts » SummaryReport v|4¢|| Search SummaryReport Pl
Includein library = Share with + =~ 0 @

Size
1KB
308 KB
151 KB
1KBE
4 KB
4 KB
1KB
1KB

Materials Editor

Materials Editor

The Materials Editor contains a database of all your materials and their individual settings. The
Material Editor has several options available.

Select any one of the tabs for a further description.

If you double-click a material, it will open up the ‘Material Properties' window.
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g Materials With Scrap % Materials with Alternate Sizes Materials in Use Materials Not in Use

Il Materials gs Export table to Excel

Display is NOT filtered Total materials in database: 129 Total displayed materials: 129 |Verify Material Database Integrity

New Material ﬁ Duplicate Material @ Delete Material Import/Export ~ Delete Scrap % Delete Alternate Stock Sizes @ Material Reports -
s

Material Description /¥ Material Code 7 Material Handling Code ¥ Z0Is Topof Material 7 Quantity ¥ XDim ¥ YDim W Thickness W BridgeWidth 7 |*
112 Baltic Birch Ply BP50_ [} 939 43 05 0.85 B
112 Birch Ply {BPLSO_ [m} 939 ‘% ‘48 05 065
112 Birch Plywood | BPLB0D_ [} 999 9 48 05 0.85
112 Maple Ply MPL50_ [t 999 ! 43 05 0.85
172 Mel 1s\whte - MELS0_ ] 939 a7 49 05 085
T i = b e B
112 Plywood - PLYS0DA_ [m] 958 36 42 05 0,625
14 A7 Birch " BIRC25_ (] 939 9.5 485 “035 08s
14 A1 Cherry  CHERZ5_ F %8s 865 48 025 075
114 A1 KNOTTY PINE [} 999 965 485 0.25 0.85
14 &1 MAPLE [ 938 965 485 025 0.5
1/4 A1 Oak [ Ft 599 365 485 025 085
1/4 Baltic Birch Ply =] 999 &0 &0 0.2187 0.85
WBirchPly  BRZ. T [ 9.5 485 0.25 0.85
1/4 G25 Black Melamine r 939 96,875 48875 025 085
114 G2S Maple Melamine r 999 96.875 43875 025 0.85
114 G25 Melamine T 995 96.875 43875 0.25 0.85
1/4 HICKORY [m} 939 (965 485 025 085
14MDF [} 999 9 48 0.25 0.85
114 Mel 1sAlm 1s\Whte [t ] 98 43 0.25 0.85
174 Mel 1s\whte =] 939 9% 48 0.25 0.85
14 Melamine  MELZBOA_ T ol T L 48 025 0625

- ‘ 14 DIV = | o =11 ac AD NIk necawR

2.5.1 Properties
Material Properties
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% Material Properties \ . l == ‘:_hj
Material Description |
Material Code Material Handling Code [ Z0is top of Material
Stock Settings Edge Allowances Material Rotation Material Attributes
Sheet Stock Y Dim 45 Quartity 595 Top @ Alow Part Rotation (Al Calor
Sheet Stock X Di 97 Priod 10 : !
efosid sl 0.125 ) Mo Part Rotation (0) Thickness
Thickness 0.78 Jobs per Cart 100
Left 1) 0125 0125 Ralt o Goin Rotation (0180)  Three
Bridge Width 0.85 Open Cart Threshold 95 B
0.125
Cost 0.00 . | Four
Bottom Five

Imegular Stock Edge Allowance 0.125

Scrap Management | Advanced Nesting P

Make a Scrap Cut || Use Scrap  [T] Inventory Scrap

Serap Cut Properties

@ Longest Side Only = Min. X 20
Scrap -
() Shortest Side Only 1 I i | | Min.Y 20
- | ] [
.. Add Scrap Delete Scrap (Z) Shortest Side First p I | Distance from Part in X 1175
i ) Longest Side First ‘ }:1 }:I\
YDim XDim  Qy Priority  Cost _ o S !
© Vettical Only Serap Cut Extension Distance 0
) Horizontal Only
) Vertical First 1
(7 Horizontal First
) Combined

B son

mj Cancel

H
Ul\dake Default Material For Impaort \Wizards ]

There are several default settings that will be present, but the main information that must be entered
is:

Material Description

Material Code (unique to each material)
Sheet Y Dim

Sheet X Dim

e Thickness

Without these, the material cannot be saved.

For more information on 'Scrap Management', select tab in the image above.

Material Description

Material Code Material Handling Code [7] ZDistop of Material

Material Description (Mandatory)
A text field describing the material. This description is most used in the labeling where the material
description may be necessary.

Material Code (Mandatory)

The Material Code is a field that accepts an 8 digit code. This code can contain letters and numbers
or an underscore ( _). This field should ALWAYS start with a letter or underscore. Starting the
description with a number can result in issues later during job runs under certain circumstances.

Material Handling Code (Optional)
If your machine is equipped with an automatic material load/unload mechanism, you can enter the
bunk number where the material is stored here and during the creation of the nc code file, the proper
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commands will be issued to grab the material from the correct location.

Z0 is top of Material

Typically Z0 is at the top of the spoilboard (bottom of part). Router-CIM automatically shifts all the
tool paths and code to allow for the material thickness so that the tool paths are made properly for the
material in the job. However, if you touch off your tools to the top of the material instead, check this
box to avoid Router-CIM shifting all the tool paths.

Stock Settings

Stock Settings

Sheet Stock Y Dim 45 Guantity 535
Sheet Stock X Dim g7 Pricrity 10
Thickness 0.75 Jobs per Cart 100
Bridge Width 0.85 Open Cart Threshald 95
Cost 0.00

Sheet Stock Y Dim
The dimension of the material in the Y direction on the machine. This is always a positive
number.

Sheet Stock X Dim
The dimension of the material in the X direction on the machine. This is always a positive
number.

Thickness
The thickness of the material. This is always a positive number.

Bridge Width
This is the minimum distance to keep between parts when nested on the sheet. Typically this
is set to at least the largest tool diameter in the job being run.

Cost

You may specify the cost of the material in this location. If you have advanced nesting, then
you can also add multiple materials of the same type and list their cost, and allow Router-CIM
to use the material sized based on cost per job instead of yield only.

Quantity

You may specify a number of sheets on hand in this location. The maximum number of
sheets in 999. If you specify a lower number and the job runs out of material, you will be
alerted that no suitable stock sizes are available.

Priority

You may specify a priority number from 1-10 for a material, and also for sub-materials of the
same type. If you have advanced nesting, you can sort by priority, allowing the use of
specific sizes of material as a preference.

Jobs per Cart
If you have advanced nesting and wish to use Cart Control, you specify the number of open
carts that can be nested on a sheet at any one time. The default is set to 100 to bypass this
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consideration.

Open Cart Threshold

This value is a percentage from 0-100. The Open cart threshold is an override that means
that there must be at least the percentage shown of available space left in order to add add
another cart of parts with the same material description on this sheet. So, 100 means only
the number of carts shown above is allowed, no matter what, and 0 would mean that more
carts will be added to the sheet. Any number in between will be compared against the
remaining space left in the sheet after the required parts have been put on and if there is
enough space, more can be added.

Z0 is top of Material

Typically Z0 is at the top of the spoilboard (bottom of part). Router-CIM automatically shifts
all the tool paths and code to allow for the material thickness so that the tool paths are made
properly for the material in the job. However, if you touch off your tools to the top of the
material instead, check this box to avoid Router-CIM shifting all the tool paths.

Edge Allowance

You can specify areas to leave empty and have the parts offset from by filling in the edge allowances
for each of the sides of the sheet. Router-CIM will not nest any parts in this area. This is useful to
keep parts for lining up exactly on an unfinished edge of a sheet.

Edge Allowances
Top

0.125

Left 0125 0.125 | Right

0.125

Bottom
Imegular Stock Edae Allowance 0.125

Left Edge Allowance
Default minimum distance to leave empty from the left side of the sheet to the nested parts.

Right Edge Allowance
Default minimum distance to leave empty from the right side of the sheet to the nested parts.

Top Edge Allowance
Default minimum distance to leave empty from the top side of the sheet to the nested parts.

Bottom Edge Allowance
Default minimum distance to leave empty from the bottom side of the sheet to the nested parts.

Irregular Edge Allowance
Default minimum distance to leave empty from the any side of the sheet to the nested parts.

Material Rotation
Material rotation controls how parts are allowed to be placed on the nested sheet.
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Materal Rotation
@ Allow Part Rotation (4l

Mo Part Rotation (0)

Grain Rotation {0 180)

Allow Part Rotation (All)
Rotation set to all will allow parts to be rotated at any angle from 0-360° in 1° increments. See part
property overrides for individual part rotation considerations.

No Part Rotation (0)

Rotation set to 0 will not allow a part to be rotated from the angle it is drawn in. See part property
overrides for individual part rotation considerations.

Grain Rotation (0 180)

Rotation for consideration of grain will only allow a part to be rotated 180° on a nested sheet so that it
is aligned with the grain of the material. Consideration should be given to the orientation of the part

drawing when considering grain rotation. See part property overrides for individual part rotation
considerations.

Material Attributes
You can specify material attributes that you wish to have appear on labels. These fields can be
customized in the Automation Settings.

Materal Attributes
Color

Thickness
Three
Four

Five

25.1.1 Scrap Management

Scrap Management
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Scrap Management | Advanced Nesting P |

Make a Scrap Cut [7] Use Scrap [T Invertary Scrap

Scrap Cut Properties

Sy @ Longest Side Cnly z Min. X 20

Scrap | o s =
(7} Shortest Side Only I 1| Min.Y 20
= I E—

Add Scrap Delete Scrap (") Shortest Side First [ i 1| Distance from Part in X 1175
~ Longest Side First | I i
) Longest Side Fi i :

YDim XDim Qty Priority Cost - v o L Ll Distance from Pat in Y d
Byjisticed by Scrap Cut BEdtension Distance 0
(71 Horizontal Only
) Vertical First 1
) Horizontal First

) Combined

Make a Scrap Cut
Using this setting will force Router-CIM to create a scrap tool path.

Note: There must be a knowledge named SCRAP in the knowledge drawing.

Use Scrap
Setting this option will force Router-CIM to use scrap material in the job if it is available and of
suitable size. Nesting on the scrap piece will follow the material parameters specified.

Inventory Scrap

Setting this option will allow Router-CIM to add newly cut scrap pieces into the materials scrap
inventory. You can manually add or delete scrap by selecting the piece of scrap and using the
appropriate button.

The options for the scrap cut are as follows:
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Longest Side Only:
Scrap Cut Properties
@ Longest Side Only
(™) Shortest Side Only
() Shortest Side First
() Longest Side First
() Vertical Only

(7) Horzontal Only
() Vertical First

() Horizortal First
() Combined

Shortest Side First:
Scrap Cut Properties
) Longest Side Only
(71 Shortest Side Onby
@ Shortest Side First
(7 Longest Side First
() Vertical Only

(™) Horizontal Only
(71 Vertical First

(™ Horizortal First
71 Combined

Vertical Only:

- Scrap Cut Properties
() Longest Side Orly
(71 Shortest Side Only
(7} Shortest Side First
(7) Longest Side First
@ Vertical Only

(71 Horizontal Onty
™1 Vertical First

7 Horizortal First
(71 Combined

Vertical First:
Scrap Cut Properties

©2013CIM- (1 Longest Side Onby

(71 Shortest Side Only
(") Shortest Side First

Shortest Side Only:

Scrap Cut Properties
) Longest Side Onty
@ Shortest Side Only
(") Shortest Side First
) Longest Side First
() Vertical Only

) Horizortal Orly
) Vertical First

) Horizontal First
@) Combined

Longest Side First:

Scrap Cut Properties
) Longest Side Only
) Shortest Side Orly
() Shortest Side First
@ Longest Side First
() Vertical Only

© Horizontal Only
) Vertical First

) Horizortal First
) Combined

Horizontal Only:

Scrap Cut Properties
) Longest Side Only
) Shortest Side Only
) Shortest Side First
) Longest Side First
) Vertical Only

@ Horizontal Only
() Vertical First

) Horizortal First
) Combined

Horizontal First:

Scrap Cut Properties

" () Longest Side Only

) Shortest Side Orly
) Shortest Side First
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Min. X

This parameters is the minimum amount of material left, in units from the right edge of the sheet,
required in order to save the scrap and make a scrap cut. If there is less material than this free (from
the right edge) then the scrap will not be cut off.

Min. Y

This parameters is the minimum amount of material left, in units from the top edge of the sheet,
required in order to save the scrap and make a scrap cut. If there is less material than this free (from
the top edge) then the scrap will not be cut off.

Distance from Part in X

This setting is the distance from the edge of the furthest right hand part to the scrap cut off in current
units. Typically this is where you can allow for the radius of the largest tool to cut out the parts and
further allow for space to cut off the scrap.

Distance from Partin Y

This setting is the distance from the edge of the furthest top part to the scrap cut off in current units.
Typically this is where you can allow for the radius of the largest tool to cut out the parts and further
allow for space to cut off the scrap.

Scrap Cut Extension Distance

This setting is the distance from the edge of the material to the scrap cut off in current units.
Typically this is where you can allow for the radius of the largest tool to cut out the parts and further
allow for space to cut off the scrap.

Scrap Manager

The Scrap Manager is where you can add, delete, modify scrap pieces in the scrap inventory of the
current material. These settings only affect the scrap of the current material.

Edit Material
Edit Material

When you select the 'Edit Material' button, the currently selected material's properties screen will
open allowing you to modify the material's properties.

© 2013 CIM-Tech.com, Inc.



Router-CIM Automation Suite

Material Description

1/2 Battic Birch Ply|

YDim

XDim Qty

Priarity Cost

() Longest Side First

7 Vertical Only

) Horizontal Only

() Vertical First

() Horizontal First
(Z) Combined

|| Material Code BPBO_ Material Handling Code Z0ie top of Materal
Stock Settings Edge Allowances Material Rotation Material Attributes
Sheet Stock Y Cim 43 Quantity 955 Top () Alow Part Rotation (Al Color
Sheet Stock X Dim 96 Friority 10 0125 ©) No Part Rotation (1) Thickness
Thickness 05 JobsperCat 100 — i
| S AT 012 Rt ) Grin Rotation 0180 Three
Bridge Width 0.85 Open Cart Threshold 95
i 0125
Cost 0.00 Four
Bottom Five
Imegular Stock Edge Allowance 0.125
Scrap Management | Advanced Nesting P
Make a Scrap Cut Use Scrap Inventory Scrap Seap Bl AT
@ Longest Side Onfy q Min. X 20
Scrap N =
() Shortest Side Only [ [ o | 1] MY 20
- 5 I —
.j o Add Scrap Delete Scrap (Z) Shortest Side First Distance from Part in X 1175

Distance from Part in Y

Scrap Cut Bdension Distance 0

[I-1 Cancel

B son

Make Default Material For Import \Wizards

25.3 New

New

The New option allows you to enter a new material into the database.
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255

% Material Properties \ . l == ‘:_hj
Material Description |
Material Code Material Handling Code [ Z0is top of Material
Stock Settings Edge Allowances Material Rotation Material Attributes
Sheet Stock Y Dim 45 Quartity 595 Top @ Alow Part Rotation (Al Calor
Sheet Stock X Dim 57 Friority 10 0.125 ©) No Part Rotation (1) Thickness
Thickness 0.78 Jobs per Cart 100
Left 0.125 0125+ Right ) Grain Rotation (0 180) Three
Bridge Width 0.85 Open Cart Threshold 95 B
0.125
Cost 000 ; o
Bottom Five
Imegular Stock Edge Allowance 0.125
Scrap Management | Advanced Nesting P
Make a Scrap Cut || Use Scrap  [T] Inventory Scrap Seap Bl AT
@) Longest Side Only = Min. X 20
Scrap )
() Shortest Side Only 1 j | i | Il Min.Y 20
B —
.. Add Scrap Delete Scrap (Z) Shortest Side First 1 Distance from Part in X 1175
v ) Longest Side First ‘ I T ]
YDim XDim @y Priority  Cost et Pl m L
o) Wi L Scrap Cut Bdension Distance 0
) Horizontal Only
) Vertical First 1
(7 Horizontal First
) Combined

B son

mj Cancel

H
Ul\dake Default Material For Impaort \Wizards ]

Shown above is the default screen for adding a new material to the material database.

There are several default settings that will be present, but the main information that must be entered
is the Material Description, Material Code, Sheet Y Dim, Sheet X Dim and Thickness. Without
those, the material cannot be saved.

Each of the settings are described in the Properties section.

Duplicate Material

Duplicate Material

This function will duplicate the currently selected material into a new material so that you can
maintain the copied materials settings. You should specify a new Material Description and you
MUST enter a unique Material Code.

Delete
Delete Material

To remove a material from the database, select it in the list and the select the 'Delete Material’
button.
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You will be prompted to be sure you want to remove the material.

I "

Router-CIM Automation Suite 3

Are you sure you want to delete the selected material(s)?

Yes || No

If the material selected is in use in the database on a job in the job tree, you will see the following
message:

-

Router-CIM Automation Suite @

I.-f"_"\-.l The following material(s) are used in existing jobs; therefore, can not be
W deleted:
- 3/4 MDF

You then must remove the job that has parts using that material in order to remove the material from
the list.

2.5.6 Import
Import Material

Use this option when bringing materials into Router-CIM from either a Comma Delimited or
Spreadsheet file or from an Automation export file.

|FE&T@ Import/Export -
3

Import from a CSV or Spreadsheet

! 3
3 % Impaort from an Automation export file
]

ﬂ Export

If you are importing from an Automation export file, once selected, a windows browser will open
allowing you to select the appropriate .MTL file to import.
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Required Steps ‘Optional Features

[ Select file to import ] Select a saved format v|
Confirm workshest \:I ’ Save format (header rows and column headings) ]

Number of header rows E\ ’ Delete selected format ]

Assign column headings ’ Refresh Data ]

|status: |Data File:

This window will allow you to import materials into the material database from a saved Excel
Spreadsheet (.xIs), Comma Delimited file (.csv) or a previously exported Automation Material
database list (.mtl file). The fields for each column are user definable except in the case of the
Automation Material database file, which will fill in the fields automatically.

The available data types for each field are:
Material Description

Material Code

X Dim

Y Dim

Thickness

Min. Drop Off

Bridge Width

Left Edge Allowance

Right Edge Allowance

Top Edge Allowance

Bottom Edge Allowance
Irregular Stock Edge Allowance
Rotation

Cut Scrap

Use Scrap

Inventory Scrap

Scrap Cut Distance from
Material Handling Code
Attribute 1
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Attribute 2

Attribute 3

Attribute 4

Attribute 5

Z0is top

Cost

Nest Type (O; Priority
Jobs per Cart

Open Cart Threshold
Quantity

Priority

Alt. Materials Decrease
Ignore

2.5.7 Export
Export Material

Router-CIM Automation will allow you to export one, several, or all materials to an importable
database. This allows you to share or back up your materials database so that you can import it into
another database at a later time, or on another computer.

To export materials, select one or more materials from the list or optionally select All Materials.

Once the materials are selected, select the 'Export’ button.

E‘HPTH‘ Import/Export -

=

-

Import from a CSV or Spreadsheet

Impaort from an Automation export file

ﬂ Export

You will next be shown a screen where you can select a name and location for the exported materials
file to be stored.

£ o

=T
Lt
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f ot Save As @1
\:‘/u\:/n | . v Computer » Local Disk (C:) » Router-CIM » Automation » v|¢,|| Search Automation p'
Organize = Mew folder == w @I
B Desktop = Mame : Date modified Type Size
& Downloads — R A 3
= g T . Bin 7/19/2013 4:19 PM File folder
& Recen . Database 7/19/2013 4:19 PM File folder
o . doitdir 7/29/20138:21 AM  File folder
s | knwdir 8/14/20131:01 PM  File folder
j Documents
J‘ - = . ManifestedFiles 7/19/2013 4:19 PM File folder
' p_”s'c | Manual 8/9/20134:14PM  File folder
§ V:tures J PackAndGo 7/30/2013%:32 AM  File folder
dees | PAGI2 7/19/2013419PM  File folder
Q@ o | partpreview 7/19/2013 4:18 PM File folder
AR | Queues 7/19/2013505PM  File folder
- . Samples 7/19/2013 4:18 PM File folder
o bl | wmffiles 8/13/2013135PM  File folder
i Local Disk (C:) [l
s RECOVERY (E)  _
! !
File name: -
Save as type: | Automation Suite Material File (*.mtl) v]
\LA Hide Folders [ Save ] [ Cancel ]
Once you select 'Save’, the material file will be exported and ready for later import.
2.5.8 Delete Scrap for All Materials
Delete Scrap for All Materials
You may delete the scrap entries for all materials by selecting this option. You will be prompted with
the following screen to be sure you wish to delete all the scrap entries in the database. Once the
scrap entries are deleted, you cannot get them back!
Router-CIM Automation Suite 3
I I Are you sure you want to delete scrap for all materials?
[ Yes J ’ Mo
2.5.9 Delete Alternate Sizes

Delete Alternate Sizes

You may delete the alternate sizes for all materials by selecting this option.
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Select the materials that you want to delete the alternate sizes for.

You will be prompted with the following screen to be sure you wish to delete all the scrap entries in
the database.

il a '1
Confirm alternate stock size deletion Ii""-]

1 materials have been selected to have their alternate stock sizes deleted. This
operation cannot be undone, Continue with deletion?

Once the alternate size entries are deleted, you cannot get them back!

2.5.10 Material Report
Material Report

By selecting the 'Material Reports' button, you will be given a printable list of all the materials in the
database for your reference.

il
ot Material Database E@g
_ =]
W Edit Material MNew Material @ﬁ‘l Duplicate Material % Delete Material Import/Export - Delete Scrap % Delete Alternate Stack Sig E% Material Reports +
2 H
Material Description ¢ ¥ Matenial Code ¥ Matenal Handling Code 7 Z0 s Top of Material 7 Quantity ¥ XDim W Thicknesg Material List
[ KOMATEX 118 48796 K ;.. ' H i
.250 UHMW Sheet UHMW254_ [ 999 120 43 0.25 08
75 MR MDF .05 RED 1S : 80000001 | 993 43 197 08 0625
.75 MR MDF .05 RED 25 © 80000000 [ 599 45 97 0.85 0625
1 Melamine MEL1_ [ 5993 96.875 48.875 1 0.75
172 Baltic Birch Ply BPSO_ ] 999 9 48 0.5 0.85
1/2 Birch Ply BPLED_ [ 993 96 43 05 0865
1/2 Birch Plywood BPLE00_ [m 993 9% 43 05 0.85
1/2 Maple Ply MPLE0_ [ 593 96 48 05 0.85
172 Mel 1sWhte MELS0_ [ 999 97 49 0.5 0.85
112 Mel 2s'Whte MLWEDD_ I 993 96 48 05 07
172 Plywood PLYB00A_ [ 599 5 43 0.5 0625
1/4 A1 Birch BIRC25_ ] 993 96.5 485 0.25 0.85
1/4 A1 Cherry CHER25_ ] 993 96.5 485 0.25 075
1/4 A1 KNOTTY PINE KPINZE_ [ 599 6.5 43.5 0.25 0.85
1/4 A1 MAPLE MAPL2E_ ] 993 9.5 435 0.25 0.85
1/4 A1 Ozk OAKZ5_ | 993 96.5 485 0.25 0.85
1/4 Baltic Birch Ply BBP25_ 5| 993 60 60 02187 0.85
1/4 Birch Ply BIR2G_ [ 599 965 43.5 0.25 0.85
1/4 G25 Black Melamine - BMEL25_ [ 599 96.875 48.875 0.25 0.85
1/4 G25 Maple Melamine ' MAP25G_ ] 993 96.875 48.875 025 0.85
1/4 G25 Melamine MEL25G_ ] 993 96 875 48,875 0.25 0.5 2
i LirEA DY Liris Lo ‘Bog oeE P A noE
| m F
E Materials With Scrap "ﬁggé Materials with Alternate Sizes Materials Not in Use | Materials %E Export table to Excel
OK
Display is NOT filtered Total materials in database: 129 Total displayed materials: 129 [Verify Material Database Integrity ] @J

2.5.11 Materials with Scrap
Materials with Scrap
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2512

2.5.13

25.14

Selecting the 'Materials with Scrap' button will show all materials in the database that currently have
scrap material associated with them.

w Edit Material Ei”"II New Material ﬁ Duplicate Material ' Delete Material Fe Import/Export - Delete Scrap % Delete Alternate Stock Sizes ., Material Reports -
~ z
Material Description /% Material Code W Material Handling Code 7 Z0 s Topof Material W Quantity  XDim ¥ YDim W Thickness ¥ Bridge Width ¥ Prig
1i2 Birch Ply BPL50_ [ ] 939 96 48 05 065 10
< [ [T | 3

E Materials With Scrap @ Materials with Alternate Sizes Materials Not in Use

| Materials gg Export table to Excel

ﬂ oK
Displaying materials with scrap Total materials in database: 129 Total displayed materials: 1 [Vﬂify Material Database Integrity ] ]

Materials with Alternate Sizes
Materials with Alternate Sizes

Selecting the ‘Materials with Alternate Sizes' button will show all materials in the database that
currently have alternate sizes associated with them.

=
’ B : =] : R : : L ;
1l [erial lew erial uplicat lerial e lerial M| A e ra| le [T e SToC Izes erial o
Edit Material [ New Material ﬁlj’ Duplicate Material W Delete Material Import/Export - | P4 | Delete Scrap Delete Alternate Stock S Material Reports

Material Description /7 Material Code ¥ Matenial Handling Code 7 Z0 s Topof Material 7 Quantity ¥ XDim ¥ YDim ¥ Thickness ¥ BridgeWidth 7 Prig
TEST TEST =3 999 97 43 05 0.125 10
* . | v

Materials Not in Use

E Materials With Scrap % Materials with Alternate Sizes

¢ EI oK
IDispIa'ying materials with slternate sized scrap  Total materials in database: 128 Total displayed materials: 1 lVen'fy Material Database Integrity ] ¥

Materials in Use

| Materials gg Export table to Excel

Materials in Use

Selecting the ‘Materials in Use' button will show all materials in the database that are currently have
a parts in a job associated with them.

a7 Materiol Database

' — - o [ :
| Edit Material w New Material @ Duplicate Material W Delete Material || ; mport/Export - X Delete Scrap Delete Alternate Stock Sizes

Material Description 7 5 Material Code 7 Material Handling Code 7 Z0Is Top of Material 7 Quantity ¥ XDim  YDim W Thickness ¥ Bridge Width | * =
1/2 Baltic Birch Ply BP50_ 43 0.85 |
1i2 Birch Ply BPLS0_ 48 085
1i2 Birch Plywood BPL500_ 48 0.85

1/3 Manlz Bhv MBI RA AR 3 18R
n |

9 Materials With Scrap @ Materials with Alternate Sizes ials i i i | Materials gg Export table to Excel
fu: L

Dlsplay'mgmateﬂals usedin jobs Totsl in 129 Totsl y ials: 22 | Verify Material Database Intearity |
Materials Not in Use

Materials Not in Use

Selecting the ‘Materials Not in Use' button will show all materials in the database that are currently
have NO parts in a job associated with them.
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W Edit Material New Material @lﬁ[ Duplicate Material Delete Material Import/Export ~ Delete Scrap % Delete Alternate Stock Sizes Material Reports ~

| Material Code ¥ Material Handling Code ¥ Z0 s Top of Materisl % Quantity ¥ Thickness ¥ Bridgelidh ¥ 1~
T4 AT Birch BIRC25_ 389 ; : 0.5 -+

114 AT Cherry CHER25_ | ; 075

UAATKNOTTY PINE  KPINZS_ ¥ ; 085

1id A1 MAPIF MLPI 7R | A naR
1

E Materials With Scrap % Materials with Alternate Sizes Materials in Use

b

Displaying materials not used in jobs  Total in 129 Total displayed materials: 107 [meyMatEnd Database Integrity ]

2.5.15 All Materials
All Materials

Selecting the 'All Materials' button will show all materials in the database.

o5l Material Database (= @] = ]
= 1 [l . = : : .
w it Material New Material @ Duplicate Material @ Delete Material || Import/Export Delete Scrap % Delete Alternate Stock Sizes
Material Description 4 % Material Code 7 Materizl Handling Code 7 Z0 s Top of Material 7 Quantity 7 XDim 7 YDim T Thickness ¥ BridgeWidth ¥ |*
| » BEET ] ; 12 0.75 5
15 Aluminum sheet alum102 W 939 96 48 0.15 055
25 Aluminum sheet alum250 173 939 9 48 025 0.55
25 MR MDF 062 DVG.  mrmdf_ B 999 120 €0 25 55
250 UHM\W Sheet UHMW254 (] 999 120 48 25 08
75 MR MDF 062 BLK 2. blk125_ jmi 939 120 [5i] 075 55
75 MR MDF 082 BLK 2 blkdr75_ | 533 120 &0 075 55
.| 75 MR MDF 082 DVG. dvgy7969 | 999 120 €0 0.75 55
75 MR MDF 062 DVG.. dvfy_ i 939 120 &0 75 55
75 MR MDF 062 DVG. mrmdf75a (i 939 120 60 075 055
75 MR MDF 062 RED.. dvay75_ [l 999 120 €0 0.75 55
| 75 MR MDF 062 RED.. mrmdf75b r© 939 120 &0 075
| .75 MR MDF 062 RED.. red125_ (] 999 120 &0 0.75 55
75 MR MDF 062 RED_  mrmdé_ [m] 83 120 &0 825 5
| 75 MRMDF_0.7500 mrmdf75e [m] 999 120 €0 0.75 55
1314 alder ald1750 L : 999 96 48 1.75 055
1inch birch ply bir1000 r 939 9% 61 1 0.55
1inch MDF MDF1_ 7 =2 999 97 49 1 0.56
1 Melamine MEL1_ [} 999 96.875 43875 1 075
1.25 Husky Material hsk125_ j E 939 9% 48 125 055
1/2 BALTIC BIRCH PLY500 (| 999 9% €0 048 075
112 Baltic Birch Ply " BFS0_ (] 939 9% 48 05 085 1|
1/ DIDCL DIV [ Sy 1 ooo 10 40 ne EE
CH| 1 | 2
E Materials With Scrap % Materials with Alternate Sizes Materials Not in Use All Materials %E Export table to Excel
Display is MOT filtered Totsl materizls in database: 521 Total displayed materials: 521 lVerify Material Database Integrity ]
e —

2.5.16 Export Table to Excel
Export Table to Excel

Selecting the 'Export Table to Excel' button will open a windows browser to allow you to save an
XLS file of the materials in the database.
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2.6

o-! Save As | 2 |
uu | ¥ Computer » Local Disk (C:) » Router-CIM » Automation » - I +3 || Search Automation }D!
Organize » New folder Bz ow IZEI
Bl Desktop * Name Date modified Type Size £
Downloads
o R = Bin 7/19/2013 419 PM File folder
t
B Database 7/19/013419PM  File folder
P doitdir 2 File folder
- knwir File folder
£ Documents L X X .
J‘ Wi = ManifestedFiles File folder
@' Music
i Manual File folder =
| Pict
§ Vfd = , PackAndGo File folder
i PAG32 File folder
ﬁa‘ Saissup partpreview File folder
Queues File folder
W C Samples File folder
= it
B T_mpLIII;'rk 7 wmffiles File folder
= R:EEV;Y((E'J) EH backsidesds 2 Microsoft Excel 97... 15 KB
= © 7 EI1DOOR imoortXLS 12/10/20029:59 AM  Microsoft Excel 97... 19 KB Z
File name: -
Save as type: |Exce| File (*xls) v|
“ Hide Folders Save ] [ Cancel ]

Advanced Nesting Material

Advanced Nesting Module - Material

The Advance Nesting Module (optional) from Router-CIM includes additional features for handling the
material database.

The two features are Skeleton Scrap Cut and Multi-Stock Nesting (alternate sheet sizes).

Skeleton Scrap Cut

The Skeleton Scrap Cutting feature will allow the user to define a maximum size of scrap that they
will want the Router-CIM to leave. The benefits of this type of scrap cutting are that the operator will
have smaller pieces of scrap to remove from the table. This feature is integrated with Router-CIM
Automation Suite’s new Scrap Management System that allows for multiple direction scrap cuts. You
will still be able to take advantage of the inventoried scrap while easing the strain of removing large
sections of waste material by cutting them down to a manageable size.

To set up the Skeleton Scrap Cut you will need to define the following parameters:

Note: There must be a knowledge named SKELETON in the knowledge drawing. It will need to be a
Centerline Ramp Cycle with your defined tooling parameters.

Enable Skeleton-Cut-Off

To allow Router-CIM to make a Skeleton Scrap Cut, you will need to check the box. A check in the
box indicates that a skeleton cut will be made. No check in the box indicates a skeleton cut will not be
made.

Offset Distance:
This parameter defines how far from the edge of the part will Router-CIM create the geometry that
the SKELETON knowledge will follow. This distance needs to be at least the radius of the tool.

X Spacing:
Specifies the distance between skeleton cuts along the X axis.
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Y Spacing:
Specifies the distance between skeleton cuts along the Y axis.

Equal Spacing:

To allow Router-CIM to make a Skeleton Scrap Cut based on a number of cuts to be made in the X
and Y axes, you will need to check the box. A check in the box indicates that a skeleton cut will be
made with equal spacing. No check in the box indicates a skeleton cut will be made based on the X
and Y spacing defined above.

# of X Spacings:
Specifies the number of cuts that will be perpendicular to the X axis.

# of Y Spacings:
Specifies the number of cuts that will be perpendicular to the Y axis.

Skeleton-Cut-Off Parameters
Enable Skeleton-Cut-Off v

Offset Distance 0.2000
X Spacing &.0000
¥ Spacing &.0000
Equal Spacing [
# of X Spacings (0.0000
Hof Y Spacings 0.0000

The result of the Skeleton Scrap shown here is based on the parameters noted above:
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u 7_L
i Skeleton Scrap Cuts I_I; )

Multi-Stock Nesting

Multi-Stock Nesting allows you to enter alternate sizes under a material in order for the nesting
function to determine the best mix of materials to use.

When entering an alternate stock, you need to enter:

YDim

XDim

Quantity (QTY) Note: If you enter a quantity other than 999, Router-CIM will only use the specified
quantity till it runs out. It will then go to the next available stock size.

Priority

Cost (Optional)

You have three options when using alternate stocks:

o Priority: Priority is based on a 1 -10 scale with 1 being the highest priority and 10 being the lowest
priority. When nesting, Router-CIM will look at the priority given and use the sheets based on this
figure.

e Best Yield: This allows Router-CIM to use any combination of the standard stock size and alternate
stock size to create the nests based on the best yield that it can achieve. Priority is ignored.

o Best Price: This allows Router-CIM to use any combination of the standard stock size and alternate
stock size to create the nests based on the best price. You need to have a cost entered into the
standard stock size and all the alternate stock sizes. Priority is ignored.
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2.7

Mulit-Stock Mesting

@ Priority [7] Automatically Decrease Gty
) Best Yield Altemate Sizes
(™) Best Price

Y Add Alternate Size @ Delete Alternate Size

YDim XDhm Qty Pricrity Cost

610000 570000 10 10 5500

Batch Processing

Batch Processing

If you wish to load several jobs into Automation at one time, and have them executed in order,
separately, then you can use Batch Processing. The process is relatively simple in that you would
build your separate Router-CIM jobs as normal, and then add them (one at a time) into the batch
folder. Once you create a batch job, you can run the entire batch and Router-CIM will run each job
individually to completion, creating an output folder for each job, before going on to the next.

Batch Jobs are somewhat special and have a folder of their own. A batch job is really several jobs,
each in one folder and run one at a time. Each job in a batch will run until it is done, and when it is
done and all the code is made, then the next job will start up. None of the parts from one job are cut
or nested with parts from another job.

To create a Batch Job, go to any folder containing jobs, and right click on a job and select Add to
Batch Job. For instance, Select the Samples folder, and then the Boat-and-RV_parts folder. In this
folder there are 4 jobs.

Folder/lob Mame Created Date Modified D ate
1.
.;ﬁ' 12_Boat_Parts 28,2003 752008
.;ﬁ' 20_F_cabin_cruizer FAT2003 B/25/2008
@ 3d_S0LID_Parts 72003 B/25/2008
@ 40_Ft_power_cruizer 7742003 B/25/2003

Select the 12_Boat_Parts job and Right-Click on it to bring up the menu, then select Add to Batch
Job.
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Open

Run Job

Open Resulks Folder
Pack and Go

Mew Folder

Mew Jab

Cuk

Copy

7 B

Copy Job Settings

X &

Delete

Add to Batch Job

o ko Batch Job Falder

Now do the same for each of the other three jobs in the folder. There is 10_ft_cabin_cruiser,
3d_SOLID_parts, and 40_ft_power_cruiser. Add each of these to a Batch Job.

Next, click back to the top of the job library and select Batch Jobs. You will see each of the 4 jobs
listed under Batch Jobs.

Folder/lob Mame Created Date Modified D ate
1.
ﬂ 12_Boat_Parts 12/9/2003 12/9/2008
ﬂ 20_F_cabin_cruizer 12/9/2003 12/9/2008
g 3d_S0LID_Parts 12/9/2008 12/9/2008
g 40_Ft_power_cruizer 12/9/2003 12/9/2008

If you Right-Click on one of these jobs now you will see Batch Job Options.
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———e S —— e P— e m———— e e

Y Job LibrarvBatchJobs |_21 El

] Partz | Jal
Folder/lob Mame Created Date odified D ate F
.. 1
- 12 B 12/9/2008 5
o] | OP" 12/9/2008 5
4k 3d_51 Run Job 124942008 4
ka0 tt Open Results Folder 1249/2008 ﬁia
3
7
8
& cu 3
( 1l
= Copy 1
e 1
& Copy Job Settings
ol
| Batch Job Options » Run
2o ko Batch Job Falder Save
Prirnary K Load Existing Batch Job
demo. dwg ¥ Remaove from Batch Jab
[ Blmaes [ C A | [ [ [ [

From here you can Run the batch, save the batch to run it later, load a saved batch, or remove a job
from the batch list.

Run

Save
Load Existing Batch Job

Remove From Batch Job

2.8  Labeling
Labeling

Router-CIM provides label information in several formats. You can modify the labels as necessary to
match your requirements.

Two programs are shipped with Router-CIM Automation Suite.
One is Avery Label Pro, which is only suitable for 32 bit systems. The other is Avery Design Pro,
which will install on 32 or 64 bit systems.

The following section describes how to modify the labels to suit your design.
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28.1

28.1.1

Modifying Labels in Automation Suite

Modifying Labels in Automation Suite

Label data files are created in Router-CIM Automation Suite in a number of formats, however only
Avery Label Pro and Avery Design Pro are provided with templates for creating labels from
Automation Suite.

You can modify either the Label Pro or Design Pro templates. Detailed instructions are included here
for those two formats.

Avery Label Pro

Avery Label Pro

How to create a new label design for Automation using Avery Label
Pro

Follow the steps below to create a new label to be used with Automation Suite. These instructions are
for Avery Label pro but can be adapted to many other labeling software solutions.

Router-CIM generates up to 4 different label types in the label.txt file based on your labeling
preferences set in Router-CIM Automation suite. Some of these labels use the same fields so you will
need to pay attention to the maps below when assigning overlapping fields to a label.

Type 1) Header labels:
(1 per job) Contains Job information and Router-CIM version information

Type 2) Part Labels:
(1 per part cut) Contains individual part information including nest references for easy part
location.

Type 3) Scrap labels:
(1 per left over sheet cut) Contains inventory information for off fall from nesting sheets.

Type 4) Barcode labels:
(1 per nc code file generated) Contains the name of the nc code files to run along with quantity
information.

Notes:
Field 1 is intended to STAND OUT and should be a larger, bold, and alternate color (if used) so it is
easy to identify.

Field 13 will point to an image and should be sized based ton your label selection and personal
preference

Field 15 is ONLY used by a barcode label and should be assigned to BARCODE 3 of 9 font

Open Avery Label Pro.
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fE Avery LabelPro &5 Avery LabelPro 3.0 k

At the Start Screen for Avery, click ‘Create a New Design’.

X

Avery LabelPro Quick Start

X What do you want to do?

Create a Mew Dezign

Did vou know...

Cpen Existing Design

I1ze the Merge Fields dialog to place
. i fields from a ligt (ke Mame, Address, City,
Huick Input Azsistant State, Zip] onta a design.

Open Sample Dezign

¥ Show This Dialog Sagain Llase | Mext Tip Help

At the Product Selection screen, Choose the label you would like to use and click ‘OK’.
KEEP IN MIND THAT THE SIZE OF THE LABEL DICTATES HOW MUCH INFORMATION YOU
CAN USE ON THAT LABEL.

Product Selection [z|
-Select Product 1 Tent:
" List by Product Code
f* List Products by Cakeqgary Abc
Categony:
Addreszing - Ink Jet Ll
Froduct:

3161 Address
2161 Address - W
162 Address
9162 Address -

Product Descrptions ._. (] [_: | Cancel Help

At the Design Strategy screen, click ‘Use an existing list or database file.
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Design Strategy
— How do wou want to create your labels?——————
Cancel |
Lze an existing list or databaze file. Help !

Create a new list, then uze it.

Create a whole zheet of identical
labelz without using a st

At the Link List to Design screen, change File of type: to read a .txt file and Look in: Automation.
Then find the label.txt file, highlight it and click ‘Open’.

Link List to Design

Lok in: ] |9 Automation _:J s £ Eo-
i@ Copy of krwdie [ krwendlie I Pam
) Database [ laser dxf [T partpreview
L3 DiversifiedWoodcrafts  10)MyParts I3 Queues
== doikdir [Chmyscns [ 5amples
I=3Donna 25 My Shurf [ wmfiles
|5 Drawings [==3Packandao
& ! [
File name:  |label bt Open
Files of bype: IDelimited DOS [P caw: ket _v_I Cancel

Help |

At the Merge Fields — label.txt, Start inserting the fields that you would like to use into the new label
design. (See next page for a list of Field Names)
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Merge Fields - label.txt

Select, then ingert each item vou want o appear on vour design.

Inzert 1

sField 24 i Field

«Field 3=

«Field 4=

<Field 5% Space |
«Field Bs

«Field 7» = Comnma |
oField G _

«Field S Mew Line |
«Field 10 % Q

o Show List Field M armes
" Show First Becord Data

| Cloze |

Help ‘
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Router-CIM Label file map

- ]
FIELD

# HEADER LABEL description

Fieldl: | Job name * JOB: labels *,

Field2: not used,

Field3: not used,

Field4: not used,

Filed5: | Router-CIM Version information * ROUTER-CIM LABELING *,
Filed6: not used,

Field7: | Router-CIM Version information * for Router-CIM 2010 *,
Field8: not used,

Field9: not used,

Field

10: not used,

Filed

11: not used,
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Field
12:

not used,

Field
13:

Points to a blank file so nothing appears on
label

C:\Router-CIM\automation\blank.
wmf,

Field
14:

not used,

Field
15:

Field
16:

Field
17:

Field
18:

Field
19:

Field
20:

Field
21:

;IELD PART LABEL description PART LABEL sample data

Field1l: | Nest ID# NEST ID # 5,

Field2: | Quantity QTY: 5 OF 12,

Field3: | Part Name PART: 57.DWG,

Field4: | Not Used not used,

Filed5: | X & Y dimensions DESC: DESCRIPTION,

Filed6: | Description MATERIAL# 3/4 MDF,

Field7: | Material not used,

Field8: | Sheet # SHEET # MDF75_1,
Customer Info 1 (Shows as “N/A” if not used

Field9: |in job) labell,

Field Customer Info 2 (Shows as “N/A” if not used

10: in job) label2,
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Filed Customer Info 3 (Shows as “N/A” if not used

11: in job) label3,
Field Customer Info 4 (Shows as “N/A” if not used

12: in job) label4,
Field C:\Router-
13: Part Graphic CIM\Automation\wmffiles\5.wmf,
Field

14: backside not used,
Field

15: Barcode Graphic not used,
Field

16: Customer Info 5 label5,
Field

17: Customer Info 6 label6,
Field

18: Customer Info 7 label7,
Field

19: Customer Info 8 label8,
Field

20: NC Code file name without extension MDF75 1,
Field

21: Part label multiplier 1,

;IELD SCRAP LABEL description SCRAP LABEL sample data
Field1: |Label Title % SCRAP INVENTORY ****,
Field2: | X size of scrap XDIM: 19.8223,

Field3: |Y size of scrap YDIM: 48.0000,

Field4: | Scrap qty SCRAP QTY: 1,

Filed5: | Material type MATERIAL TYPE# 3/4 MDF,
Filed6: not used ,

Field7: not used ,

Field8: not used ,

Field9: not used ,

Field

10: not used ,
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Filed
11:

not used ,

Field
12:

not used ,

Field
13:

Points to a blank file so nothing apears on
label

C:\Router-
CIM\Automation\blank.wmf,

Field
14:

not used ,

Field
15:

not used

Field
16:

Field
17:

Field
18:

Field
19:

Field
20:

Field
21:

FIELD

# BARCODE LABEL description

Fieldl: not used,
Field2: not used,
Field3: not used,
Field4: not used,
Filed5: not used,
Filed6: not used,
Field7: not used,
Field8: not used,
Field9: not used,
Field

10: not used,
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Filed
11: Number of sheets to run Sheets to run:1,

Field
12: not used,

Field
13: not used,

Field
14: Stock size required Stock Size: 48.00 X 19.82,

Field Name of NCCODE file displayed in barcode
15: 3 of 9 font MDF75_1.out

Field
16:

Field
17:

Field
18:

Field
19:

Field
20:

Field
21:

When you are finished designing your label, it MUST be saved and named RouterCim.Ipd

TIP: You should first go to C:\Router-CIM\Automation and rename the existing RouterCim.lpd to a
different name. This way, you will always have your original.

The next step MUST be done for this to work!

Open Windows Explorer and go to:
C:\Router-CIM\Automation and rename the file called label.txt. DON'T DELETE IT, just rename it.

Example: label-ORIG.txt
You will need the label.txt in the future to either edit your existing label or to create a new label.

If you ever have to edit your existing RouterCim.lpd, simply open Windows Explorer and go to:
C:\Router-CIM\Automation

then rename the file back to label.txt then double-click on the RouterCim.lpd in the same Automation
folder to edit your existing label.

When your are finished editing, don’t forget to again rename the label.txt again.

If you forget to rename the label.txt to another name, it WILL NOT WORK.

© 2013 CIM-Tech.com, Inc.



196

Router-CIM Automation

28.1.2

Avery Design Pro

Avery Design Pro

How to create a new label design for Automation using Avery Design
Pro 5.0

Follow the steps below to create a new label to be used with Automation Suite using Avery Design
Pro 5.0.

Before you begin, make a new folder anywhere on your hard drive and name it anything you like. (ie.
Template) (I put my new folder on the desktop)

Using your windows explorer, go to C:\Router-CIM\Automation\Bin and copy the file called Label.dbf
into the folder that you just created.
While your there, make a copy of the original RouterCIM.zpd file that is in that folder also.

Open Avery Design Pro.

B Avery DesignPro .ﬂh DesignPro k

At the Start Screen for Avery Design Pro, click ‘Design from Scratch’.

a AVERY® DESIGNPRO® ‘

A would Wu‘EkEMH fe your pr ﬂffgf_;:

a— .
Pre-Designed Design fram
B Template Seraleh [ o
Step-hy-Step Uuan[;isiing
Wizard yisil Project

www.avery.com/saftware

At the Select Template screen, choose the label you would like to use and click ‘OK'.
For this tutorial, | will be using the 8464 shipping labels.
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KEEP IN MIND THAT THE SIZE OF THE LABEL DICTATES HOW MUCH INFORMATION YOU
CAN USE ON THAT LABEL.

Select Template fg|

Template Presiew

Format;

Page Orientation: o Puartrait " Landscape

Find ltem Murmber; | Find

Cantainz all Awvery ink jet and lazer labels.

Itern Murnber | Marne | Size | Colar {\

8233 Ink. Jet Round Labels for Colo... 1142 White

8366 Ik Jet File Folder Labels 1/3 cut wihite Sl
8335 Ink Jet Self Adhesive Mame B...  21/3233/8 White

2480 Ink Jet Address Labels 1w25/4 White

24E1 Ink Jet Address Labels 14 White —

2462 Ink Jet Address Labels 11/324 White
3453 Ik Jet Shipping Labels 2ud White k
3454 Ik Jet Shipping Labels 31304 YW'hite Cancel
2465 Ink Jet Full Sheet Labels B1/2:M White b

L5 2 k)

This screen shows actual label that you chose in the previous step.
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IR VR,

®E B 6

B ElE O [

B

Press F1 for Help.

[ad64

#0885 ¥:0.11"

From the Database pull down menu, choose Open...

BE\ - Tools  Window  Help

@ e, .
&

Modify. ..

Close

Edit...
R Sart...

Filker. ..

Insert Field...

Insert Image...

Deackivate

Go Ta [
Display Field Contents

Database Info...
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Open Database [%|

dBASE Il

Open Databasze...

ODEBC

@ Link Databaze...

v Do naot show help window

Cancel Help

Click on the “Open Database” icon.

At this screen, go to the folder that you created at the very beginning that has the label.dbf

Open dBase Database

ICS35nagit Yer 6.0 with Key Gen

& Template
I3 Tooling Coupon
I3 Toalling skuff

£

Laok in: | ) My Documents x| 4 5 Eg-
iijilSiIver Skream IS irus Fixes
IC¥5naglt Catalog I=yahoo Fix For SP2

4 | ¥
File narne: ] Open k
Files of type: | dBASE Il Files [*.dbf] | Cancel

Help

i’

199

After opening the Template folder (or whatever you called it), select the label.dbf and click ‘Open’.
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Open dBase Database X
Laook in: |B Template :_J = |-=-_3-|‘£ -

File name: ]Lal:uel_ dbf Open

Files of type:  |dBASE Ill Files [* dbf] | Cancel

Help

rlk

At the next screen, select ‘Insert Fields’.

3

Database Options

Madify Field ‘

Edit Records ‘

|nzert Fields :E

This will open the Insert Fields box.
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Insert Field

Figld Mame Insert

Click an the field name that you would like to
inzert into wour label and click. 'Inzert'; Cloze

R
FIELDZ
FIELD3
FIELD4
FIELDS
FIELDE
FIELD? Tab
FIELDS
FIELDS Mew Line
FIELDO
FIELD11
FIELD12
FIELD13
FIELD14
FIELD15

Help

aadi

Space

|

The next few images will show Field descriptions.

Router-CIM Label file map
- r
FIELD
# HEADER LABEL description
Field1l: [Job name * JOB: labels *,
Field2: not used,
Field3: not used,
Field4: not used,
Filed5: | Router-CIM Version information * ROUTER-CIM LABELING *,
Filed6: not used,
Field7: | Router-CIM Version information * for Router-CIM 2010 *,
Field8: not used,
Field9: not used,
Field
10: not used,
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Filed
11:

not used,

Field
12:

not used,

Field
13:

Points to a blank file so nothing appears on
label

C:\Router-CIM\automation\blank.
wmf,

Field
14:

not used,

Field
15:

Field
16:

Field
17:

Field
18:

Field
19:

Field
20:

Field

21:

;IELD PART LABEL description PART LABEL sample data

Field1l: |Nest ID# NEST ID # 5,

Field2: [ Quantity QTY: 5 OF 12,

Field3: [ Part Name PART: 57.DWG,

Field4: | Not Used not used,

Filed5: [ X & Y dimensions DESC: DESCRIPTION,

Filed6: [ Description MATERIAL# 3/4 MDF,

Field7: | Material not used,

Field8: [ Sheet # SHEET # MDF75_1,
Customer Info 1 (Shows as “N/A” if not used

Field9: [in job) labell,
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Field Customer Info 2 (Shows as “N/A” if not used

10: in job) label2,

Filed Customer Info 3 (Shows as “N/A” if not used

11: in job) label3,

Field Customer Info 4 (Shows as “N/A” if not used

12: in job) label4,

Field C:\Router-

13: Part Graphic CIM\Automation\wmffiles\5.wmf,
Field

14: backside not used,

Field

15: Barcode Graphic not used,

Field

16: Customer Info 5 label5,

Field

17: Customer Info 6 labelb,

Field

18: Customer Info 7 label7,

Field

19: Customer Info 8 label8,

Field

20: NC Code file name without extension MDF75 1,

Field

21: Part label multiplier 1,

FIELD

# SCRAP LABEL description SCRAP LABEL sample data
Fieldl: |Label Title *xxx SCRAP INVENTORY ****,
Field2: | X size of scrap XDIM: 19.8223,

Field3: |Y size of scrap YDIM: 48.0000,

Field4: | Scrap qty SCRAP QTY: 1,

Filed5: | Material type MATERIAL TYPE# 3/4 MDF,
Filed6: not used ,

Field7: not used ,

Field8: not used ,

Field9: not used ,
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Field

10: not used ,
Filed

11: not used ,
Field

12: not used ,
Field Points to a blank file so nothing apears on C:\Router-
13: label CIM\Automation\blank.wmf,
Field

14: not used ,
Field

15: not used
Field

16:

Field

17:

Field

18:

Field

19:

Field

20:

Field

21:

FIELD

# BARCODE LABEL description

Field1: not used,
Field2: not used,
Field3: not used,
Field4: not used,
Filed5: not used,
Filed6: not used,
Field7: not used,
Field8: not used,
Field9: not used,
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Field
10: not used,

Filed
11: Number of sheets to run Sheets to run:1,

Field
12: not used,

Field
13: not used,

Field
14: Stock size required Stock Size: 48.00 X 19.82,

Field Name of NCCODE file displayed in barcode
15: 3 of 9 font MDF75_1.out

Field
16:

Field
17:

Field
18:

Field
19:

Field
20:

Field
21:

Using the Insert, Space, and New Line buttons, you can make the layout for you're your new labels.
Because of the size of this label, | was able to fit all of the fields on this label.

Remember, the size of the label you choose dictates how much information (or
how many fields) you can actually place on the label.
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r 3

FIELD1
FIELD2
FIELD3
FIELD4
FIELD5
FIELD6
FIELD7
FIELDS
FIELD9
FIELD10
FIELD11|
FIELD12

FIELD14  FIELD15

A v

Notice the placement of fields 14 and 15. This will be important because placing it
at the bottom of the label; these fields will be at the bottom of the Bar Code.
Also notice that Field 13 is not on the label above. This is explained next...

Field 13 is the graphic that can show the picture of your part on the label.

To place a graphic on the label, from the Database pull down menu, choose ‘Insert Image’
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Window

Insert Field...

Deactivake

GoTo
Display Field Contents

Database Info. ..

Choose Field 13 and click OK.

Insert Image from Database

Figld Mame

&3

FIELD
FIELDZ
FIELDZ
FIELD 4
FIELDS
FIELDE
FIELD?
FIELDS
FIELD3
FIELD10
FIELD11
FIELD12

FIELD14

Dhirectary

v Specify Directary Mame

Cancel

Browse...

| Help ‘

By default, the graphic is placed in the upper left corner of the label.

207
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F o o

[m] ‘%’ a
- rcLui19 -
FIELD11
FIELD12

FIELD14  FIELD15

A

v

By grabbing and dragging, place the graphic box in the location you would like your graphic it be

placed. For this example, | have placed the graphic in the lower right corner.
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FIELD1
FIELD2
FIELD3
FIELD4
FIELDS
FIELD6
FIELD7
FIELD8
FIELDS
FIELD10
FIELD11
FIELD12

FIELD14  FIELD15

h

Field 15 is used to place a Bar Code graphic on the label.

First, from the Insert pull down menu, choose ‘Bar Code’.
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Drawing Format  Lay
Texk
@ Round Text

ooy |

| 123 Serial Mumber. ..
EP Date & Time. ..

Image From File. .,
EI Clipart Gallery. ..

File List...

Ohiject, ..

Your cursor will now change, drag from the upper left to the lower right to create a box.
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FIELD1
FIELD2
_____________ FIELD3
FIELD4
FIELDS
FIELD6
FIELD7
FIELD8
FIELDS
FIELD10
FIELD11
FIELD12

FIELD14  FIELD15

After the box is created, from the Database pull down menu, choose ‘Insert Fields’ and click on
Field15 and click ‘Insert.
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FIELD1

FIELD2
FIF]. D3

FIELD14  FIELD15

A 4

When finished, your label should look like this.
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FIELD1
FIELD2
FIELD3

213

FIELD4
DS
FIEL
FIELD7
FIELD8
FIELDS
FIELD10
FIELD11
FIELD12

FIELD14  FIELD15

A

v

Now it's time to save your label. Choose “Save’ or “Save As’ from the file pull down menu. The

Save in: should be set to C:\Router-CIM\Automation\Bin.
The file name MUST BE CALLED RouterCIM.zdp
If it is not named RouterCIM.zdp, it will not work.
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Save As EWE]

Save i |E? Ein j = 5 Eo-
@' Dezktop
(L3 My Documents
-:J by Cormputer
4 3% Floppy (&)
age Local Disk [C:]
(=) Router-Clk
I Automation
&
041021_1731 (D]
e LEXAR MEDIA [E:) —

RiEHome &2 Shared Daocuments
[ My Documents
- - C I

ERiE S ‘::2 My Metwark, Places il

[ Save| L Captures Help

I3 Mew Falder

Save As il

Saveir: |E}Bin Lj = =% EH-

File narne: |D|:n:ument1 zdl

Save as type: | DesignPro 5.0 7 zd] ~| Cancel

[ Save Preview with File Help

PLEASE NOTE THE FILE NAME:
The only choice you have is to save it as a .zdl type at this point.
In the File name: type in RouterCIM.zdp and click Save.

You should be asked if you would like to overwrite the file. Answer ‘Yes’
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' i\ Router-CIMVAUtomation | BinfFouterCim. zdp already exists,
[ Do o wank to replace ite

File rarme: IHDLitEI Cimn.zdp Save I

Save as ippe; | DesignPro 5.0 (" zd) -] Cancel

I 5ave Freview with File Help |

215

Copy the label.dbf file from the Template folder created in the beginning of the tutorial to the C:

\Router-Cim\Automation\Bin folder and choose yes to overwrite the existing file.
Then delete the copy in the Template folder.

You are finished....run a job through Automation.

When the job if finished and you open the Data Folder, you will see a RouterCIM.zpd file. Double-

click on it. You will probably have to set the path for windows to open this type of file.
The application to use would be the Labeler.exe found in C:\Program Files\Avery
Dennison\DesignPro 5.0 Limited Edition folder.
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Index
A -

Accuracy 69

Add Assembly 96

Add Part 96

AnestParts subfolder 159

AnestTasks subfolder 160

Automatic G-Code Scan 64

Automatically Print Limit Check Report 64
AutoNest System Preferences 69

_B -

Bridge Width 121

_C -

CabinetVision 78

Cabnetware 74

Cad System 100

Cart Control Nesting 119, 132

Clear AutoNest Task and Part Folders 72
Code as Single Part 107, 112

Comma Delimited 80

Common Line 121

Create Folders for the following files 56
Create New Knowledge Drawing 73
Create Summary Report 112

Critical Issues 9

D -

Data Output Folder 56
Default File Type 56
Default Filler Quantity 112
Default Quantity 112
Delete Folder/Job 99
Delete Part 100

Display Repeated Layout 69
DOIT File Folder 56

DWG Folder 56

DXF Folder 56

“E -

Edit Geometry 99

Enable Backside Nesting 119, 126
Enable Shape Done 112

Exclude Layers 55

“E -

Field Caption Settings 50
File Format 69
Filler Quantity 107

-G -

General Settings 50
Generic Record X Dim 107
Generic Record Y Dim 107
Generic Record Z Dim 107
Global Variables 145

_H -

Has an Associated Backside Macro 107, 112
Horizontal Spacing 120

Ignore Layer Panel 107

Import Folders 56

Import Wizard Format 56

Inherit Label Data from Job 107
Inherited 107

Installation Quick Start 9

Is an Irregular Stock Shape 107, 112

_J -

Job Wizard 89

K -

KCDw 86
Knowledge Drawing Folder 56
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Knowledge Information 107

S L -

Label Information 107

Label Parts Text Size 69
Label Repeated Parts 69
Labels 112

Labels subfolder 161

Layer List Settings 50

Layer Name is Prefix 55
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